VERIFICATION OF
FCC PART 15 COMPLIANCE

KES hereby verify that the subject product complies with all the
electromagnetic emission specified in the FCC Rule Part 15

Product Description: DVR

Model/Brand Name: HRD-442N

Variant Model: -

FCC Rule Part(s): FCC 47CFR Part 15 Subpart B Class A
Part 15.107(b) & Part 15.109(b)

FCC Procedure: Verification

Applicant Name: Hanwha Techwin Co., Ltd.

Applicant Address: 1204, Changwon-daero, Seongsan-gu Changwon-
si, Gyeongsangnam-do, Korea

Manufacturer Name: Hanwha Techwin (Tianjin) Co.,Ltd.

Manufacturer Address: No.11 Weiliu Rd,Micro-Electronic Industrial
Park, TEDA,Tianjin, 300385,people’s Republic of
China.

Test Report Reference No.: KES-E1-17T0215

DVR, Model HRD-442N has been tested in accordance with the measurement procedures specified in FCC
47CFR Part 15 Subpart B class A and has been shown to be complied with the electromagnetic emission limits
specified in FCC Rule Part 15 Subpart B class A. A testing of the sample product has been valid for the sample
tested based on the reference test report, KES-E1-17T0215

Dong Hun, Jang
Date of Issue: 03. 15,2017 .
Technical Manager

Signature:

KES.Co., Ltd.

C-3701, 40, Simin-daero 365beon-gil, Dongan-gu, Anyang-si, Gyeonggi-do,431-716, Korea
Tel: +82-31-425-6200 //Fax: +82-31-424-0450
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EMC TEST REPORT For FCC

Test Report No.
Date of Issue
Product name
Model/Type No.
Variant Model
Applicant

Applicant Address

Manufacturer

Manufacturer Address

Equipment authorization :

Date of Receipt
Test date

Test Results

Tested by -

KES-E1-17T0215
Mar, 15, 2017
DVR

HRD-442N

Hanwha Techwin Co., Ltd.

1204, Changwon-daero, Seongsan-gu Changwon-si,
Gyeongsangnam-do, Korea

Hanwha Techwin (Tianjin) Co.,Ltd.

No.11 Weiliu Rd,Micro-Electronic Industrial Park, TEDA,Tianjin,
300385, people’s Republic of China.

[ | Declaration of Conformity
X Verification

[] Certification

Feb, 21, 2017

Mar, 10, 2017 — Mar, 13, 2017

X In Compliance [ ] Not in Compliance

Reviewed by

Jin Bae, Lee
EMC Test Engineer

Dong—I:fun, Jang
EMC Technical Manager
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REPORT REVISION HISTORY

Date Test Report No. Revision History

Mar. 15, 2017 KES-E1-17T0215 Issued

This report shall not be reproduced except in full, without the written approval of
KES Co., Ltd. This document Sep be altered or revised by KES Co., Ltd. personnel
only, and shall be noted in the revision section of the document. Any alteration of
this document not carried out by KES Co., Ltd. will constitute fraud and shall nullify
the document.

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
The results shown in this test report refer only to the sample(s) tested unless otherwise stated.

KES-P-5101-14 Rev. 2 KES



KES Co., Ltd.

C-3701, Simin-daero 365-40, Testreport No.
KS Dongan-gu, Anyang-si, Gyeonggi-do, 14057, Korea KES-EI-17T0215

Tel: +82-31-425-6200 / Fax: +82-31-424-0450 Page (3) of (28)

www.kes.cokr

TABLE OF CONTENTS

1.0  General ProduCt DeSCHIPTION. . ...ttt et e ettt et e e e eaaees 4
1.1  TeSt VOIAgE & FIrEOQUENCY ...ttt et ettt ettt et ettt e e et et e e e eane e e aaneeens 6
1.2 Variant Model DifferenCeS ... .. i 6
I T 9 1oAY o 1V, o o L) o= 1 T o 1 6
1.4 EQUIPMENT UNAEr TSt ...ttt ettt ettt e ettt ettt e e e aaeeeeennn 6
IS T ] U] o Yo dll = 11 1 o 5 1= 1 7
1.6 EXternal 170 Cabling ... ..coueii e et 8
1.7 EUT OPerating MO (S) - - uuutteti ettt ettt ettt e ettt e et ettt e e e et e e eeaaneeeannn 8
0 e T o) T 1 = T ) o 9
1.9 Calibration Details of Equipment Used for Measurement.............cooooiiiiiiiiiiiiiiaiannn. 10
0 T =TSy A = T 1 /2 10
1.11 Laboratory Accreditations and LiSTiNGS ....coviiiiiiiiiiii e e e e e e e eeaaneeens 10
2.0 TeSt REQUIATIONS . ...ttt e ettt ettt ettt e aaaaaas 11
2.1 Conducted Emissions at Mains POWET POITS .......uiiiiiiiii i e aaeens 13
2.2 Radiated Electric Field Emissions(Below 1 GH2) ........ccoiiiiiiiii i 14
2.3 Radiated Electric Field Emissions(Above 1 ) ... .. ..o 15
APPEND X A — TEST DA T A ittt ittt et e ettt ettt ettt et ettt e et et e e ae e eeaneeaans 16
Conducted Emissions at Mains POWET POITS ..... .o e 16
Radiated Electric Field Emissions(Below 1 GHZ) .....ooonneiiiiiiii e e eaas 18
Radiated Electric Field Emissions(Above 1 GHI) ...oooenniiiiiii e e eaes 19
Test Setup Photos and ConfigUIatioN............eiiiii e aee s 20
Conducted Voltage EMISSIONS ...ciiiiieii ittt ettt e e e et eaaa e e e eaaneeeeeaaannees 20
Radiated Electric Field Emissions(Below 1 GH2) ... 21
Radiated Electric Field Emissions(Above 1 GHZ) ... ..o 22
EUT EXternal PRoOtOgrapis ..o ettt e et et e e e e e aaanas 23
EUT Internal PRotOgraphs . ...ttt e 24

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
The results shown in this test report refer only to the sample(s) tested unless otherwise stated.

KES-P-5101-14 Rev. 2 KES

Ad



KES Co., Ltd.

C-3701, Simin-daero 365-40, Testreport No-
KE; Dongan-gu, Anyang-si, Gyeonggi-do, 14057, Korea KES-EI-17T0215
Tel: +82-31-425-6200 / Fax: +82-31-424-0450 Page (4) of (28)
www.kes.cokr
1.0 General Product Description
Main Specifications of EUT are:
ranrt Arhanmel BMC : AHD{—-SMPL TWI{-Z8P), OV{~-204F]1. NTSCPA
Video
Resolution 25601440, 1920 » 1080, 1280 » T20, 960 x 480, 704 x 450 F 960 x 576, 704 x 576
Frame rate 1208ps , 100fps
Liwve Resolution 25601440, 1920 x 1000, 1280 x T20, 960 x 480, 04 x 450 / 960 x 576, 704 = 576

14//PIP/Secuence

Bulti Screen display

Operating System  |Embedded Lirmn
Compression H.254, Wisestrearn
Record Rate
Recording
Mode
Event oriLevel 1-10% Alarm Irpaut] 1 amiperingilevwe] Low, Medium,

Overwrite modes

Pre-alarnm

Post-Alarm Up

Search & Playback

Search mode Dat

Playback function

# Backward Play with

5] # Backward Play with

frarme Onily

Simultaneous Playback

Metwork ([Pwd)

Transmission speed

BfpsTH, 1080p 7205 MWD

SO OFCVGEAOCLIF

Transmission Bandwidth

Bandwidth control Selectable

Stream

Recond Stream and Metwork Stream Selectable (38 monitoring Viewer)]

Remote users Maximum fLive Mukicass(2

Search3)/Liee Unicass] 10

Protocol support

Web Browser

Viewer Software

Smart phone

Platform

Protocol support

Control x .
Playback(1ch

Event pust

Search {3 Inicast (10}, Multicast (20

Remote users Maximum

| | Jp to 2 SATA HDDs
nterna 10-TR DD
<t External (E-SATA I
orage 15Bfor Backuy
e Interface]
File Format (Back-up) BLNCVR Flayer), SEC(include Flayer), AV
= Password Protection 1 Admiry, 10 Group , 10 User per 1 Group
Security TP
Data Authentication ‘Wabermark
Easy Configuration F2P (TUTH
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Monitors

VGA

1 WGA | 1024, 12807200

Composite(Spot)

Bkl 1 Screen, Muki mode Swepport

Loop Outputs

Audio

Inputs/Cutput

ACH firee in f TCH line out

Compression

G711

Sampling rate

BkHz

Alarm

Inputs/Outputs

Terminal 4 Inputs (RO/MC) [/ Terminal 1 relay Chtputs (ROYNC),
Rating : 30% DCR2A, 250V ACD25A

Remote notification

Hotification via e-mail

Connections

Ethernet

1 R4S 101001000 Base-T

Serial interface

| for PTZ, Samsung System Keyboard

UsBe

e-5ATA

Application Supoort

BT D AR
SPC-2000 [RS-455

Protocol
support{RS-485}

{ Phillips ALY DIAMOMD

Protocel

sup Ec-r‘t'{c-axi.alj

Blectrical

Input Voltage/Current

Power consumption

Environmental

Operating Temperature/
Humidity

Mechanical

Dimension (W x H x D)

Weight (With hard disks)

Lauguage

aul

Web Browser

KES-P-5101-14 Rev. 2
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1.1 Test Voltage & Frequency
Unless indicated otherwise on the individual data sheet or test results, the test voltage
and frequency was as indicated below.
Voltage []230Vvac [X] 120Vac [ ] 24vac [] 12 vdc [] PoE
Frequency [1s0Hz [X 60Hz [] Hz
1.2 Variant Model Differences
Not applicable
1.3 Device Modifications
Not applicable
1.4 Equipment Under Test
Description Model Number |Serial Number Manufacturer Remarks
DVR HRD-442N - Hanwha Techwin Co., Ltd. E.U.T
Zhonghan
AC / DC Adaptor | FSP040-RHANZ2 - Electronics(Shenzhen) Co., -
Ltd.
Mousel MOEIUOA PMX- PRIMAX ELECTRONICS LTD -
MMOEIUA(B) .
Remote EP10-000331A - Samsung Techwin (Sta) -
Controller
HDD WD10PURX WCC4J7TS2NSC WD Purple 2TB

KES-P-5101-14 Rev. 2
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1.5 Support Equipments
.. Model .
Description Serial Number Manufacturer |Remarks
Number
Notebook X56K HN11N5151FJ0045W HANSUNG -
Notebook CHICONY POWER
Adaptor A12-120P1A F180271552011758 TECHNOLOGY -
P CO.,LTD.
MONITOR1 SMT-2232 C95V67VF900015Y Weihai Daewoo ;
Electronics Co., Ltd.
MONITOR2 LT23C350 009MHYCH106388P Samsung Electro- ;
Mechanics Co.,Ltd
MONITORZ |\ 1514 DSM |CNO7BN4400721ASE38GCOYOXS| Samsung Electro- ;
Adaptor Mechanics Co.,Ltd
MONITOR3 HSTND-7041-L 6CM6020YQQ HP Inc. -
Hanwha Techwin
CAMERA x 4 SDC-8440BC - (Tianjin) Co..Ltd -
CAMERA .
AC / DC Adaptor EO-1210 - EO Electronics -
| Phone A1530 - APPLE -
Britz International
Speaker BR-100A - Co., Ltd. -
MIC CMK-303 - CAMAC -
Mouse2 SMB-400 0DJM010118 SEJIN :El\II‘ECTRON -
2.0 USB - - SanDisk 64 GB
Memory
Alarm1 - - - -
Alarm2 - - - -
This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
The results shown in this test report refer only to the sample(s) tested unless otherwise stated.
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1.6 External 1/0 Cabling
Start END Cable Spec.
Description 1/0 Port Description | 1/0 Port Length Shield
RJ-45 Notebook RJ-45 3.0 u
BNC MONITOR1 BNC 3.0 S
HDMI MONITOR2 HDMI 1.5 S
D-SUB MONITOR3 D-SUB 1.5 S
BNC x 4 CAMERA x 4 BNC x 4 10.0 S
RCA Speaker RCA 1.4 U
DVR RCA MIC RCA 1.2 U
(E.U.T)
use 20Us8 | gq - 0
2 Pin Alarm1 2 Pin 3.5 U
2 Pin Alarm2 2 Pin 3.5 U
USB Mousel USB 1.5 U
RS 232 Mouse2 RS 232 1.2 U
_ Remote _ _ _
Controller
Notebook 3.5 mm I Phone 3.5 mm 1.0 U

* Unshielded = U, Shielded = S

1.7 EUT Operating Mode(s)

operating

E.U.T Monitoring, Ping test,

E.U.T Test operating S/W

Name Version Manufacture Company

WebViewer - Hanwha Techwin Co., Ltd.

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
The results shown in this test report refer only to the sample(s) tested unless otherwise stated.

KES-P-5101-14 Rev. 2 KES




KES Co., Ltd.

- T rt No.:
C-3701, Simin-daero 365-40, estreport No
KE; Dongan-gu, Anyang-si, Gyeonggi-do, 14057, Korea KES-EI-17T0215
Tel: +82-31-425-6200 / Fax: +82-31-424-0450 Page (9) of (28)
www .kes.cokr
1.8 Configuration
H AC Main
] DC Main
| Alarmi " Alarm2 I T WIC
! 20 USE | AC / DC Adaptor | !
Memory [
MONITOR] [t MONITOR2 e "‘f;'ggfe
DVR
B N':o;;::;l: = nNotebook [ ] EUD MONITOR3 _._.
* Speaker _-_.
[ 1Phone |
CAMERAY [CAI«‘ERA3 ]
Remote
I CAMERA2 | | CAMERA4 | Controller
Mousel Mouse2
CAMERA
I AC / DC Adaptor I

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
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1.9 Calibration Details of EQuipment Used for Measurement
Test equipment and test accessories are calibrated on regular basis. The maximum
time between calibrations is one year or what is recommended by the manufacturer,
whichever is less.

1.10 Test Facility

The measurement facility is located at 473-21 Gayeo-ro, Yeoju-si, Gyeonggi-do, 12658,
Korea. The sites are constructed in conformance with the requirements of ANSI C63.4
and CISPR Publication 22.

1.11 Laboratory Accreditations and Listings

Country Agency Scope of Accreditation Logo

3 & 10 meter Open Area Test Sites and
USA FCC one conducted site to perform FCC Part
15/18 measurements.

Mains Ports Conducted Interference
Measurement, Telecommunication Ports

Conducted Disturbance Measurement and V@I
Radiation 10 meter site, Facility for

measuring radiated disturbance above 1
GHz R-4308, C-4798,

T-2311, G-914

JAPAN VCCI

EMI (10 meter Open Area Test Site and
two conducted sites)

Radio(3 & 10 meter Open Area Test Sites
and one conducted site)

EMS (ESD, RS, EFT/Burst, Surge, CS,
Magnetic, Dips and interruptions)

KOREA MSIP

KRO100

IC 3 & 10 meter Open Area Test Sites and

Canada one conducted site

-
&
-

4769B-1

EMI (10 meter Open Area Test Site and
two conducted sites)

Radio(3 & 10 meter Open Area Test Sites
and one conducted site)

EMS (ESD, RS, EFT/Burst, Surge, CS,
Magnetic, Dips and interruptions)

Europe CE

EMI (10 meter Open Area Test Site and
two conducted sites)

Radio(3 & 10 meter Open Area Test Sites
and one conducted site)

EMS (ESD, RS, EFT/Burst, Surge, CS,
Magnetic, Dips and interruptions)

International KOLAS

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
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2.0 Test Regulations
The emissions tests were performed according to following regulations:
[ ] EMC — Directive 2014/30/EU
[ ] EN 61000-6-3:2011
[ ] EN 61000-6-1:2007
[ ] EN 61000-6-4:2007 +A1:2011
[] EN 61000-6-2:2005
[] EN 55011:2007 +A1:2010 [] Group 1 [] Group 2
[] Class A [] Class B

[] EN 55014-1:2006 +A2:2011
[ ] EN 55014-2:1997 +A2:2008
[ ] EN 55015:2013
[ ] EN 55032:2012 [] class A [] class B

[ ] EN 55024:2010

[] EN 50130-4:2011 +A1:2014
[] EN 61000-3-2:2014

[ ] EN 61000-3-3:2013

[ ] EN 61326-1:2013

KES-P-5101-14 Rev. 2
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[] vCcClI V-3 /7 2015.04 [] Class A [] Class B
[ ] AS/NZS CISPR22:2009 +A1:2010 [] Class A [] Class B
Xl 47 CFR Part 15, Subpart B
[ ] CISPR 22:2009 +A1:2010 [] Class A [] Class B
X] ANSI C63.4-2014 X Class A [] Class B
[ ] 1C Regulation ICES-003 : 2016
[] CAN/CSA CISPR 22-10 [] Class A [] Class B

[ ] ANSI C63.4-2014

[ ] MEDICAL — Directive 93/42/EEC

[ ] EN 60601-1-2 :2007

[ ] RE— Directive 2014/53/EU

[ ] EN 301 489-1 V1.9.2
[] Equipment for fixed use
[ ] Equipment for vehicular use
Equipment for portable use
[ ] EN 301 489-3 V1.6.1
[ ] EN 301 489-17 V2.2.1

[ ] EN 60945:2002

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
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2.1 Conducted Emissions at Mains Power Ports
Test Date
Mar, 13, 2017
Test Location
Electro wave Shieldroom
Test Equipment
.. Serial
Used| Description Model Number [Manufacturer Cal. Due
Number
X EMI Test ESR3 R&S 101783 |05, 03, 2017
Receiver
|X| LISN ENV216 R&S 101137 02, 03, 2018
|X| LISN ENV216 R&S 101786 05, 02, 2017
|Z| PULSE LIMITER ESH3-Z2 R&S 101914 12, 13, 2017
Xl | shield Room #3 - SEMITEC - -
X EMI Test S/W EMC32 R&S 9.12.00 -
Test Conditions
Temperature: 21,3 C
Relative Humidity: 32,8 %

Frequency Range of Measurement
150 kiz to 30 M

Instrument Settings
IF Band Width: 9 K

Test Results
The requirements are:

X PASS
[ ] NOT PASS
[ ] NOT APPLICABLE

Remarks
See Appendix A for test data.
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2.2

Radiated Electric Field Emissions(Below 1 ()

Test Date
Mar, 10, 2017

Test Location

[] Open Area Test Site #1

Test Equipment

X Open Area Test Site #2

Used| Description Model Number | Manufacturer S Cal. Due
Number
|z| EMI T.EST ESR3 R&S 101781 05, 03, 2017
Receiver

X T”'Og'iﬁ’fdba”d VULB 9163 Schwarzbeck 714 11, 28, 2018
X OATS - KES - -
X | Antenna Mast - DAEIL EMC - -
X Turn Table - DAEIL EMC - -
X EMI Test S/W - - - -

Test Conditions

Temperature: 9,8 C

Relative Humidity: 36,0 %

Frequency Range of Measurement
30 Mz to 1 CHz

Instrument Settings
IF Band Width: 120 Kz

Test Results
The requirements are:

X PASS
[ ] NOT PASS
[ ] NOT APPLICABLE

Remarks
See Appendix A for test data.
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2.3 Radiated Electric Field Emissions(Above 1 G)

Test Date
Mar, 10, 2017

Test Location
Semi Anechoic Chamber #1

Test Equipment

Used| Description |Model Number | Manufacturer ST Cal. Due
Number
] | Log-Periodic STLP 9149 | SCHWARZBECK | 9149-255 05, 17, 2018
Antenna
|X| EMI T.EST ESU26 R&S 100551 04, 18, 2017
Receiver
X Preamplifier SCU 18 R&S 102232 06, 29, 2017
Semi Anechoic
3 Chamber #1 B KES B B
] | TitAntenna TAM 4.0-E maturo 18100116 -
Mast
|X| Turn Table DT 2000-1,5T INN-CO - -
= EMI Test S/W - - - -
Test Conditions
Temperature: 20,6 C
Relative Humidity: 36,1 %

Frequency Range of Measurement
1 Gz to 6 GHz

Instrument Settings
IF Band Width: 1 Mz

Test Results
The requirements are:

Xl PASS
[ ] NOT PASS
[ ] NOT APPLICABLE

Remarks
See Appendix A for test data.
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APPENDIX A — TEST DATA

Conducted Emissions at Mains Power Ports

[HOT]

Common Information

Test Description: Conducted Emission
Model No.: HRD-442N

Mode H

Operator Name: KES

100 T

Level in dBpV

1 o

t —
150k 300 400500 800 1M 2M 3M 4M 5M 6
Frequency in Hz

—t
8 10M 20M  30M

Final Result

Frequency | QuasiPeak | CAverage Limit Margin | Meas. | Bandwidth | Line | Corr.
(MHz) (dBuVv) (dBuVv) (dBuVv) (dB) Time (kHz) (dB)
(ms)

0.155000 - 31.85 66.00 34.15| 1000.0 9.000 | L1 21.0
0.155000 50.71 --- 79.00 28.29 | 1000.0 9.000 | L1 21.0
0.160000 -—- 32.39 66.00 33.61| 1000.0 9.000 | L1 21.0
0.160000 50.40 — 79.00 28.60 | 1000.0 9.000 | L1 21.0
3.550000 - 15.35 60.00 44.65| 1000.0 9.000 | L1 19.7
3.550000 25.34 --- 73.00 47.66 | 1000.0 9.000 | L1 19.7
3.900000 -—- 16.84 60.00 43.16 | 1000.0 9.000 | L1 19.7
3.900000 27.33 --- 73.00 45.67 | 1000.0 9.000 | L1 19.7
12.125000 — 31.07 60.00 28.93 | 1000.0 9.000 | L1 19.9
12.125000 37.07 --- 73.00 35.93| 1000.0 9.000 | L1 19.9
12.235000 -—- 30.87 60.00 29.13 | 1000.0 9.000 | L1 19.9
12.235000 36.65 — 73.00 36.35| 1000.0 9.000 | L1 19.9

4 Calculation

QuasiPeak[dBuV] / CAverage [BuV] = Reading Value[dBuV] + Corr. [dB]
QuasiPeak / CAverage : The Final Value

Reading Value : Not shown in the table.

Corr. : Correction values (LISN FACTOR + (Cable Loss + Pulse Limiter FACTOR))

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
The results shown in this test report refer only to the sample(s) tested unless otherwise stated.
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Common Information
Test Description: Conducted Emission
Model No.: HRD-442N
Mode N
Operator Name: KES
100 T
80 1
Z 60T
g
£ *
T 40y .
g -
L 4
201
O__
150k 300 400500 800 1M 2M 3M 4M 5M 6 8 10M 20M  30M
Frequency in Hz
Final Result
Frequency | QuasiPeak | CAverage Limit Margin | Meas. | Bandwidth | Line | Corr.
(MHz) (dBuv) (dBuv) (dBuv) (dB) Time (kHz) (dB)
(ms)
0.170000 --- 31.54 66.00 34.46 | 1000.0 9.000 | N 20.9
0.170000 48.83 79.00 30.17 | 1000.0 9.000 | N 20.9
3.770000 --- 17.07 60.00 4293 | 1000.0 9.000 | N 19.7
3.770000 26.56 73.00 46.44 | 1000.0 9.000 | N 19.7
12.255000 --- 31.19 60.00 28.81 | 1000.0 9.000 | N 20.0
12.255000 37.08 73.00 35.92 | 1000.0 9.000 | N 20.0
12.270000 --- 30.78 60.00 29.22 | 1000.0 9.000 | N 20.0
12.270000 36.76 73.00 36.24 | 1000.0 9.000 | N 20.0
4 Calculation
QuasiPeak[dBuV] / CAverage [dBuV] = Reading Value[dBuV] + Corr. [dB]
QuasiPeak / CAverage : The Final Value
Reading Value : Not shown in the table.
Corr. : Correction values (LISN FACTOR + (Cable Loss + Pulse Limiter FACTOR))
This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
The results shown in this test report refer only to the sample(s) tested unless otherwise stated.
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Radiated Electric Field Emissions(Below 1 (Hz)

Corrected | Applicable
Frequency Amplitude | ANT | ANT. Height Correction Factor
Amplitude Limit Margin
Polar.
ANT. Cable [dB]
[MHz] [dBuV] (H/V) [m] [dBuV/m] [dBiV/m]
[dB/m] [dB]
252.33 14.30 H 3.99 12.53 3.71 30.54 46.40 15.86
371.94 13.60 \% 1.00 15.00 4.40 33.00 46.40 13.40
500.00 15.70 H 4.00 17.35 5.20 38.25 46.40 8.15
594.68 12.10 \% 1.02 19.22 5.84 37.16 46.40 9.24
625.74 11.60 \% 1.01 19.40 5.94 36.94 46.40 9.46
752.67 11.00 H 3.98 20.36 6.73 38.09 46.40 8.31

* H : Horizontal, V : Vertical

4 Calculation

Corrected Amplitude [dBuV] = Amplitude[dBuV] + Correction Factor [dB8]
Corrected Amplitude : The Final Value, Amplitude : Reading Value,
Correction Factor : ANT FACTOR + Cable loss

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
The results shown in this test report refer only to the sample(s) tested unless otherwise stated.
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Radiated Electric Field Emissions(Above 1 GHz)

- PK
Frequency Amplitude l;t,ll\;Tr. f?g;l ¢ Correction Factor Ezll;lel:ltz(l Apfil:;?thle Margin
(V2] @y | @V | AI\I/T.;][dB Clggie AMP (B | ([dBV/m] | [dBaV/m] @

1 689.000 51.610 \% 3.120 | 24.010 | 4.060 | 43.690 35.990 80.000 | 44.010
2 033.000 50.480 H 2.980 | 25.740 | 4.460 | 43.800 36.880 80.000 | 43.120
2 455.000 50.390 H 2.840 | 27.510 | 4.980 | 43.990 38.890 80.000 | 41.110
2 712.000 | 49.230 \% 3.150 | 28.580 | 5.240 | 44.090 38.960 80.000 | 41.040
2 859.000 | 49.070 \% 3.160 | 29.200 | 5.300 | 44.150 39.420 80.000 | 40.580
2 866.000 | 49.040 H 3.240 | 29.230 | 5.300 | 44.150 39.420 80.000 | 40.580
3 533.000 | 47.990 H 2.960 | 30.640 | 6.100 | 44.250 40.480 80.000 | 39.520
4 233.000 | 49.350 \Y, 2.990 | 31.820 | 6.830 | 44.230 43.770 80.000 | 36.230

- AV

Frequency Amplitude l;t,ll\;Tr. f?g;l ¢ Correction Factor Ezll;lel:ltz(l Apfil:;?thle Margin

(V2] @y | @V | AI\I/T.;][dB Clggie AMP (B | ([dBV/m] | [dBaV/m] @

1 686.000 39.350 \% 2.940 | 24.000 | 4.050 | 43.690 23.710 60.000 | 36.290
2 034.000 37.850 H 3.140 | 25.740 | 4.470 | 43.800 24.260 60.000 | 35.740
2 451.000 36.750 H 3.260 | 27.490 | 4.980 | 43.990 25.230 60.000 | 34.770
2 551.000 37.740 \% 3.320 | 27.910 | 5.130 | 44.030 26.750 60.000 | 33.250
2 716.000 36.490 \% 2.990 | 28.600 | 5.240 | 44.090 26.240 60.000 | 33.760
2 860.000 36.320 H 2.840 | 29.200 | 5.300 | 44.150 26.670 60.000 | 33.330
3 531.000 35.170 H 2.910 | 30.640 | 6.090 | 44.250 27.650 60.000 | 32.350
4 232.000 35.500 \Y, 3.160 | 31.820 | 6.830 | 44.230 29.920 60.000 | 30.080

4 Calculation

Over Limit [B] = (Read Level[dBuV] + Ant Factor[dB/m] + Cable Loss [dB] — Preamp Factor
[dB]) - Limit Line[dBuV]

Over Limit : Margin Value, Read Level : Reading Value, Ant Factor : Ant Factor,

Cable Loss : Cable loss, Preamp Factor : Preamp Factor

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
The results shown in this test report refer only to the sample(s) tested unless otherwise stated.
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Test Setup Photos and Configuration

Conducted Voltage Emissions
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Radiated Electric Field Emissions(Below 1 Glz)
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Radiated Electric Field Emissions(Above 1 GHz)
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This device complies with part 15 of the FCC Rules. Operation in
subject to the following two conditions: (1) This device Sep not
cause harmful interference, and (2) this device must accept any
interference received, including interference that Sep cause

undesired operation.
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