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1.0 General Product Description

Main Specifications of EUT are:

i e
fWideo InpLis Echannel BHC - AHDI~AMP|, TWIj~2MP), CWVIl~2MD), NTSCIPAL
Resoiution 25601440, 1920 ¥ 1060, 1250 x 720, 950 x 450, 704 X 450 [ 960 ¥ 576, 704 X 576
Live Frame rate 2407ps , 200TpE
Fesoiution 2560012440, 1920 ¥ 1060, 1250 x 720, 950 x 460, 704 X 450 [ 960 ¥ 576, 704 X 576
Multl Scresen disgiay AT PrSequence
Parformancs
Ciperating Syatem Embedided Linux
[Fscording Compression H =64 Wisesii=am

Fecom Rate(Analog)

NTSC - Ui to 120psgEaMP | PAL - Up to 100TpsESMD

NTSGC - Up bo 2407psgE 1520 x 1080 7 PAL - Up bo 200N 1520 x 1080

NTSC: Up to 2400ps & 1250 x 720, 926450, TO4XAED, 7043240, 352240
PAL: Uip to 200fps @ 1260 x 720, 925x576, TO4xSTE, TI4xIES, 35In28E

[AEEE Manual Schedule [ContinuousEwventi. EvenlyPrefPosts, Time lamse (130 fpsi|, 1--25TDslP)
Event Wideo Loss, Motion{Level 1~10], Alam Input(16]. Tampenng(Leval Low,Medum, High)
(OWEPATIE MOdes Coninuous
Pre—alarm Up to 30 s=c (5, 10,20,30 Sec)
Post-Alanm Upto & how (510,20, 30 sec.1,3,5 10,20 min,1,2,.3.,4 5 & hour)
Search & PlayDack ‘Z2arch moge Calesiime, Event, Back up, POS{SD Signal oniy], Motlon (= Al Seanch Included Preview Funcion)
Fast ForwardBacioaard (x2,x4,%8,015,x32,x64) = Backward Piay wit Hrame Only,
Piayback funciion Slow Forward'Backwand (x1/2,x1/4,x1/8)

Step ForwardBackward = Backwand Flay with Hrame Cnly

SImMUILanEous playoack

BECH{Local Monlbor, CMS)

CEEe ]

Transmission spesa

Fecord{Main} Stream) 4MP - 15psiCH, 1080pT20p WD TACIFICIF - 30MpsCH{N], 28pefCHP)
MeEteori SUD) Stream) WDAACIF & 12psCH, 2CIFCIFMOWGASICUR @ JMpaiCH{M)L 23paiCH{F)

Trarsmission Eanowkith

LU 10 E4MDEE

Eancratoih controi

Seleciable

Siream Foepond Saeam and MNEWOTE SIEam Selecabie (a1 Monining ViEwesr|
REMOtE USETs Maximum Searchi3WLive Uricast{10)Live MUticasii20)
Prodocol support TCHRIP, DHCP PPPoE,. SMTR, NTP, HTTR, DONS, TP, RTSP, SNMP, [SLINAP 201 7.07)

VW eb Browsar

Windows O30 |
Maz O30 53

mes Expidorsr §, 9, 10, Firefox 3.6 or h
= or higner. Firefox 3.6 or higher

givear, Chrome 12 or higher

Wiswer Software SSM, Webviewer, Smartviswer, IPOLIS moblie viewsr, Wisehst Mobile [~7. 2017)
Smnart pl‘u:-ra Piatomn Angroid | 1DS

ProAccol SUDport RTP. RIS, HTTF,CGlSUNAR 2017.07)

Livey 5] - Mutt-Profie Supoort

ool Piaytack(1cn)

Femote Lsers Maximum Search [3), Live Unicast [10), Muticast (20)
Storags iriema o 1o 4 SATA HDODE [D-5TE HO0)

Eviermnal (& SATA Imerass) = EATA, IEHTor Backup)

Flle Format_(Sack-up) BUDVE Player), SECINCIGE Flayer], A
5“[..'“]' Fassnord Protection 1.Admin. 10 G'\:\.IF‘. 10 .JS-E"FE’I" G'WF

Diata ALRhenticabion Vistermark
Essy Connpuraiion |Easy Connpurason F2b (TUTK] [~7 2017)
Intarfacs
[sonttors VA 1 VGA (152001060, 125001024, 1260K720)
HDMI 1 HDMI {4K[3840 x 2160), 22560 x 1440), 192001050, 1250x 1024, 1250x720)
Compositelsoot BRC{ICH)] & Inciuded OS50 0N Sereen. WUkl Mode SUDport
Loop Oufputs -
Zudio PRSI BCH Ine N (Bl In SCH, Opbion - Audio Extension Cabley 10 Ine oo
Compression G711
Sampling raie ERHz
Zlarm INpLESCutputs. Terminal & Inpuls [NOVNGC) J Tesmingl 4 relay Outoits (NOUNC), Fating - 30V DCI2A, 2500 ACID 255
Remots notifcation Hotfication wia e-mall
Connections Ethemet 1 RJ45 10/ 100/ 1000 DaseT
Seral intertace RS485(Full DUpiex) Tor FTZ,Samsung System Keyboard
USE 1 pons|USE 3.0, Reari, 1 Dofs(USS 2.0, Front)
S SATA 2 Extemal SATA poris
Application Supoort WiCRISe, Femote Comrolier, SPC-2000 [Fie455 protocoi]
= = 7 : 7 7 TAET e 7 q
= —— Someung Sameung- T/ Pelco- DIPSico- PR anasonics PRINTIpE! ALY DIAMOHNDY ERFAT FALST EL oL TEMICOR
- ) NTSC/PAL - Peioo-C (Coaxiton)
Prosacol suppontCaadal) AHD - ACP{AHD Coax Profoest|
Genstral
Electrical Input Voitage) Current D0 ~ 240 WAC +10%: SED Hz
Fawer consumption Wi, Z5W (1XZT HOD)

Environmsntal

Cperating TempersturesHumidity

+0°C o +207C (+32°F 1o +104°F) 7 20% b0 B5% RH

[M=chanical

Dimension (W x Hx O}

We240 ¥ HES ¥ D34 B(17.327 ¥ 3.45" X 15.14)

W ehgint {wiTh hiard disks

S.655k0

Lauguags

U

English, French, Gesman, Spanish, lallan, Russlan, Pollsh, Czesch, Turklsh, Nethesiands
uwese, Swedsh, Danish, Rumanla, Serbla, Croatla, Hungary, Greek, Finnish, Monweglan, Korean, Japanese,
Chinese(Traditional), Thal , Tawanesa{25 Language)

WV el Browsar

Engiish, French, Gesman, Itallian, Spanisn, Russian, Turkish, Poilsh, Dutch, Sweadlsh, CzZech, Ponuguess, Danisn,
Rumanian, Serbian, Croatian, Hunganan, Snesk, Morseglan, Finnish, Korean, Chinese{Simplified). Japanese, Thal
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1.1 Test Voltage & Frequency

Unless indicated otherwise on the individual data sheet or test results, the test voltage
and frequency was as indicated below.

Voltage X 240 vac [] 100 vac [] 24ac [] 12 vdc [] PoE

Frequency X]s0Hz []160Hz [] Hz

1.2 Variant Model Differences

Not applicable
1.3 Device Modifications

Not applicable

1.4 Equipment Under Test

Description | Model Number Serial Number Manufacturer Remarks
DVR HRD-842P _ Hanwha Techwin (Tianjin) EUT
Co.,Ltd
Mouse 1 MOEIUOA PMX-MMOEIUA PRIMAX ELI:I_%CTRONICS -
Remote EP10-000329A - Samsung Techwin (Sta) -
Controller
HDD WD10PURX WCC4J7TS2NSC WD Purple 1TB
Switching | top550_50GUB - FSP -
Power Supply
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1.5 Support Equipments
Description Model Number Serial Number Manufacturer Remarks

LG Electronics NanlJing

MONITOR 1 W2261VT OO5NDCRDV451 Display Co., Ltd -
MONITOR 1 S24E370DL ONTWHTPH200179Y Samsung Electronics )
Adaptor Co., Ltd
CNO7BN4400832ASK?2 POWERNET
MONITOR 2 A3514_FPN 8GCTR235 R.D Technologies Crop. )
MONITOR 3 SMT-2232 C95V67VF900025B Weihai Daewoo .
Electronics Co., Ltd.
Notebook X56K HN11N5151FJ0045W HANSUNG -
Notebook CHICONY POWER
Adaptor Al1l2-120P1A F180271552011758 TECHNOLOGY CO..LTD. -
Hanwha Techwin
CAMERA SDC-8440BC - (Tianjin) Co.,Ltd B
CAMERA .
AC/ DC Adapter EO-1210 - EO Electronics -
Speaker BR-100A _ Britz International Co., )
Ltd.
Microphone 1 CMK-303 - CAMAC -
Microphone 2 CMK-303 - CAMAC -
Mouse 2 SMB-400 0DJM010118 SEJIN ELECTRON INC. -
External'hard disk MDY-US2528 _ Q-DRIVER )
drives
Alarm 1 - - - -
Alarm 2 - - - -
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1.6 External 1/0 Cabling
Start END Cable Spec.
Description 1/0 Port Description | 1/0 Port Length Shield
RJ 45 Notebook RJ 45 3.0 U
HDMI MONITOR 1 HDMI 1.5 S
D-SUB MONITOR 2 D-SUB 1.5 S
BNC MONITOR 3 BNC 3.0 S
BNC CAMERA BNC 10 S
Audio out Speaker Audio in 1.4 U
DVR Audio in Microphone 1| Audio out 1.2 U
(E.U.T)
Audio in Microphone 2| Audio out 1.7 U
USB Mouse 1 uUsB 1.2 U
RS 232 Mouse 2 RS 232 1.4 U
e sata Ex'FernaI_ hard e sata 0.15 U
disk drives
2 Pin Alarm 1 2 Pin 3.0 U
2 Pin Alarm 2 2 Pin 3.0 U

* Unshielded=U, Shielded=S

KES-P-5101-14 Rev. 2
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1.7 EUT Operating Mode(s)

Test mode

operating

AC 230V E.U.T Monitoring
E.U.T Test operating S/W
Name Version Manufacture Company
SmartViewer - Hanwha Techwin Co., Ltd.

KES-P-5101-14 Rev. 2
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1.8 Configuration
B AC Main
J OC Main

B

I Alarm 1 || Alarm 2 II External hard I

disk diives I Microphone 1 ” Microphone 2 I

| I

MONITOR2 = MONITOR? | I.!.O?.'ITCRI
Adapter
DVR
N R [EUT
NOTEBOOK MONITOR3 —.
F— wen 1
MOUSE 2

| AD/DC Adapter |

n

KES-P-5101-14 Rev. 2
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1.9 Calibration Details of EQuipment Used for Measurement
Test equipment and test accessories are calibrated on regular basis. The maximum
time between calibrations is one year or what is recommended by the manufacturer,
whichever is less.

1.10 Test Facility

The measurement facility is located at 473-21 Gayeo-ro, Yeoju-si, Gyeonggi-do, 12658,
Korea. The sites are constructed in conformance with the requirements of ANSI C63.4
and CISPR Publication 22.

1.11 Laboratory Accreditations and Listings

Country Agency Scope of Accreditation Logo

3 & 10 meter Open Area Test Sites and
USA FCC one conducted site to perform FCC Part
15/18 measurements.

Mains Ports Conducted Interference
Measurement, Telecommunication Ports

Conducted Disturbance Measurement and V@I
Radiation 10 meter site, Facility for

measuring radiated disturbance above 1
GHz R-4308, C-4798,

T-2311, G-914

JAPAN VCCI

EMI (10 meter Open Area Test Site and
two conducted sites)

Radio(3 & 10 meter Open Area Test Sites
and one conducted site)

EMS (ESD, RS, EFT/Burst, Surge, CS,
Magnetic, Dips and interruptions)

KOREA MSIP

KRO100

3 & 10 meter Open Area Test Sites and

Canada Ic one conducted site

-
&
-

4769B-1

EMI (10 meter Open Area Test Site and
two conducted sites)

Radio(3 & 10 meter Open Area Test Sites
and one conducted site)

EMS (ESD, RS, EFT/Burst, Surge, CS,
Magnetic, Dips and interruptions)

Europe CE

EMI (10 meter Open Area Test Site and
two conducted sites)

Radio(3 & 10 meter Open Area Test Sites
and one conducted site)

EMS (ESD, RS, EFT/Burst, Surge, CS,
Magnetic, Dips and interruptions)

International KOLAS
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2.0 Test Regulations
The emissions tests were performed according to following regulations:

[ ] EMC — Directive 2014/30/EU

[

EN 61000-6-3:2011
EN 61000-6-1:2007
EN 61000-6-4:2007 +A1:2011
EN 61000-6-2:2005

EN 55011:2007 +A1:2010 [] Group 1 [] Group 2
[] Class A [] Class B

EN 55014-1:2006 +A2:2011

EN 55014-2:1997 +A2:2008

EN 55015:2013

EN 55032:2012 [] cClass A [] class B
EN 55024:2010

EN 50130-4:2011 +A1:2014

EN 61000-3-2:2014

EN 61000-3-3:2013

O o0dddoooood oddgd

EN 61326-1:2013
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[] vcecl v-3 /7 2015.04 [] Class A [] Class B
Xl AS/NZS CISPR22:2009 +A1:2010 X Class A [] Class B

[] 47 CFR Part 15, Subpart B
[ ] CISPR 22:2009 +A1:2010 [] Class A [] Class B
[ ] ANSI C63.4-2009

[] 1C Regulation ICES-003 : 2016
[ ] CAN/CSA CISPR 22-10 [] class A [] class B

[ ] ANSI C63.4-2014

[ ] RE— Directive 2014/53/EU

[ ] EN 301 489-1 V1.9.2
[ ] Equipment for fixed use
[ ] Equipment for vehicular use
[ ] Equipment for portable use
[] EN 301 489-3V1.6.1
[ ] EN 301 489-17 V2.2.1

[ ] EN 60945:2002
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2.1 Conducted Emissions at Mains Power Ports
Test Date
Feb, 20, 2017
Test Location
Electro wave Shieldroom
Test Equipment
.. Serial
Used| Description Model Number [Manufacturer Cal. Due
Number
X EMI Test ESR3 R&S 101783 |05, 03, 2017
Receiver
|X| LISN ENV216 R&S 101137 02, 03, 2018
|X| LISN ENV216 R&S 101786 05, 02, 2017
|Z| PULSE LIMITER ESH3-72 R&S 101914 12, 13, 2017
Xl | shield Room #3 - SEMITEC - -
X EMI Test S/W EMC32 R&S 9.12.00 -
Test Conditions
Temperature: 20,9 C
Relative Humidity: 40,4 %

Frequency Range of Measurement

150 kiz to 30 Miz

Instrument Settings
IF Band Width: 9 k&

Test Results

The requirements are:

Xl PASS
[ ] NOT PASS

[] NOT APPLICABLE

Remarks

See Appendix A for test data.

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
The results shown in this test report refer only to the sample(s) tested unless otherwise stated.

KES-P-5101-14 Rev. 2

KES

Ad



ces (i

KES Co., Ltd.

C-3701, Simin-
Dongan-gu, Anyang-si, Gyeonggi-do, 14057, Korea
Tel: +82-31-425-6200 / Fax: +82-31-424-0450

daero 365-40,

www.kes.cokr

Test report No.:
KES-E1-17T0166
Page (14) of (35)

2.2

Test Date
Feb, 20, 2017

Test Location
Electro wave Shieldroom

Test Equipment

Conducted Emissions at Telecommunication Ports

Used Description MIRElEL Manufacturer SEMEL Cal. Due
Number Number

& EMI Test Receiver ESR3 R&S 101783 05, 03, 2017
X LISN ENV216 R&S 101137 02, 03, 2018
X LISN ENV216 R&S 101786 05, 02, 2017
X | 8-wire ISN CAT3 | CAT3 8158 SCh"I\‘;IZrSZ:eCk 8158-0019 | 04, 01, 2017
X | 8-wire ISN CAT5 | CAT5 8158 SCh"I\‘;IZrSZ:eCk 8158-0030 | 04, 01, 2017
[] | 8-wire ISN CAT6 | NTFM 8158 SCh"I\‘;IZr::eCk 8158-0029 | 08, 11, 2017
X1 | PULSE LIMITER ESH3-72 R&S 101914 12, 13, 2017
X | Shield Room #3 - SEMITEC - -
= EMI Test S/W EMC32 R&S 9.12.00

Test Conditions

Temperature: 20,9 C

Relative Humidity: 40,4 %

Frequency Range of Measurement

150 kiz to 30 Miz

Instrument Settings
IF Band Width: 9 K

Test Results
The requirements are:

X PASS

[ ] NOT PASS
[ ] NOT APPLICABLE

Remarks

See Appendix A for test data.
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2.3

Radiated Electric Field Emissions(Below 1 ()

Test Date
Feb, 20, 2017

Test Location

[] Open Area Test Site #1

Test Equipment

X Open Area Test Site #2

Used| Description Model Number | Manufacturer S Cal. Due
Number
|z| EMI T.EST ESR3 R&S 101781 05, 03, 2017
Receiver

X T”'Og'iﬁ’fdba”d VULB 9163 Schwarzbeck 715 04, 14, 2018
X OATS - KES - -
X | Antenna Mast - DAEIL EMC - -
X Turn Table - DAEIL EMC - -
X EMI Test S/W - - - -

Test Conditions

Temperature: 2,1 C

Relative Humidity: 42,0 %

Frequency Range of Measurement
30 Mz to 1 CHz

Instrument Settings
IF Band Width: 120 Kz

Test Results
The requirements are:

X PASS
[ ] NOT PASS
[ ] NOT APPLICABLE

Remarks
See Appendix A for test data.
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2.4

Test Date
Feb, 20, 2017

Test Location
Semi Anechoic Chamber #2

Test Equipment

Radiated Electric Field Emissions(Above 1 G)

Used| Description |Model Number | Manufacturer ST Cal. Due
Number
] | Log-Periodic STLP 9149 | SCHWARZBECK | 9149-255 05, 17, 2018
Antenna
X EMI Test ESU26 R&S 100552 |04, 24, 2017
Receiver
Broadband Schwarzbeck
|X| Coaxial BBV 9718 Mess - 9718-246 |10, 14, 2017
Preamplifier Elektronik
Semi Anechoic
| “chamber #2 - SEMITEC - -
X | Antenna Mast - AUDIX - -
= Turn Table - AUDIX - -
|Z| EMI Test S/W e3 AUDIX 8.083b -
Test Conditions
Temperature: 20,9 C
Relative Humidity: 40,4 %

Frequency Range of Measurement

1 Gz to 6 GHz

Instrument Settings

IF Band Width: 1 Mz

Test Results
The requirements are:

X PASS
[ ] NOT PASS
[ ] NOT APPLICABLE

Remarks
See Appendix A for test data.
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APPENDIX A — TEST DATA
Conducted Emissions at Mains Power Ports
[HOT]
Common Information
Test Description: Conducted Emission
Model No.: HRD-842P
Mode
Operator Name: KES
100 T
80 1
Z 60T
[aa]
el =4
c
= 1 » g6
40
P Tee
20+
D__
150k 300 400500 800 1M 2M 3M 4M 5M 6 8 10M 20M  30M
Frequency in Hz
Final Result
Frequency | QuasiPeak | CAverage Limit Margin | Meas. | Bandwidth | Line | Corr.
(MHz) (dBuVv) (dBpVv) (dBuV) (dB) Time (kHz) (dB)
(ms)
0.150000 - 14.99 66.00 51.01 | 1000.0 9.000 | L1 211
0.150000 34.78 --- 79.00 44.22 | 1000.0 9.000 | L1 211
0.195000 - 25.12 66.00 40.88 | 1000.0 9.000 | L1 20.9
0.195000 34.54 --- 79.00 44.46 | 1000.0 9.000 | L1 20.9
5.050000 - 33.12 60.00 26.88 | 1000.0 9.000 | L1 19.7
5.050000 43.37 --- 73.00 29.63 | 1000.0 9.000 | L1 19.7
5.245000 - 32.76 60.00 27.24 | 1000.0 9.000 | L1 19.8
5.245000 42.92 --- 73.00 30.08 | 1000.0 9.000 | L1 19.8
10.395000 - 33.59 60.00 26.41| 1000.0 9.000 | L1 19.9
10.395000 41.68 --- 73.00 31.32| 1000.0 9.000 | L1 19.9

4 Calculation

QuasiPeak[dBuV] / CAverage [dBuV] = Reading Value[dBuV] + Corr. [dB]
QuasiPeak / CAverage : The Final Value

Reading Value : Not shown in the table.

Corr. : Correction values (LISN FACTOR + (Cable Loss + Pulse Limiter FACTOR))

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
The results shown in this test report refer only to the sample(s) tested unless otherwise stated.
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[NEUTRAL]
Common Information
Test Description: Conducted Emission
Model No.: HRD-842P
Mode
Operator Name: KES
100 T
80 1
2 60T
m
o -
£ . ‘
— 40__
i e ~
201
D_-
150k 300 400500 800 1M 2M 3M 4M 5M 6 8 10M 20M  30M
Frequency in Hz
Final Result
Frequency | QuasiPeak | CAverage Limit Margin | Meas. | Bandwidth | Line | Corr.
(MHz) (dBpV) (dBpV) (dBpuV) (dB) Time (kHz) (dB)
(ms)
0.160000 - 13.32 66.00 52.68 | 1000.0 9.000 | N 21.0
0.160000 33.71 --- 79.00 45.29 | 1000.0 9.000 | N 21.0
0.195000 - 24.22 66.00 41.78 | 1000.0 9.000 | N 20.8
0.195000 33.78 --- 79.00 45.22 | 1000.0 9.000 | N 20.8
3.480000 - 28.72 60.00 31.28 | 1000.0 9.000 | N 19.7
3.480000 38.48 --- 73.00 34.52 | 1000.0 9.000 | N 19.7
10.460000 - 32.61 60.00 27.39 | 1000.0 9.000 | N 19.9
10.460000 41.38 --- 73.00 31.62 | 1000.0 9.000 | N 19.9
14.090000 - 32.96 60.00 27.04 | 1000.0 9.000 | N 20.0
14.090000 40.25 --- 73.00 32.75| 1000.0 9.000| N 20.0

4 Calculation

QuasiPeak[dBuV] / CAverage [dBuV] = Reading Value[dBuV] + Corr. [dB]
QuasiPeak / CAverage : The Final Value
Reading Value : Not shown in the table.
Corr. : Correction values (LISN FACTOR + (Cable Loss + Pulse Limiter FACTOR))

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
The results shown in this test report refer only to the sample(s) tested unless otherwise stated.
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Conducted Emissions at Telecommunication Ports
[10 Mbps]
Common Information
Test Description: Telecommunication Emission
Model No.: HRD-842P
Mode 10 Mbps
Operator Name: KES
103_\\
80t
mn g0 24
0 4 5 ¢ 4
o° ]
=
o 40T
>
(]
o i
20t
0--
150k 300 400 500 800 1M 2 3M 4M5M 6 8 1M 20M  30M
Frequency inHz
Final Result
Frequency QuasiPeak | CAverage Limit Margin | Meas. | Bandwidth Line Corr.
(MHz) (dBZd) (dBZ) (dBZ) (dB) '(I'imr;.- (kHz) (dB)
ms
0.855000 46.07 74.00 27.93 | 1000.0 9.000 | Single Line 20.5
0.855000 56.10 - 87.00 30.90 | 1000.0 9.000 | Single Line 20.5
0.870000 - 48.89 74.00 25.11 | 1000.0 9.000 | Single Line 20.5
0.870000 55.49 - 87.00 31.51 | 1000.0 9.000 | Single Line 20.5
1.270000 56.04 74.00 17.96 | 1000.0 9.000 | Single Line 20.2
1.270000 64.41 - 87.00 22.59 | 1000.0 9.000 | Single Line 20.2
3.750000 50.01 74.00 23.99 | 1000.0 9.000 | Single Line 19.8
3.750000 55.69 - 87.00 31.31 | 1000.0 9.000 | Single Line 19.8
9.075000 48.69 74.00 25.31 | 1000.0 9.000 | Single Line 20.0
9.075000 54.39 - 87.00 32.61 | 1000.0 9.000 | Single Line 20.0

4 Calculation
QuasiPeak[dBuV] / CAverage [dBuV] = Reading Value[dBuV] + Corr. [dB]
QuasiPeak / CAverage : The Final Value
Reading Value : Not shown in the table.
Corr. : Correction values (ISN FACTOR + (Cable Loss + Pulse Limiter FACTOR))

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
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[100 Mbps]

Common Information

Test Description: Telecommunication Emission
Model No.: HRD-842P
Mode 100 Mbps
Operator Name: KES
1m--\\\
801
@ sof ‘0 *
o 1 A
£
o 40T
>
@
@ +
201
0--
150k 300 400 500 800 1™ M 3M 4M5M 6 8 10M 20M  30M
Frequency inHz
Final _Result
Frequency QuasiPeak | CAverage Limit Margin | Meas. | Bandwidth Line Corr.
(MHz) (dBZd) (dBZ) (dBZd) (dB) '(I'iml;: (kHz) (dB)
ms
0.865000 47.23 74.00 26.77 | 1000.0 9.000 | Single Line 20.0
0.865000 55.03 - 87.00 31.97 | 1000.0 9.000 | Single Line 20.0
0.870000 - 49.11 74.00 24.59 | 1000.0 9.000 | Single Line 20.0
0.870000 56.35 87.00 30.65 | 1000.0 9.000 | Single Line 20.0
1.010000 52.01 74.00 21.99 | 1000.0 9.000 | Single Line 19.9
1.010000 64.14 87.00 22.86 | 1000.0 9.000 | Single Line 19.9
1.270000 55.99 74.00 18.01 | 1000.0 9.000 | Single Line 19.7
1.270000 63.85 87.00 23.15 | 1000.0 9.000 | Single Line 19.7
23.980000 - 46.05 74.00 27.95 | 1000.0 9.000 | Single Line 19.6
23.980000 49.63 - 87.00 37.37 | 1000.0 9.000 | Single Line 19.6
24.050000 48.00 74.00 26.00 | 1000.0 9.000 | Single Line 19.6
24.050000 50.66 87.00 36.34 | 1000.0 9.000 | Single Line 19.6

4 Calculation

QuasiPeak[dBuV] / CAverage [dBuV] = Reading Value[dBuV] + Corr. [dB]
QuasiPeak / CAverage : The Final Value

Reading Value : Not shown in the table.

Corr. : Correction values (ISN FACTOR + (Cable Loss + Pulse Limiter FACTOR))

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
The results shown in this test report refer only to the sample(s) tested unless otherwise stated.
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Radiated Electric Field Emissions(Below 1 (Hz)
Corrected | Applicable
Frequency Amplitude | ANT | ANT. Height Correction Factor
Amplitude Limit Margin
Polar.
ANT. Cable [dB]
[Mz] [dBuV] (H/V) [m] [dBuV/m] [dBiV/m]
[dB/m] [dB]
251.78 13.65 H 3.99 12.58 4.16 30.39 47.00 16.61
253.09 13.14 \% 1.01 12.60 4.18 29.92 47.00 17.08
371.83 11.83 \% 1.02 14.96 5.08 31.87 47.00 15.13
432.62 10.33 H 3.98 16.13 5.80 32.26 47.00 14.74
594.01 13.84 \% 1.00 19.15 6.79 39.78 47.00 7.22
632.13 9.84 H 4.00 19.41 7.07 36.32 47.00 10.68

* H : Horizontal, V : Vertical

4 Calculation

Corrected Amplitude [dBuV] = Amplitude[dBuV] + Correction Factor [dB8]
Corrected Amplitude : The Final Value, Amplitude : Reading Value,
Correction Factor : ANT FACTOR + Cable loss
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Radiated Electric Field Emissions(Above 1 (lz)

ggLeve! (dBuVim)
CISPR22 CLASS-A PK |
70
60
CISPR22 CLASS-A AV
50
40 .| &

MWMW

20
10
"}1 000 1300. 1500. 1700. 1900. 2100. 2300. 2500. 2T00. 3000
Frequency (MHz)
Site : chamber

Condition: CISPR22 CLASS-A PK 3m STLP9149(9149-255,2016-85-17) horizontal
: RBW:1000.008kHz VBW:1000.088kHz SWT:Auto

Project
Model : HRD-842P
Mode
Memo : 1~ 3 GHz
Read Ant Cable Preamp TPos Limit Over
Freg Level Factor Loss Factor Line Limit Pol/Phase Remark
MHz dBuV  dB/m dB dB deg dBuV/m dB
1 1738.80 29.58 24.63 B8.65 35.28 263 56.00 -32.50 horizontal Average
2 17386.0@ 42.86 24.63 8.65 39.28 263 76.88 -39.94 horizontal Peak
3 2262.00 27.93 26.63 9.96 39.42 38 56.00 -31.80 horizontal Average
Fil

2262 .08

4 Calculation

48.23 26.63

9.96

o

39.42

38 76.80 -38.69

horizontal Peak

Over Limit [dB] = (Read Level[dBuV] + Ant Factor[dB/m] + Cable Loss [dB] — Preamp Factor

[9B]) - Limit Line[dBuV]

Over Limit : Margin Value, Read Level : Reading Value, Ant Factor : Ant Factor,
Cable Loss : Cable loss, Preamp Factor : Preamp Factor

KES-P-5101-14 Rev. 2

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
The results shown in this test report refer only to the sample(s) tested unless otherwise stated.

KES

A4



KES Co., Ltd.

C-3701, Simin-daero 365-40, Testreport No-
KB Dongan-gu, Anyang-si, Gyeonggi-do, 14057, Korea KES-E1-17T0166

Tel: +82-31-425-6200 / Fax: +82-31-424-0450 Page (23) of (35)
www.kes.cokr
g nLEIrEl (dBuVim)
CISPR22 CLASS-A PK
70
60|
CISPR22 CLASS-A AV
50
40| o i A &
WWWWW
5 WW‘MWW
; 1
20
10
G1 000 1300. 1500. 1700. 1900. 2100. 2300. 2500. 2700. 3000
Frequency (MHz)
Site : chamber

Condition: CISPR22 CLASS-A PK 3m STLP9149(9149-255,2016-85-17) vertical
: RBW:1000.000kHz VBW:1000.800kHz SWT:Auto

Project
Model : HRD-842P
Mode -
Memo : 1~ 3 GHz
Read Ant Cable Preamp TPos Limit Over
Fregq Level Factor Loss Factor Line Limit Pol/Phase Remark
MHz dBuV dB/m dB dB deg dBuV/m dB
1 1e18.8@ 33.47 20.61 6.54 48.85 342 56.00 -35.43 vertical Average
2 leig.ee 58.17 20.61 6.54 48.85 342 76.88 -38.73 vertical Peak
3 2148.880 27.64 26.1B 9.68 39.41 233 56.00 -31.91 vertical Average
.

2148.80 40.37 26.18 9.68 39.41 233 76.8@ -39.18 vertical Peak

4 Calculation

Over Limit [B] = (Read Level[dBuV] + Ant Factor[dB/m] + Cable Loss [dB] — Preamp Factor
[dB]) — Limit Line[dBuV]

Over Limit : Margin Value, Read Level : Reading Value, Ant Factor : Ant Factor,

Cable Loss : Cable loss, Preamp Factor : Preamp Factor

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
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80 LT\rei (dBuV/m)
70
60 CISPR22 CLASS-A AV
50 g8
2 4 B s
oo Y e

30

20

10

‘f’rﬂﬂﬂ 3300. 3500. 3700. 3900. 4100. 4300. 4500. A700. 4900. 5100. 5300. 5500. 5700.
Frequency (MHz)

Site : chamber
Condition: CISPR22 CLASS-A PK 3m STLP9149(9149—255,2816—85—1?) horizontal

: RBW:1e00.e00kHz VBW:1008.000kHz SWT:Auto

6000

Project
Model : HRD-842P
Mode -
Memo : 3~ b GHz
Read Ant C(able Preamp TPos Limit Owver
Freq Level Factor Loss Factor Line Limit Pol/Phase Remark
MHz dBuV dB/m dB dB deg dBuV/m dB
1 4605.80 23.91 32.89 14.67 40.67 235 60.00 -29.20 horizontal Average
F 4685.88 36.64 32.89 14.67 48.67 235 80.80 -36.47 horizontal Peak
3 4899.80 23.88 33.14 15.20 40.38 42 60.00 -28.96 horizontal Average
4 A89@.88 35.92 33.14 15.28 48.38 42 80.980 -36.12 horizontal Peak
5 5280.60 22.480 33.40 15.84 40.73 368 68.00 -29.89 horizontal Average
B 366

5280.88

4 Calculation

35.44

33.48

15.84

48.73

80.00

-36.85

horizontal

Peak

3 K

Over Limit [B] = (Read Level[dBuV] + Ant Factor[dB/m] + Cable Loss [dB] — Preamp Factor

[dB]) — Limit Line[dBuV]

Over Limit : Margin Value, Read Level : Reading Value, Ant Factor : Ant Factor,

Cable Loss : Cable loss, Preamp Factor : Preamp Factor
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" LTuea (dBuV/m)
70
- CISPR22 CLASS-A AV
50 8
4 6 |
2
1 WWW |
- [
30 1
20
10

""30!](] 3300. 3500. 3700. 3900. 4100. 4300. 4500. 4700. 4900. 5100. 5300. 5500. 5700. G000
Frequency (MHz)

Site : chamber
Condition: CISPR22 CLASS-A PK 3m 5TLP9149(9149—25512916—95—1?] vertical
: REBW:1000.P00kHz VBW:1000.0008kHz SWT:Auto

Project
Model : HRD-842P
Mode
Memo : 3 ~ b6 GHz
Read Ant (Cable Preamp TPos Limit Owver
Freq Level Factor Loss Factor Line Limit Pol/Phase Remark
MHz dBuV dB/m dB dB deg dBuV/m dB
1 3792.88 25.82 38.93 13.16 48.77 146 60.00 -31.66 vertical Average
2 3792.88 37.66 30.93 13.16 4AB.77 146 88.98 -39.82 vertical Peak
3 4593.0¢ 23.96 32.89 14.66 48.67 93 60.00 -29.16 vertical Average
4 4599.80 36.88 32.89 14.66 A4AB.67 93 80.8@ -36.24 vertical Peak
5 5655.88 21.87 34.47 16.44 40.89 187 60.00 -28.11 vertical Average
b

5655.88 34.89 34.47 16.44 48.89 187 86.88 -35.89 vertical Peak

4 Calculation

Over Limit [8B] = (Read Level[dBuV] + Ant Factor[dB/m] + Cable Loss [dB] - Preamp Factor
[dB]) — Limit Line[dBuV]

Over Limit : Margin Value, Read Level : Reading Value, Ant Factor : Ant Factor,

Cable Loss : Cable loss, Preamp Factor : Preamp Factor

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
The results shown in this test report refer only to the sample(s) tested unless otherwise stated.
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Test Setup Photos and Configuration

Conducted Voltage Emissions
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Conducted Telecommunication Emissions
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Radiated Electric Field Emissions(Below 1 Glz)
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Radiated Electric Field Emissions(Above 1 (Hz)
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(Top)

(Bottom)

This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
The results shown in this test report refer only to the sample(s) tested unless otherwise stated.

KES-P-5101-14 Rev. 2 KES

A4



KES Co., Ltd.

C-3701, Simin-daero 365-40,
KE Dongan-gu, Anyang-si, Gyeonggi-do, 14057, Korea
Tel: +82-31-425-6200 / Fax: +82-31-424-0450

www.kes.cokr

Test report No.:
KES-E1-17T0166
Page (31) of (35)

EUT Internal Photographs
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