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Key Features ¢ 5MP or 2MP x 4CH Resolution x Ch
e 4/1 Audio Input / Output

o Shock Detection
« HDMI Local Monitoring

o | ZAIAMH/R2/AFE/HMET), IVACHST/HA, 29, 38, 48, AY), 24 34

o AR YU /1AL EH Y

o RLIHAE (2071 RAH %) / ZEIPHAE BE| AEY (2T 47 O ¢ T2 YY)
o WiseStream (Al Q1Z17[4F)

o Secure element(FIPS 140-3 level3, CC EAL6+)
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PNM-C20000QB

S5MP x 4212 Sl =2 Al ZHH[2t

I
AT 2592x1944, 2560x1440, 1920x1080, 1280x1024, 1280x960, 1280x720, 1024x768,
800x600, 800x448, 720x576, 720x480, 640x480, 640x360, 320x240, 320x180
Z{cH zaj|U|o|E H.265/H.264 30fps/25fps (60Hz/50Hz)
MJPEG 30fps
g4 =Y USB: Micro USB Type C, HDMI(128/4235t &)
=
sS4z SLA-T1080FA, SLA-T2480A, SLA-T2480VA, SLA-T4680A, SLA-T4680VA, SLA-
T2480WDA, SLA-T2480WA, SLA-T2480BA, SLA-T2880BA, SLA-T4680DA, SLA-
T4680DSA, SLA-F1080FA, SLA-F2480A, SLA-F2480VA, SLA-F4780A, SLA-F4780VA,
SLA-F2480WDA, SLA-F2480WA, SLA-F2480BA, SLA-F2480DA, SLA-F2480DSA, SLA-
F2480HA, SLA-T4615VA, SLA-T2480HA
7H|2t 7S
Day & Night LS (UALA)
L=y BLC, WDR, SSDR
Wide Dynamic Range (dB) 120
LO|Z HA WiseNR || (AlH121 7]€F), SSNRV
LAY 3¢ ESE Y 2
A AH 2
23 A 2 87t
HEl 8ol Ctztd 213
Z2lo|HA| 715 =2 1674
HEl AHO| A2 28
My /S M, 25, W, o, A, S
Gain Control 42, 3¢ =2
Sjo|ERA ATW, AWC, =5, AlUf, A2
LDC (IZR}ZHY) 218
ZAFME] nc 2| A, z|oH, E2|7 22|
£ He 2~1/12,000z
e el A5, ZIRUEY, £ 5 (90°/270°) - 2 22
ECR - U/EY T4 7H55H/O ZE 47Y
Uz EalA A58 =4, HEQT T, 4 U™, W o[HIE, EfY AAE, MQTT 1=

CiAQl 2 AIE A2 Ee 52| g0 HEE = 2UoH, 2Z AIE
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it 715

U2 E2JH A OHIE

oY A& “z' HEZE(0|O|R]): O|HY/FTP,

2 olmY

—‘_-'Tif: E2|7{ 2| SD/SDHC/SDXC = NASO| =5, 212t 221,
BHEQH: PTZ Z2|A, H'ITP/HTTPS/TCPE S HIAIR| %,%% A,

MQTT: &3
orje 9 w7} MeE7ts ojola @iz /atel Y2d)
orje &3 2tol 224
Asd 24

2R 7tsE 44|

A, 2E, A, HE

8

Attributes AL &/5te| M
i EfQ (car, bus, truck, motorcycle, bicycle), A4t
=Ll BestShot
=4 oHIE AlRNZ1 7|tk A HAl, 7hed (AL /), 7HE S S (2] /A Y/ S0/ L /LERE /ARREY)
=Ll CIZAHA 22|, S2Y A2, 2, 20 ZA|, 34 A
H|ZL|A QIER|HA AN 78k OE7t2%, tH7 1222, SIEY, 2t 712
FECE]
ol Metal shielded RJ-45(10/100/1000BASE-T)
H|C|2 o= H.265: Main,
H.264: Main/Baseline/High,MJPEG
re ¥z G.711(PCM): 8KHz(64Kbps),
G.726(ADPCM): 8KHz(16/24/32/40Kbps),
AAC-LC: 16KHz(48Kbps)
AOLE QF& WiseStream (AIHIZI 7[&F)
H|EZ|0|E H|o| H.265/H.264: CBR £+ VBR,
MJPEG: VBR
AER|Y [QUIHAE 2|t 20
HE|FHAE 2|

2|} 474 Z2ory

ZRER IPv4, IPv6, TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS,
SSL/TLS, DHCP, FTP, SFTP, ICMP, IGMPv2, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS,
QoS, UPnP, Bonjour, LLDP, CDP, SRTP(TCP, UDP Unicast), MQTT, SMTP(StartTLS)

S8 QlEjmo|A ONVIF S,G, T,M

7|E} SUNAPI(HTTP API), Hanwha Vision Open Platform

Hot

OS / ool 25 Bello] A28}, A0 R E, Helof HAME

A2t QIS Digest authentication

HEQ3 olE IEEE 802.1X(EAP-TLS, EAP-LEAP, EAP-PEAP, MSCHAPV2)

LSS HTTPS, WSS (WebSocket Secure), SRTP

Ao IP 7|8 A0

CllojE| 25 ISYE 2S5t ZIP &= S35t

ZA(audit) Access / System / Event 271 7| 222

CIARQI L HIZ ALY 2 B SA| 90| HAE &= AU2H, 2E A 2 oatH| X AL E Of| A ZHQISHA 4= UELIC
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Hot
Device ID 7171215 M (Hanwha Vision Root CA)
Secure Storage SDcard &3}, Secure element
HOloI= Secure element (FIPS 140-3 level3, CC EAL6+), Consumer loT Security Standard (ETSI EN
303 645), Security Built-in Process Certification (IEC 62443-4-1)
et
SoC EtY NT98690
22| RAM 8GB
Flash 8GB
Edge Storage Micro SD/SDHC/SDXC Z|tH 1TB 2 & (&4 2TB)
SHEE Y M
S zA 2= -10°C~+45°C
55 0~95% RH(non-condensing)
B xA 2= -50°C~+60°C
=i 0~90% RH(non-condensing)
| PoE+(IEEE802.3at, Class4), 12VDC
AH| 23 PoE Max. 25.5W, typical 23.8W
12VDC Max. 23.1W, typical 21.5W
ol
A4 =4
AR EetAE
A 2| A RoHS (EU RoHS directive 2011/65/EU and IEC/EN 63000:2018), REACH (Regulation (EC)
No. 1907/2006), &4 &2 A (Section 1502 of US Dodd Frank Act)
RALZE RAL9005
HE A4 200(W)x37 (H)x146(D)mm(7.87x1.46x5.75")
HE 2 1,015g(2.24lb)
Certifications & Standards
EMC FCC47 CFR 15 Subpart B Class A, ICES-3(A) /NMB-3(A), CE/UKCA - EN55032 Class A,
EN 50130-4, EN 61000-3-2, EN 61000-3-3, VCCI CISPR 32 Class A, RCM AS-NZS CISPR
32 Class A, KS C 9832 Class A, KS C 9835
ory UL 62368-1, CAN/CSA C22.2 NO. 62368-1, IEC 62471
2 IEC/EN 63000
CIZfQl 2 AIE A2 HE S| 30| HPE 4 UOH, 2Z HE 2 Y A2 &t5HH|H YAOIE OllA 2HQI5HA 4= ASLIC
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Compatible lenses
=X }\tor -

SLA-F2480A  SLA-F2480VA

SLA-F4780A

SLA-T2480A

SLA-T2480VA
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PNM-C20000QB

S5MP x 4212 Sl =2 Al ZHH[2t

CAD

Unit: mm [inch]

PNM'CZOOOOQB 2MP x 4CH Al remote-head Camera

Reference image
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