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¢ Allin one solution with ANPR, Make/Model/Colour Recognition (MMCR) and vehicle
classification analytics, pre-installed and licensed

¢ Edge-based negating need for server

* Ideal for city traffic surveillance with coverage of up to 1 traffic lane at speeds of up
to 70kmh (45mph)

* Access control and licence plate list management for stop and go installations such
as car parks and toll roads

* Web-based user-friendly interface, no need for a dedicated client software

e Search smarter and quicker with multiple inputs

¢ Gaininsights into the road usage by vehicle type, make and model

¢ Choose from key Integrated VMS such as Genetec, Milestone and WAVE

¢ Installation aids such as Wi-Fi dongle (optional), CVBS output and in-app licence
plate alignment assistant
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Video
Gorintiileme Aygiti Boyut 1/1,8
Tur CMOS
Cozunirluk 3840x2160, 3072x1728, 2688x1520, 2592x1944, 2560x1440, 2048x1536, 1920x1080,
1600x1200, 1280x1024, 1280x960, 1280x720, 1024x768, 800x600, 800x448, 720x576,
720x480, 640x480, 640x360
En Fazla Kare hizi H.265/H.264 30fps/25fps(60Hz/50Hz)
MJPEG 30fps
Min. Aydinlatma (Liiks) Renk(1/30sn, 30IRE) 0.05
SB(1/30sn, 30IRE) 0.005
Video Cikisi CVBS: kurulum igin 1.0 Vp-p / 75Q kompozit,
USB: Mikro USB Tip B
Lens
Odak Uzunlugu (mm) 4.5~10
Yakinlastirma Orani Optik 2.2x
Maks. Diyafram Acikhigi Genis 1.6
Orani (F numarasi)
Tele 2.65
Acisal Géris Alani Yatay 101.4°~45.5°
Dikey 53.6°~25.5°
Diyagonal 120.7°~52.3°
Min. Nesne Mesafesi 0.5m(1.64ft)
Odak Kontrolii Kolay odak
Lens Tipi P iris (IR diizeltmeli)

Pan/ Tilt / Déndiirme

Pan / Tilt / Déndiirme Pan 0°~360°
Araligi
Tilt -45°~85°
Déndirme 0°~355°
isletimsel
Giindiiz ve Gece Otom. (ICR)
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isletimsel

Arka Isik Dengeleme BLC, WDR, SSDR
Genig Dinamik Aralik (dB) 120

Dijital Guirtiltii Azaltma SSNRV

Dijital Goriintii Sabitleme Destek (Entegre gyro sensér)

Hareket Algilama Miktar 8
Sekil 8 nokta Poligonal bolge
Gizlilik Maskesi Miktar 6
Sekil Dikdortgen bolge
Renk / Segenek Gri, Siyah, Beyaz
Kazang Kontrolii Dustik, Orta, Yiksek
Beyaz Dengesi ATW, AWC, Manuel, ig Mekan, Dis Mekan
LDC Destek
Elektronik Obtiratér Mod Minimum, Maksimum, Kirpisma Onleme
Hiz Araligi 1/5~1/12.000 sn
Video Déndiirme Cevirme, Ayna, Koridor gériiniimii (90°/270°)
Alarm Arayizi Girig/Cikis Girig 1, Cikis 1
Diger 12VDC gikis

Alarm Tetikleyiciler

Alarm Tetikleyici Gergeklestiginde Alarm Olaylan

Analiz Araglari, A§ baglantisi kesme, Alarm girigi

Dosya yiikleme(resim): e-posta/FTP,

Bildirim: e-posta,Alarm gikigl,

Devir: PTZ 6nayar,HTTP/HTTPS/TCP ile mesaj gonderme,Ses klibi oynatma,Olay
tetiklemelerinde NAS kaydi

Ses Girisi Segilebilir (mik. girigi/hat girigi)

Ses Cikisi Hat cikigl

Isik Tara IRLED

Isik Gériintiilenebilir IR 30m(98.42ft)

Uzunlugu

IR Dalga Boyu 850 nm

Analiz Araclan

Analiz Araglan Olaylari Normal Odak bozuklugu algilama, Hareket algilama, Kurcalama, Ses algilama, Ses

siniflandirmasi, Darbe algilama

Ag
Ethernet Metal kilifli RJ-45 (10/100/1000BASE-T)
Video Sikistirma H.265/H.264: Ana/Yiksek, MJPEG

Ses Sikistirma

G.711 u-law /G.726 segilebilir,G.726(ADPCM) 8kHz,G.711 8kHz,
G.726: 16kbps,24kbps,32kbps,40kbps,
AAC-LC: 16 kHz'de 48 kbps
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Ag
Smart Codec

Bit Hizi Kontroli

Yayin akisi Unicast
Multicast
Coklu Yayin Akigl

Protokol

Uygulama Programlama = ONVIF
Arayiizii
Diger

Direkt Bulut Baglantisi

Manuel, WiseStream Il

H.265/H.264: CBR veya VBR,
MJPEG: VBR

10 kullaniciya kadar

Destek

5 profile kadar

IPv4, IPv6, TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS,
SSL/TLS, DHCP, FTP, SMTP, ICMP, IGMP, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS, QoS,
UPnNP, Bonjour, LLDP, SRTP(TCP, UDP Unicast)

SGT

SUNAPI(HTTP API)

Destek

Guavenlik

iS / Yerlesik Yazilim Korumasi
Kullanici kimlik dogrulamasi
Ag kimlik dogrulamasi
Givenli iletisim

Erisim Denetimi

Veri Korumasi

Sifrelenen yerlesik yazilim, Givenli nyiikleme, imzali yerlesik yazilim
Digest kimlik dogrulamasi, Kaba kuvvet saldirilarini dnleme

IEEE 802.1X(EAP-TLS, EAP-LEAP, EAP-PEAP, MSCHAPV2)

HTTPS, WSS(WebSocket Givenli), SRTP

IP bazli erigim denetimi

Sifreleme kimlik bilgileri, Canli kayit dosya disa aktarimi igin sifreleme sikistirma

Denetim Erigim / Sistem / Olay Gunlaga yénetimi
Aygrt Kimligi Cihaz sertifikasi(Hanwha Vision Root CA)
Guivenlik Sertifikasi Hig biri, Hig biri
Genel
Bellek RAM 4GB

Flas 512MB

Kenar Depolama

Mikro SD/SDHC/SDXC

1slot (32GB card preinstalled) dedicated to strong LPR images from Wisenet Road Al
app only (not for video recording)

Cevresel ve Elektriksel

Calisma Kosulu Sicaklik
Nemlilik
Diger

Depolama Kosulu Sicaklik
Nemlilik

Giris Voltaji

Guic Tuketimi PoE
12vDC

-40°C~+55°C(-40°F~+131°F)
%0~90% BN(yogusmayan)
-30°C'nin Uzerinde galigtinimalidir
-50°C~+60°C(-58°F~+140°F)
%0~90% BN(yogusmayan)
PoE+(IEEE802.3at, Sinif4), 12vVDC
Max 20.00W, typical 17.00W

Max 18.70W, typical 15.00W
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Mekanik

Renk Beyaz
Malzeme Aliminyum
RAL Kodu RAL9003

Uriin Boyutlari
Uriin Agirhg:
Uyumlu Kanal Deligi

Uyumlu Coklu Kutu

@180x125mm(7.09x4.92")
1,900g(4.191b)
19,1 mm (3/4")(M25)

Tek, Gift, 4" Sekizgen, Kare

Wisenet Road Al LPR/ANPR/MMCR

App Type
LPR Usage Condition NA

EU
Speed Description by NA
Region

EU
Lane Coverage_NA 1Lane

2 Lanes
Lane Coverage_EU 1Lane

2 Lanes

3 Lanes
Plate Capture 1 Lane
Resolution_NA

2 Lanes
Plate Capture 1Lane
Resolution_EU

2 Lanes

3 Lanes
Speed Limit_NA 1Lane

2 Lanes
Speed Limit_EU 1 Lane

2 Lanes

3 Lanes
Min. Forward 1 Lane
Distance_NA

2 Lanes
Min. Forward 1Lane
Distance_EU

2 Lanes

3 Lanes
Max. Forward 1 Lane
Distance_NA

2 Lanes

CNN (Convolutional Neural Network) Al
Community Traffic, Parking Application
Community Traffic, Parking Application
Low to Moderate Speed

Low to Moderate Speed

3.6m/12ft wide (with builtin IR)
8.1m/26ft wide (with builtin IR)
3.6m/12ft wide (with builtin IR)
8.1m/26ft wide (with builtin IR)
16.2m/53ft wide (with builtin IR)

4K

4K

4K

4K

4K

Up to 90km/h (56mph)

Up to 70km/h (43mph)

Up to 110km/h (68mph)

Up to 100km/h (62mph)

Up to 45km/h (28mph)

6m (19.7ft)

8m (26.2ft)

6m (19.7ft)

6m (19.7ft)

9m (29.5ft)

15m (49.2ft)

15m (49.2ft)
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Max. Forward 1Lane 20m (65.6ft)
Distance_EU
2 Lanes 20m (65.6ft)
3 Lanes 20m (65.6ft)
Max. Horizontal Angleby = NA 30° for highway, 45° for traffic observation
Region
EU 30° for highway, 45° for traffic observation
Max. Vertical Angle by NA 30°
Region
EU 30°
Arac Tanima Make: 100+ makes Model: 4700+ models Color: 11 colors
Mevcut Ulkeler Arnavutluk, Ermenistan, Avusturya, Beyaz Rusya, Belgika, Bosna Hersek, Bulgaristan,

Kibris, Cekya, Danimarka, Estonya, Finlandiya, Fransa, Yunanistan, Almanya, Macaristan,
irlanda, izlanda, italya, Litvanya, Liksemburg, Letonya, Karadag, Kuzey Makedonya,
Malta, Hollanda, Norveg, Polonya, Portekiz, Romanya, Sirbistan, Slovenya, Slovakya,
ispanya, isvigre, Tiirkiye, ingiltere, Amerika Birlesik Devletleri, Kanada, Rusya
Federasyonu, Azerbaycan, Ozbekistan, Ukrayna, Kirgizistan, Kazakistan, Tacikistan,
Gurcistan, Tarkmenistan, Vietnam, Endonezya, Bahreyn, Kuveyt, Umman, Katar, Suudi
Arabistan, BAE, Giiney Afrika, Hongkong/Tayvan (Sadece LPR), Avustralya/Yeni Zelanda
(Sadece LPR), Peru/Kolumbiya (Sadece LPR), Lihtengtayn, Meksika, Moldova, Monako,
San Marino, isveg, Hirvatistan, Gek Cumhuriyeti, Cebelitarik, israil, Kosova, Makedonya,

Mogolistan

Integration Options JSON over HTTP, UTMC 1, UTMC 2, NVR, Wisenet WAVE

VMS Support Wisenet WAVE, Wisenet SSM, Genetec Security Center, Milestone Xprotect, Genetec
AutoVu
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