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2MP Network IR Dome Camera
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¢ QND-6012R/6022R/6032R

¢ Max. 2megapixel (1920 x 1080) resolution

¢ 0.1Lux (Color), OLux (B/W, IR LED on)

¢ 2.8mm fixed lens

¢ Max. 30fps@2M all resolutions (H.265/H.264)

* H.265,H.264, MJPEG codec supported, Multiple streaming
* Motion detection, Tampering, Defocus detection

¢ Hallway view (90°/270°), LDC support

¢ Micro SD/SDHC/SDXC memory slot (Max. 128GB)

¢ IR viewable length 20m, PoE
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2MP Network IR Dome Camera

Video
Zobrazovaci zafizeni Rozméry 1/2,8"
Typ CMOS
Rozliseni 1920 x 1080, 1280 x 960, 1280 x 720, 800 x 600, 800 x 448, 720 x 576, 720 x 480, 640 x
480, 640 x 360
Max. snimkova frekvence = H.265/H.264 30 snimku za sekundu/25 snimku za sekundu (60 Hz/50 Hz)
MJPEG 15 snimku za sekundu (pfi rozlieni 2 MP max. 4 snimky za sekundu)
Min. osvétleni (lux) Barva (1/30's, 30 IRE) 0.03
C/B(1/305, 30 IRE) 0.003
Video vystup CVBS: 1,0 Vp-p / 75 Q kompozitni pro instalaci
Objektiv
Ohniskova vzdalenost (mm) 2.8
Max. pomér clony (&islo Sirokothly 20
F)
Uhel zorného pole Horizontalni 114°
Vertikalni 62°
Diagonalni 135°
Min. vzdalenost objektu 0.5m(1.64ft)
Rizeni zaostFeni Fixni

Otaéeni / naklapéni / rotace

Rozsah otaéeni / Otaceni 0°~350°
naklapéni / rotace

Naklapéni 0°~67°

Rotace 0°~355°
Provozni parametry
Den a noc Auto(ICR)
Kompenzace podsviceni BLC, WDR, SSDR
Siroky dynamicky rozsah (dB) 120
Digitalni redukce Sumu SSNR
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Provozni parametry
Detekce pohybu Mnozstvi
Tvar
Maskovani privatnich Mnozstvi
zo6n
Tvar

Rizeni zesileni
Vyvazeni bilé
LDC (KOREKCE ZKRESLENi OBJEKTIVU)

Elektronicka zavérka Rezim

Rozsah rychlosti

Otacéeni videa

Alarmoveé rozhrani Vstup/vystup

Spoustéce alarmu

Alarmové udalosti pf¥i spusténi alarmu

4ks

8bodové polygonalni zony

6 ks

Obdélnikové zény

Nizka, Prostfedni, Vysoké

ATW, AWC, Manualni, Vnitini, Venkovni
Podpora

Minimalné, Maximalné, Proti blikani
1/5~1/12000s

Prevraceni, Zrcadlo, Chodbovy pohled (90°/270°)
1 vstup, 1 vystup

Analytika, Odpojeni sité, Alarmovy vstup
Nahrani souboru (obrazek): e-mail/FTP,
Oznameni: e-mail,

Nahravani: Nahravani na SD/SDHC/SDXC nebo NAS pfi spusténi udalosti,Vystup alarmu,
Predani: Pfedvolba PTZ

Audio vstup Vestavény mikrofon

Typ svétla INFRACERVENA LED DIODA

Délka viditelna v IR 20m(65.62ft)

infraéerveném pasmu

Vinova délka IR 850 nm

Analytika

Analytické udalosti Normalni Detekce rozostieni, Detekce pohybu, Neopravnéna manipulace, Virtualni oblast
(vniknuti/pfichod/odchod), Virtualni linie (pfekrogent, smér)

Sit

Ethernet RJ-45(10/100BASE-T)

Komprese videa H.265/H.264: hlavni/vysoka, MJPEG

Komprese audia

Smart Codec

Rizeni datového toku

Streamovani Unicast

Multicast

Vicenasobné streamovani

Protokol

G.711 u-law /G.726 volitelné, G.726(ADPCM) 8KHz, G.711 8KHz, G.726: 16 kb/s, 24 kb/s,
32 kb/s, 40 kb/s

WiseStreamll

H.265/H.264: CBR nebo VBR,
MJPEG: VBR

Az 6 uzivatelu

Podpora

Az 3 profily

IPv4, IPvé, TCP/IP, UDP/IP, RTP (UDP), RTP (TCP), RTCP, RTSP, NTP, HTTP, HTTPS,

SSL/TLS, DHCP, FTP, SMTP, ICMP, IGMP, SNMPv1/v2c/v3 (MIB-2), ARP, DNS, DDNS, QoS,
UPnP, Bonjour, LLDP
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Sit

Rozhrani pro OVNIF
programovani aplikaci

S,GT

Jiné SUNAPI (HTTP API), Oteviena platforma Hanwha Vision
Ptimé pfipojeni ke cloudu Volitelné (vyzaduje branu)
Zabezpecéeni
Ochrana OS / firmwaru Sifrovany firmware
OvéFovani uzivatelu Oveéfovani uzivatelt pomoci protokol Digest, Zabranéni Gtokim hrubou silou
Ovérovani sité IEEE 802.1X (EAP-TLS, EAP-LEAP, EAP-PEAP, MSCHAPV2)
Zabezpeéena komunikace HTTPS, WSS (WebSocket Secure), SRTP
Kontrola pfistupu Kontrola pfistupu na zékladé IP adresy
Ochrana udaju Sifrovani autentizagnich adajt, Sifrovani a komprese pro export souborti Zivého
zdznamu
Kontrola Sprava pfistupt / systému / protokolu udalosti
ID zafizeni Certifikat zafizeni (Hanwha Vision Root CA)
Zabezpeéené dlozisté Sifrovani oddilu SD karty (AES-256)
Obecné parametry
Pamét RAM 512 MB
Flash 256 MB

Ulozisté na okraji Micro SD/SDHC/SDXC

Max. 128 GB x 1 slot

Parametry prostiedi a
elektrotechnické parametry

Provozni podminky Teplota
VIhkost

Skladovaci podminky Teplota

Vlhkost
Vstupni napéti
Spotieba energie PoE
12vDC

-10°C ~+55°C (+14 °F~+131°F)

0 ~ 95 % relativni vlhkost (nekondenzuijici)
-30°C ~+60 °C (-22 °F ~ +140 °F)

0 ~ 95 % relativni vlhkost (nekondenzujici)
PoE (IEEE802.3af, tfida 3), 12V DC

Max. 7.40W, typical 6.00W

Max. 6.40W, typical 5.10W

Mechanické parametry

Barva

Material

RAL kod
Rozméry vyrobku

Hmotnost vyrobku

Bila

Plast

RAL9003
2110.0x86.0mm(4.33x3.39")

255g(0.561b)
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Certifikace a normy

Elektromagneticka kompatibilita FCC 47 CFR 15 Podgast B Trida A, ICES-3(A)/NMB-3(A), CE/UKCA — EN55032 tfida A, EN
50130-4, EN 61000-3-2, EN 61000-3-3, VCCI CISPR 32 tfida A, RCM AS-NZS CISPR 32
trida A, KS C 9832 tfida A, KS C 9835

Bezpeénost UL 60950-1, CAN/CSA C22.2 C. 60950-1, IEC 62471

Prostiedi IEC/EN 63000

DORI (horma EN62676-4)

Detekce (25 PPM/ 8 PPF) = Sirokotihly 25.1m(82.21ft)
Sledovani (63PPM/ Sirokouhly 10.0m(32.89ft)
19PPF)

Rozpoznavani (125 Sirokouhly 5.0m(16.44ft)
PPM/38 PPF)

Identifikace (250 PPM/76 = Sirokouhly 2.5m(8.22ft)
PPF)

Design and specifications are subject to change without notice. The latest product information / specification can be found at
Hanwha Vision is formerly known as Hanwha Techwin

© Hanwha Vision CO., LTD. All rights reserved. Ver 202407 517


https://www.hanwhavision.com/en/
https://www.hanwhavision.com/en/

O . O Hanwha Vision
SeriesS aonp-so012R

QND-6012R

2MP Network IR Dome Camera

CAD

Unit: mm [inch]

@80 [3.15]

@ 110 [4.33]

2- @ 5HOLE

Design and specifications are subject to change without notice. The latest product information / specification can be found at HanwhaVision.com
Hanwha Vision is formerly known as Hanwha Techwin.

© Hanwha Vision CO., LTD. All rights reserved. Ver 202407 6/7


https://www.hanwhavision.com/en/
https://www.hanwhavision.com/en/

O . O Hanwha Vision
SeriesS aonp-so012R

Compatible Devices
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SBD-110GP1 SBD-140KMB SBD-140PMB  SBD-140PMW  SBP-120HMW  SBP-125WMW1  SBV-140TMW
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