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QND-6082R1

2MP IR Dome
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¢ Maximum 2megapixel (1920 x 1080) resolution

¢ 0.03lux (Color), OLux (B/W, IR LED on)

e 3.2~10mm (3.1x) varifocal lens

¢ Maximum 30fps@2M all resolutions (H.265/H.264)

* H.265,H.264, MJPEG codec supported, Multiple streaming
* Motion detection, Tampering, Defocus detection

¢ Hallway view (90°/270°), LDC support

¢ Micro SD/SDHC/SDXC memory slot (Max. 128GB)

¢ |Rviewable length 20m, PoE/12VDC

¢ No-audio model
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QND-6082R1

2MP IR Dome
Video
Gorintiileme Aygiti Boyut 1/2,8"
Tur CMOS
Cozanarlik 1920x1080, 1280x960, 1280x720, 800x600, 800x448, 720x576, 720x480, 640x480,
640x360
En Fazla Kare hizi H.265/H.264 30fps/25fps(60Hz/50Hz)
MJPEG 15fps(@2MP En Fazla 4fps)
Min. Aydinlatma (Liiks) Renk(1/30sn, 30IRE) 0.03
SB(1/30sn, 30IRE) 0.003
Video Cikisi CVBS: kurulum igin 1.0 Vp-p / 75Q kompozit
Lens
Odak Uzunlugu (mm) 3.2~10
Yakinlastirma Orani Optik 3.1x
Maks. Diyafram Acikhigi Genis 1.6
Orani (F numarasi)
Tele 2.9
Acisal Goéris Alani Yatay 109°~33°
Dikey 58°~18°
Diyagonal 132°~38°
Min. Nesne Mesafesi 0.5m(1.64ft)
Odak Kontrolii Kolay odak
Lens Tipi DC otom. iris
Pan / Tilt / Dondirme
Pan /Tilt/ Déndiirme Pan 0°~350°
Araligi
Tilt 0°~67°
Déndirme 0°~355°
isletimsel
Guinduiz ve Gece Otom. (ICR)

Arka Isik Dengeleme

BLC, WDR, SSDR
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isletimsel
Genis Dinamik Aralik (dB) 120
Dijital Guriiltii Azaltma SSNR
Hareket Algilama Miktar 4
Sekil 8 nokta Poligonal bolge
Gizlilik Maskesi Miktar 6
Sekil Dikdortgen bolge
Kazang Kontrolii Dustlk, Orta, Yuksek
Beyaz Dengesi ATW, AWC, Manuel, ig Mekan, Dis Mekan
LDC Destek
Elektronik Obtiirator Mod Minimum, Maksimum, Kirpisma Onleme
Hiz Arahgi 1/5~1/12.000 sn
Video Déndiirme Gevirme, Ayna, Koridor goriniimii (90°/270°)
Alarm Araytzi Girig/Cikis Girig 1, Gikis 1

Alarm Tetikleyiciler

Alarm Tetikleyici Gerceklestiginde Alarm Olaylan

Analiz Araglari, A§ baglantisi kesme, Alarm girisi

Dosya yiikleme(resim): e-posta/FTP,
Bildirim: e-posta,

Kayit: Olay tetiklemelerinde SD / SDHC / SDXC veya NAS kaydi,Alarm gikigl,

Devir: PTZ énayar

Isik Tard IRLED
Isik Goriintiilenebilir IR 20m(65.62ft)
Uzunlugu
IR Dalga Boyu 850 nm
Analiz Araglan
Analiz Araglan Olaylan Normal Odak bozuklugu algilama, Hareket algilama, Kurcalama, Sanal alan(izinsiz Girig/Giris/
Cikig), Sanal ¢izgi(Gegme, Yon)
Ag
Ethernet RJ-45(10/100BASE-T)
Video Sikistirma H.265/H.264: Ana/Yiiksek, MJPEG
Smart Codec WiseStream I|
Bit Hizi Kontrolii H.265/H.264: CBR veya VBR,
MJPEG: VBR
Yayin akisi Unicast 6 kullaniciya kadar
Multicast Destek
Goklu Yayin Akigl 3 profile kadar
Protokol IPv4, IPvé, TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS,
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Hanwha Vision

Ag
Uygulama Programlama = ONVIF
Arayizii

Diger

Direkt Bulut Baglantis

S.GT
SUNAPI(HTTP API), Hanwha Vision Acik Platform

Opsiyonel (gegit gerektirir)

Guavenlik

iS / Yerlesik Yazilim Korumasi
Kullanici kimlik dogrulamasi
Ag kimlik dogrulamasi
Giivenli iletisim

Erisim Denetimi

Veri Korumasi

Denetim

Aygit Kimligi

Guvenli Depolama

Sifrelenen yerlesik yazilim

Digest kimlik dogrulamasi, Kaba kuvvet saldirilarini 6nleme

IEEE 802.1X(EAP-TLS, EAP-LEAP, EAP-PEAP, MSCHAPV2)

HTTPS, WSS(WebSocket Givenli), SRTP

IP bazli erigim denetimi

Sifreleme kimlik bilgileri, Canli kayit dosya disa aktarimi igin sifreleme sikistirma
Erigim / Sistem / Olay Gunliigi yénetimi

Cihaz sertifikasi(Hanwha Vision Root CA)

SDcard bélme sifreleme (AES-256)

Genel

Bellek RAM
Flas

Kenar Depolama Mikro SD/SDHC/SDXC

512MB
256MB

En Fazla 128GB x 1 yuva

Cevresel ve Elektriksel

Calisma Kosulu Sicaklk -10°C~+55°C(+14°F~+131°F)
Nemlilik %0~90% BN(yogusmayan)

Depolama Kosulu Sicaklik -30°C~+60°C(-22°F~+140°F)
Nemlilik %0~90% BN(yogusmayan)

Girig Voltaji PoE(IEEE802.3af, Sinif3), 12VDC

Guig Tuketimi PoE Max. 7.70W, typical 6.00W
12vDC Max. 6.50W, typical 5.10W

Mekanik

Renk Beyaz

Malzeme Plastik

RAL Kodu RAL2003

Uriin Boyutlan

Uriin Agirhg:

2119.8x98.8mm(g4.72x3.89")

320g(0.71Ib)
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Sertifikasyonlar ve Standartlar

EMC FCC 47 CFR 15 Alt Bslim B Sinif A, ICES-3(A)/NMB-3(A), CE/UKCA - EN55032 Sinif A, EN
50130-4, EN 61000-3-2, EN 61000-3-3, RCM AS-NZS CISPR 32 Sinif A, KS C 9832 Sinif A,
KS C 9835

Emniyet UL 62368-1, CAN/CSA C22.2 NO. 62368-1, IEC 62471

Ortam IEC/EN 63000

DORI (EN62676-4 standardi)

Algilama (25PPM/ 8PPF) Genis 27.4m(89.85ft)

Tele 128.8m(422.56ft)
Gozlemleme (63PPM/ Genis 11.0m(35.94ft)
19PPF)

Tele 51.5m(169.02ft)
Tanima (125PPM/ Genis 5.5m(17.97ft)
38PPF)

Tele 25.8m(84.51ft)
Tanimlama (250PPM/ Genig 2.7m(8.99ft)
76PPF)

Tele 12.9m(42.26ft)
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QND-6082R1

2MP IR Dome

CAD

Unit: mm [inch]
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Compatible Devices

SBD-140PMW  SBP-120HMW  SBP-120WMW  SBP-300CMW  SBP-300HMW?7  SBP-300NBW  SBP-300WMW1
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