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High Resolution Camera

Quick Manual SCB-2004

<AC24V/DC12V(SCB-2004)>

@ Power Input Terminal : Connect the power as specified for each model here.

@ Video Output Jack : Video signals are output through this port. Connect this port to the Video IN port
of a monitor.

© Power LED : This lamp is lit when the camera is receiving power normally.

O Function Setup Switch : Display the menu on the screen and move the cursor to four directions to
confirm status or after changing a selected item.

MAIN SETUP
p1.LENS DCel —P DC/MANUAL
2 .EXPOSURE (| —  BRIGHTNESS/ SHUTTER / AGC / SENS-UP/ RETURN
3. DEFOG AUTO¢ | —P ' AUTO/MANUAL/ OFF
4.WHITE BAL ATW — ' ATW/OUTDOOR/ INDOOR/ MANUAL / AWC - SET
5.BACKLIGHT OFF —3  OFF/USERBLC/HLC
6.SSNR3 ONe! —» On/OFF
7.DAY/NIGHT AUTO« —» | AUTO/COLOR/BMW
c E W 8.SPECIAL ] — /IMAGE ADJ/ CAM TITLE/ PRVACY / MOTION DET/
9 EXIT SAVE SYNC/COAX/ SSDR/RETURN
—% | SAVE/NOT SAVE / RESET
DEUTSCH
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© Netzeingang : SchlieBen Sie die fur das jeweilige Modell angegebene Spannungsversorgung hier an.

© Video-Out-Anschlussbuchse : Uber diesen Stecker wird das Videosignal ausgegeben. Diesen mit
dem “Video IN” Port an einem Monitor oder Rekorder verbinden.

© Strom-LED : Leuchtet auf, wenn die Kamera korrekt mit Strom versorgt wird.

@ Setup-Menu Schalter : Drucken zum Anzeigen des Bildschirmmenus und Bewegen des Cursors in
vier Richtungen zur Auswahl. Emeut drucken zum Bestatigen.

EINST HAUPTMENU

p1.LENS DCe! —» DC/MANUELL
SALES NETWORK 28 BELICHTUNGA —>  HELLIGKEIT / SHUTTER/AGC / SENS-UP / ZURUCK
 SAMSUNG TECHWIN CO., LTD. 3.ENTNEBELN AUTO4) — ' AUTO/MANUELL /AUS
Samsungtechwin R&D Center, 701, -dong, Bundang-gu, i, Gyeonggi-do, Korea, 463-400 Y
TEL: +82-70-7147-8740~60, FAX: +82-31-8018-3745 4.WEIBAB ATW ATW/AUBEN /INNEN/ MANUELL / AWC~ SET
* SAMSUNG TECHWIN AMERICA Inc.  SAMSUNG TECHWIN EUROPE LTD. 5.GEGENLICHT AUS —» AUS/BENBLC/HLC
100 Challenger Rl Suite 700 Ridgefild Park, NJ 07660 Samsung House, 1000 Hilswood Drive, Hilswood Business Park
Tol Free : +1-877-213-1222 Diret: +1-201-325-6920 Chertsey, Surrey, UNITED KINGDOM KT16 0PS 6. SSHR3 EINe = EN/AUS
Fax: +1-201-373-0124 TEL : +44-1932-45-5300  FAX : +44-1932-45-5325 7.TAG/NACHT AUTO(J —» AUTO/COLOR/S/W
www.samsungcctvusa.com
8.SPEZIALe —> ' BILDEINST/ TITEL KAM / PRIVAT / BEW ERKENNG /
i PT01-001637A ZURUCK
mggmggﬂgg%%mwggm 9 BEENDEN SAVE 4 SYNC/COAX/ SSDH"/ URUCH
’ : " SAVE/NOT SAVE/RUCKS

Safety Information

RISK OF ELECTRIC SHOCK.
DO NOT OPEN

TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER (OR BACK)
NO USER SERVICEABLE PARTS INSIDE. REFER SERVICING TO QUALIFIED SERVICE
PERSONNEL.

CAUTION;

This symbol indicates that dangerous voltage consisting a risk of electric shock is
present within this unit.

This exclamation point symbol is intended to alert the user to the presence of
important operating and maintenance (servicing) instructions in the literature
accompanying the appliance.

WARNING

* To prevent damage which may result in fire or electric shock hazard, do not expose this
appliance to rain or moisture.

* To prevent injury, this apparatus must be securely attached to the floor/wall in
accordance with the installation instructions.

WARNING

1. Be sure to use only the standard adapter that is specified in the specification sheet.
Using any other adapter could cause fire, electrical shock, or damage to the product.

2. Incorrectly connecting the power supply or replacing battery may cause explosion, fire,
electric shock, or damage to the product.

3. Do not connect multiple cameras to a single adapter. Exceeding the capacity may
cause abnormal heat generation or fire.

4. Securely plug the power cord into the power receptacle. insecure connection may
cause fire.

5. When installing the camera, fasten it securely and firmly. The fall of camera may cause
personal injury.

6. Do not place conductive objects (e.g. screwdrivers, coins, metal parts, etc.) or
containers filled with water on top of the camera. doing so may cause personal injury
due to fire, electric shock, or falling objects.
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© Terminal de Entrada de Alimentacion : Conecte aqui la alimentacién apropiada para cada modelo.

© Puerto de Salida de Video : Permite la salida de las sefiales de video. Conecte este puerto al puerto
de entrada de un monitor.

© Luz Indicadora de Alimentacion :Se enciende cuando la energia suministrada es la adecuada.

@ Boton de Configuracion de Funciones : Muestra el mend en la pantalla y desplaza el cursor en las
cuatro direcciones para confirmar el estado o el cambio de un elemento seleccionado.

CONFIG PRINCIPAL

p1.LENTE DCe) —P | DC/MANUAL
2.EXPOSIC¢] —  BRILLO/SHUTTER/ AGC/ SENS-UP/ VOLVER
3.ANTINIEBLA AUTO« —)  pUTO/ MANUAL / OFF
4.BAL BLAN ATW — | ATW/EXTER/INTER / MANUAL / ANC  SET
5 .CONTRALUZ OFF — OFF/USERBLC/HLC
6.SSNR3 ONe| —> ON/OFF
7.DIA/NOCHE AUTO] —  AUTO/COLOR/N/B
8.ESPEC —  AJUSTIMAG/TITULO CAM / PRIVACIDAD / DET MOV /
0. TR e SYNC/COAX/SSDR/ VOLVER

7" SAVE/NOT SAVE / RESET

7. Do not install the unit in humid, dusty, or sooty locations. doing so may cause fire or
electric shock.

8. If any unusual smells or smoke come from the unit, stop using the product. in such
case, immediately disconnect the power source and contact the service center.
continued use in such a condition may cause fire or electric shock.

9. If this product fails to operate normally, contact the nearest service center. never
disassemble or modify this product in any way. (samsung is not liable for problems
caused by unauthorized modifications or attempted repair.)

10. When cleaning, do not spray water directly onto parts of the product. doing so may
cause fire or electric shock.

CAUTION

1. Do not drop objects on the product or apply strong shock to it. Keep away from a
location subject to excessive vibrationor magnetic interference.

2. Do not install in a location subject to high temperature, low temperature, or high
humidity. Doing so may cause fire or electric shock.

3. If you want to relocate the already installed product, be sure to turn off the power and
then move or reinstall it.

4. Remove the power plug from the outlet when then there is a lightning. Neglecting to
do so may cause fire or damage to the product.

5. Keep out of direct sunlight and heat radiation sources. It may cause fire.
6. Install it in a place with good ventilation.

7. Avoid aiming the camera directly towards extremely bright objects such as sun, as this
may damage the CCD image sensor.

8. Apparatus shall not be exposed to dripping or splashing and no objects filled with
liquids, such as vases, shall be placed on the apparatus.

9. The Mains plug is used as a disconnect device and shall stay readily operable at any
time.

10. Do not expose the camera to radioactivity. Radioactivity exposure may damage the
CCD.

FRANCAIS
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Important Safety Instructions

1. Read these instructions.
2. Keep these instructions.
3. Heed all warnings.

4. Follow all instructions.

5. Do not use this apparatus near water.
6. Clean only with dry cloth.

7. Do not block any ventilation openings. Install in accordance with the manufacturer’'s
instructions.

8. Do not install near any heat sources such as radiators, heat registers, or other
apparatus (including amplifiers) that produce heat.

9. Do not defeat the safety purpose of the polarized or grounding-type plug. A polarized
plug has two blades with one wider than the other. A grounding type plug has two
blades and a third grounding prong. The wide blade or the third prong is provided for
your safety. If the provided plug does not fit into your outlet, consult an electrician for
replacement of the obsolete outlet.

10. Protect the power cord from being walked on or pinched particularly at plugs,
convenience receptacles, and the point where they exit from the apparatus.

11. Only use attachments/accessories specified by the manufacturer.

12. Use only with cart, stand, tripod, bracket, or table specified by the
manufacturer, or sold with the apparatus.

13. Unplug this apparatus when a card is used. Use caution when
moving the cart/ apparatus combination to avoid injury from tip-over.

14. Refer all servicing to qualified service personnel. Servicing is required
when the apparatus has been damaged in any way, such as powersupply cord or
plug is damaged, liquid has been spilled or objects have fallen into the apparatus, the
apparatus has been exposed to rain or moisture, does not operate normally, or has
been dropped.

Apparatus shall not be exposed to dripping or splashing and no objects filled with
liquids, such as vases, shall be placed on the apparatus

ITALIANO
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@ Bome d’entrée de I'alimentation : Permet le raccordement & I'alimentation secteur correspondant
achaque modeéle.

@ Prise de sortie vidéo : Les signaux vidéo sont émis via ce port. Raccordez ce port au port d’entrée
(IN) d’un moniteur.

© Voyant d’alimentation : S'allume lorsque I'alimentation appropriée est fournie a la caméra.

O Interrupteur de configuration des fonctions : Affiche le menu sur 'écran et déplace le curseur dans les
quatre directions pour confirmer le statut ou pour I'afficher apres la modification d’un élément sélectionné.

CONFIG PRINCIPALE

»1.LENS DCe| —P DC/MANUAL

2. EXPOSITIONe ! —> | LUMINOSITE / OBTURATEUR/AGC / SENS-UP / RETOUR
3.DESEMBUER AUTO¢! — ' AUTO/MANUEL/ ARRET

4.BAL BLC ATW — | ATW/EXTER/ INTER /MANUEL/ AWG-SET
5.CONTRE-JOUR ARRET —) ' ARRET/USERBLC/HLC

6.SSNR3 MARCEE¢—| —)- | \ARGHE/ ARRET

7.JOUR/NUIT AUTO«! — ' AUTO/COULEUR/NB

8.SPECIAL — | REG IMAGES / TITRE CAM / MASQUAGE / DET
9.QUITTER SAVE MOUVE / SYNC / COAX / SSDR / RETOUR

= | SAVE/NOT SAVE/ REINIT

<AC24V/DC12V(SCB-2004)>

(1] i i ione : Permette di il ) corretto per ogni modello.

@ Jack Video in uscita : Porta in uscita per il segnale video. Collegare la porta alla porta video in entrata
di un monitor.

© Indicatore luminoso alimentazione : Si accende quando I'alimentazione arriva correttamente
alla telecamera.

O Interruttore setup funzioni : Visualizza il menu sullo schermo e muove il cursore nelle quattro
direzioni per confermare lo stato o dopo aver cambiato una voce selezionata.

CONFIG PRINCIPALE

»1.0TTICA DC] P DC/MANUAL
2 .ESPOSIZIONE | LUMINOSITA/ OTTURATORE / AGC / SENS-UP / RITORNO
3.SCHIARIMENTO  AUTO¢!—P AUTO/MANUALE/OFF
4.BIL BIANCO ATW —)  ATW/ESTERNO /INTERNO /MANUALE/ AWC—SET
5.CONTROLUCE OFF — OFF/USERBLC/HLC
6.SSNR3 ON¢l —» ON/OFF
7.GIORNO/NOTT AUTO¢| — ' AUTO/COLORE/BN
8.SPECIALE( —>  REGIMMAGINE / TITOLO CAM / PRIVACY / MOTION
9.USCITA SAVE DET/SYNC/ COAX/ SSDR/RITORNO

> | SAVE/NOT SAVE/RESET

Samsung Techwin cares for the environment at all product manufacturing
stages to preserve the environment, and is taking a number of steps to
provide customers with more environment-friendly products.The Eco
mark represents Samsung Techwin’s will to create environment-friendly
products, and indicates that the product satisfies the EU RoHS Directive.

N
eco

RoHS compliant

Correct Disposal of This Product (Waste Electrical & Electronic Equipment)

(Applicable in the European Union and other European countries with separate collection systems)
This marking on the product, accessories or literature indicates that the
product and its electronic accessories (e.g. charger, headset, USB cable)
should not be disposed of with other household waste at the end of their
working life. To prevent possible harm to the environment or human health
from uncontrolled waste disposal, please separate these items from other

I types of waste and recycle them responsibly to promote the sustainable
reuse of material resources.

Household users should contact either the retailer where they purchased this product, or

their local government office, for details of where and how they can take these items for

environmentally safe recycling.

Business users should contact their supplier and check the terms and conditions of the

purchase contract.

This product and its electronic accessories should not be mixed with other commercial

wastes for disposal.

Correct disposal of batteries in this product
(Applicable in the European Union and other European countries with separate battery return systems.)

This marking on the battery, manual or packaging indicates that the batteries
in this product should not be disposed of with other household waste at the
end of their working life. Where marked, the chemical symbols Hg, Cd or

Pb indicate that the battery contains mercury, cadmium or lead above the
reference levels in EC Directive 2006/66. If batteries are not properly disposed
of, these substances can cause harm to human health or the environment.

To protect natural resources and to promote material reuse, please separate batteries
from other types of waste and recycle them through your local, free battery return
system.

FCC Statement

This device complies with part 15 of the FCC Rules. Operation is subject to the following
two conditions :
This device may not cause harmful interference, and

This device must accept any interference received including interference that may cause
undesired operation.

CESKY
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@ Konektor napajeni : Pfipojuje se k pfislusnému napajeni pro kazdy model.

@ Piipojeni vystupu obrazu : Skrze tento vystup vychézi signél obrazu. Tento vystup pripojte ke VSTUPU
obrazu monitoru.

©Kontrolka napajeni : Rozsviti se, kdyZ do kamery prichézi sprévny proud.

O Spinac nastaveni funkce : Na obrazobce zobrazi nabidku a posunuje kurzor do ctyf smérti k
potvrzeni stavu ¢i po zméné vybrané polozky.

HLAVNI NASTAVENI

p1.0BJEKTIV DC] — ' DC/RUCNI
2.EXPOZICE — JAS/CLONA/AGC / SENS-UP/RETURN
3.0DMLZIT AUTO| —  AUTO/RUGNI / VYP
4 VYVAZENI BILE ATHW —»  ATW/VENKU/UVNITR/ RUCNi / AWC—SET
5.PODSVICENT VYP —» \YP/USERBLC/HLC
6.SSNR3 ZAP¢ | —» ZAP/VYP
7.DEN/NOC AUTO¢| —p AUTO/BARVA/CB
8.SPECTAL — (PR AVASNIMKU/ NAZEV KAMERY /SOUKROMI /MOTION
O T et DET/SYNG / COAX/SSDR/ RETURN

—> | ULOZIT/NEUKLADAT / RESETOVAT



PYCCKUI

SCB-2004 Kpatkoe pykoBoACTBO NOnb30BaTeNs

<AC24V/DC12V(SCB-2004)>

@ Pazbem BBoga MUTaHuA : MTofKoueHe K UCTOUHUIKY NTaHAR COOTBETCTBYI0LEH MOZETH.

@ Pazbem BbixoAa BUIEOMTHANA | qEDEB 3T0T pa3bem NPONCXOAWT Nepeaaya BUACOCUTHANA U NOAKMIOYERIE K
BIA1C0BXOLLY MOHUTOPA.

© WHauaTop nUTaHWA  3aropaerca Npi NPaBINbHOI MOAaYe SNEKTPONMTHIR Ha Kavepy

@ Nepexniouarenb HACTPO itk GYHKLMIA : BLiBeCTH MeHio Ha 3KpaH 1 TIEPeMeLLaTb Kypcop MIOYeTbIpeM HaNpaBneHiaM ATA
TIOLTBEDX(EHHA  COCTORHMA WM TIOCTE W3MEHEHUA HACTpOEK BbiGPaHHO i yHKLIM.

OCHOBHHE HACTPOMKM

» 1.OBBEKTVB DC¢| —» DC/BPY4HYIO
2. 9KCNO3NIMA (| — APKOCTb / 3ATBOP / AGC / SENS-UP / RETURN
3. AHTUTYMaH ABTO4| —»  ABTO/BPYYHYIO/ Bblkil.
4 .BAJIAHC BEJIOTO ATW —P ATW/OUTDOOR/INDOOR/ BPYYHYIO /AWC ~SET
5.90HOBASl 3ACB.  BHKJI. —P Bbl/l./USERBLC/HLC
6.SSNR3 BKIl. ¢ | — BKIL./BblK.
7. JEHB/HOYB ABTO4 | —» ABTO/LIBET/YB
8. CIIEL] $UHKIIM¢ | % HACTP.M306P./ HASBAHVE KAVEE / IPUBATHOCTD / CHHAT.
9. BHXOL e JIBItK/ SYNC/ COAX /SSDR / RETURN
> SAVE/NOT SAVE / MEPEBATPY3TH
TURK(;E
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© Giig girisi terminali : Her modelin kendisine uygun giig kaynagina baglani.
O video cikis terminali : Video sinyalleri gonderir monitdriin video giris terminaline baglar.
© Giig Lambasi : Kameraya dogru gig verildiginde isik yanar.

O Foknsiyon Ayar diigmesi : Men(iyii ekranda goriintiiledikten sonra imleci dort istikamette kaydirarak
durum ya da secilen 6ge degisimini teyit edin.

ANA AYAR
» 1.LENS DC¢] —» DC/MANUEL
2.POZLAMA | — | PARLAKLIK/ ORBURATOR / AGC / SENS-UP/ RETURN
3.BUGUYA KARSI AUTO¢| —P AUTO/MANUEL/KAPALI
4.BEYAZ DENG ATH —P  ATW/DIS MEKAN /IG MEKAN / MANUEL / AC-SET
5.ARKA ISIK KAPALI —p KAPALI/USERBLC/HLC
6.SSNR3 ACIK¢ | — AGIK/KAPALI
7.GUNDUZ/GECE  AUTO«) —» AUTO/RENK/SB
8.0ZEL¢] > GRNT AYARI/ KAM ISMi/GIZLILiK / HAREKET
9.CIK KAYDET DED/ SENK/ COAX/SSDR/ RETURN
= KAYDET/ KAYDETME / SIFIRLAMA

¢ Cihazin Ticaret Bakanliginca 6nerilen ortalama 6mri. * Cihazin EEE yénetmelilerine uygun olduguna benzer beyan.
KOYUNCU ELEKTRONIK BILGI ISLEM SISTEMLERI San. Ve Tic. A.S.
EDS ELEKTRONIK DESTEK San. Tic. Ltd. Sti.
KONT BILISIM TEKNOLOJILERI ve Dis Ticaret A.S.

POLSKI

SCB-2004 Skrécona instrukcja obstugi

<AC24VIDC12V(SCB-2004)>

© Ztacze wejsciowe zasilania : Stuzy do poditaczania zasilania odpowiedniego dla kazdego modelu.

@ Gniazdo wyj$ciowe sygnatéw wizyjnych : Sygnaly wizyjne sa wysylane przez ten port. Podtacz ten port z
portem WEJSCIA sygnatow wizyjnych.

© Wskaznik zasilania : Swieci sig, gdy kamera jest prawidiowo zasilana.

O Przelacznik ustawiania funkcji : Wyswietla menu ekranowe i przesuwanie kursora w czterech kierunkach w
celu potwierdzania stanu lub po zmianie zaznaczonego elementu.

MENU GEZOWNE
» 1.OBIEKTYW DCe DC /RECZNE
2.EKSPOZYCJA¢! JASNOSC / MIGAWKA / AGC / SENS-UP / WYJDZ
3.PRACA W MGLE AUTO¢ AUTO/ RECZNEE / WYL
4.BALANS BIELI ATH ATW/ OSW. ZEWN. / OSW. WEWN. / RECZNIE/ AWG-WE.
5.BACKLIGHT WYL WYL/ BLC UZYTK./HLC
6.SSNR3 W W/ WYE
7.DZIEN/NOC AUTO( AUTO/KOLOR/ CZ/B
8.SPECJALNE (| KONF. OBRAZU / NAZWA / PRYWATNOSC / DET.
9.WYJSCIE ZAPISZ RUCHU/SYNG/COAX/SSDR/ WYJDZ
ZAPISZ / NIE ZAPISZ / RESET
PORTUGUES

SCD-2004 Manual Rapido
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@ Terminal de entrada de energia : Conecta a fonte de energia apropriada para cada modelo.

@ Terminal de saida de video : Envia sinais de video e conecta ao terminal de entrada de video do monitor.

© Lampada de energia : Acende quando a energia correta é fornecida & cAmera.

@ Chave de configuracdo de funcao : Exibe o menu na tela e move o cursor para quatro direcdes para
confirmar o status ou depois da alteracéo um item selecionado.

CONFIGURAGAO PRINCIPAL
P 1.LENTE DC | —» DC/MANUAL
2 .EXPOSIGAO | —>  BRILHO/OBTURADOR/ CGA / SENS-UP / RETORNAR
3.ANTI NEVOEIRO AUTO¢ ! —p AUTO/MANUAL/DESL
4 .EQUIL BRANCO ATW —) ' ATW/OUTDOOR/INDOOR / MANUAL / AWG—SET
5.ILUM TRASEIRA  DESL —) DESL/BLC/HLC
6.SSNR3 LIG¢! —» LIG/DESL
7.DIA/NOITE AUTO«| —p AUTO/COR/B/P
8 .ESPECIAL¢ | —  AJ IMAGEM / TITULO CAMERA / PRIVACIDADE / DET
0. G T MOVIMENTO/ SINC / COAX / SSDR/ RETORNAR
P SALV/NAO SALV / REDEF

ROMANA
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© Lampa de alimentare : Se aprinde atunci cand camera este alimentata in mod corespunzator.

@ Terminal iesire video : Transmite semnale video §i se conecteaz la terminalul de intrare video al
monitorului.

© Lampica za napajanje : Pali se kada se kameri dovodi ispravno napajanje.

© Comutator functii de configurare : Afiseazd meniul pe ecran si deplaseaza cursorul in cele patru
directii pentru a confirma starea sau dupa selectarea unui element.

CONFIGURARE PRINCIPALA

» 1.LENTILA DC( | — ' DC/MANUAL
2 .EXPUNERE | — | LUMINOZOTATE / OBTURATOR/ AGC / SENS-UP/ RETURN
3.FARA CEATA AUTO¢ | —» AUTO/MANUAL / OPRIT
4.NIVEL DE ALB ATW —)  ATW/EXTERIOR/INTERIOR / MANUAL / AWG +SET
5.LUM. FUNDAL OPRIT —) OPRIT/USERBLC/HLC
6.SSNR3 PORNIT«] —) pORNIT/OPRIT
7.NOAPTE/ZI AUTO«! —p AUTO/COLOR/BW
8.SPECIALE | — | AJUST IMAGINE / SUBTITRARE / CONFIDENT / DET
9. IESIRE SRR MISCARE / SINC/COAX/SSDR/ RETURN

7% SALVEAZA/NU SALBA/ RESETARE
B#EE
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MAINZRE
[SEZS DCe! DC/MANUAL
2EHMIEL BRIGHTNESS / SHUTTER / AGC/ SENS-UP/ &%
3.DEFOG AUTO AUTO/ MANUAL / OFF
4.WHITE BAL ATW ATW / 24\ / 2R / MANUAL / AWC—SET
SEHAHIE OFF OFF / USERBLC/HLC
6.5SNR3 ONe ON/OFF
7.DAY/NIGHT AUTO<! AUTO/ COLOR/B/W
8.SPECIAL« IMAGER#4E / /7.4 TITLE / PYIVAGY / MOTION DET /
9.EXT SAVE SYNC/COAX/SSDR/ 7%
SAVE /NOT SAVE /RESET

SVENSKA

SCD-2004 Snabbmanual

DANSK

SCD-2004 Kvikmanual
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© Terminal za ulaz ja: Povezuje se za je koje odgovara svakom modelu.

@ Terminal za video izlaz : Salje video signale i povezuje se za terminal za video ulaz monitora.
© Lampica za napajanje : Pali se kada se kameri dovodi ispravno napajanje.

O Prekida¢ za podesavanje funkcije : Prikazuje meni na ekranu i pomera kurzor u Cetirismera, da bi
se potvrdio status ili nakon menjanja izabrane stavke.

GLAVNO PODESAVANJE
» 1.S0CIVO DC¢| —» DC/RUCNO
2.IZLOZENOST | P | OSVETLJENJE / KAPAK / AGC / OTKRIVANJE / RETURN
3.0DMAGLJIVANJE AUTO¢) —p AUTO/RUCNO /ISKLJULENO
4 .BALANS BELE ATW —»  ATW/NAPOLJU/UNUTRA/RUCNO/ ANC-SET
5.BACKLIGHT  ISKLJULENO —) ISKLJULENO/USERBLC/HLC
6.SSNR3 UKLJUCENO4) —p ~ UKLJUGENO/ISKLJULENO
7.DAN/NOC AUTO4| —) ' AUTO/BOJA/CZB
8. SPECIJALNOG — | POD. SLIKE/NAZIV KAMERE / PRIVATNOST / DET
9.171AZ SACUVAT POKRETA/SYNC/ COAX / SSDR/ RETURN
> SACUVAJ/NE SACUVATI / RESETUJ
g=0]
O e Y2 Bxt:
© BAE(VIDEO) Bt : B4t M57} S24=i0 BLE|S| U2 AU EiXlol HHELICH,
© T Bz : sjo2io] Helo| 2 BZEW o BT} AL
O 7154H AR @ OIS 30| EAISH S, A5t ZLE 0|SA|A Yot S5S MESI7LE 20|
Lt MEHE HHE=O AR EILICE
IIs8d
[ SRS DC4J DC/MANUAL
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<AC24VIDC12V(SCB-2004)>

@ Stromforsorjningsingang : Anslutning till den stromforstrningskélla som &r [amplig for respektive modell.

@ Videoutgéng : Sénder videosignaler och ansluter till bildskérmens videoingang.

© Stromlampa : Tands nar kameran har fatt ratt typ av stromtiliforsel.

O Funktionsinstaliningsomkopplare : Visa menyn pa skarmen och flytta markdren at fyrahall for
bekréfta status eller efter &ndring av ett valt objekt.

HUVUDINSTALLNINGAR
» 1.LINS DC4J —)p DC/MANUELL
2 .EXPONERING¢ | — | LJUSSTYRKA/ SLUTARE / AGC / SENS-UP / RETURN
3.DIMMA AUTO« —) | AUTO/MANUELL / AV
4 VITBAL. ATW —  ATW/UTOMHUS/INOMHUS / MANUELL / AWC-SET
5.MOTLJUS AV —  AV/USERBLC/HLC
6.SSNR3 PAcl —» PA/AV
7.DAG/NATT AUTO«| —p AUTO/FARG/SN
8.SPECIAL —  BILDJUST./ KAMERATITEL / AVSKILDHET / RORELSEDET. /
9.AVSLUTA SPARA SYNK./ COAX/SSDR/RETURN
> SPARA/EJ/ATER
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<AC24VIDC12V(SCB-2004)>

@ Stromindgangsterminal : Tilslutning til den til hver enkelt model passende stromkilde.

@ Videoudgang : Sender videosignaler og skal tilsluttes videoindgangen p& monitoren.

© Stramlampe : Lyser op, nar den korrekte stromstyrke leveres til kameraet.

O Funktionsopstillingskontakt : Viser menuen pé skeermen og flytter markeren i fire retninger for at
bekreefte status eller efter @ndring af et valgt element.

HOVEDOPSETNING
» 1.LINSE DC¢| —» DC/MANUEL
2 .EKSPONERING —) | LYSSTYRKE/LUKKER/AGC/ SENS-UP/ RETURN
3.AFDUGGE AUTO4 —» AUTO/MANUEL/SLUK
4 HVIDBALANCE ATW —)  ATW/UDEND@RS /INDEND@RS / MANUEL / ANC—SET
5.MODLYS SLUK —) SLUK/USERBLC/HLC
6.SSNR3 TEND¢ | —) TAND/SLUK
7.DAG/NAT AUTO¢ | —p AUTO/FARVE/S-H
8.SPECIAL —> BILLEDJUST. / KAMERATITEL / PRIVATLIVETS /
9. FORLAD GEM BVGSPORING / SYNK. / COAX / SSDR / RETURN
=P GEM/GEM IKKE / NULSTIL
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