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High Resolution weatherproof 

IR Camera

Quick Manual

FRANÇAIS

❶  Camera Sunshield
❷  Sunshield adaptor : Fixing the sunshield onto the camera.
❸ Focus lever : Set Focus of lens by turn the focus lever.
➍ Zoom lever : .
➎  Front cover
➏  Function Setup Switch : Display the menu on the screen and move the cursor to four directions to 

➐ Video Output Terminal to Monitor : Used for monitoring of video output When camera installation.

  Power Input Terminal : 

➒  Video Output Jack : Video signals are output through this portConnect this port to the Video IN port 
of a monitor.

➑  Function jack  : 

Netzeingang : Schließen Sie die fur das jeweilige Modell angegebene Spannungsversorgung hier an.

❶  Sonnenschutz für die Kamera
❷ Sonnenschutzadapter : Sonnenschutz an der Kamera befestigen.
❸ Bildschärfenhebel : Bildschärfe des Objektivs durch Drehen des Bildschärfenhebels einstellen
➍ Zoom-Hebel : Stellen Sie die Zoom-Vergrößerung des Objektivs ein, dazu den Zoom-Hebel drehen.
➎  Frontabdeckung
➏  Setup-Menu Schalter : Drucken zum Anzeigen des Bildschirmmenus und Bewegen des Cursors in 

vier Richtungen zur Auswahl. Erneut drucken zum Bestatigen.
➐  Videoausgang zum Monitor : Wird während der Installation der Kamera zur Überwachung der 

ausgegebenen Videosignale benutzt.

❿  

Video-Out-Anschlussbuchse : Uber diesen Stecker wird das Videosignal ausgegeben. Diesen mit 
dem “Video IN” Port an einem Monitor oder Rekorder verbinden.

:

Terminal de Entrada de Alimentación: Conecte aquí la alimentación apropiada paracada modelo.

❶  Protector solar de la cámara 
❷  Adaptador del protector solar : Colocación del protector solar a la cámara. 
❸ Anillo de Ajuste del Enfoque : Ajuste el lente del enfoque haciendo girar el anillo. 
➍ Anillo de Ajuste del Zoom : Ajuste el aumento del zoom haciendo girar el anillo. 
➎ Cubierta Frontal
➏   : Muestra el menú en la pantalla y desplaza el cursor en las 

➐  Video Output Terminal to Monitor : Se emplea para conectar a un monitor para visualización externa 
en la instalación.

❿  

Puerto de Salida de Video : Permite la salida de las señales de video. Conecte este puerto al puerto 
de entrada de un monitor.

TOMA DE FUNCIONES : 

Borne d’entrée de l’alimentation Permet le raccordement à l’alimentation secteur correspondant
à chaque modèle.

❶  Pare-soleil de caméra
❷  Adaptateur de pare-soleil : Fixation du pare-soleil sur la caméra.
❸ Levier de mise au point : Régler la mise au point de la lentille en tournant le levier de mise au point.
➍ Levier de zoom : Régler le grossissement du zoom de la lentille en tournant le levier du zoom.
➎  Couvercle avant
➏   : 

➐  Sortie Vidéo vers le moniteur : Utilisez pour visualiser l’image pendant l’installation de la caméra.
➑
➒ Prise de sortie vidéo : Les signaux vidéo sont émis via ce port. Raccordez ce port au port d’entrée 

(IN) d’un moniteur.
❿

PRISE FONCTION : 

Terminale alimentazione Permette di effettuare ilcollegamento corretto per ogni modello.

❶ Paraluce
❷ Adattatore paraluce : Fissare il paraluce alla videocamera.
❸ Leva di regolazione messa a fuocot : Regolare la messa a fuoco ruotando la leva.
➍ Leva di regolazione zoom : Regolare la grandezza dello zoom ruotando la leva.
➎  Coperchio frontale
➏  Interruttore setup funzioni : Visualizza il menu sullo schermo e muove il cursore nelle quattro 

direzioni per confermare lo stato o dopo aver cambiato una voce selezionata.
➐  Uscita Video Monitor : Utilizzata per controllare l’uscita video durante l’installazione.
➑

➒ Jack Video in uscita : Porta in uscita per il segnale video. Collegare la porta alla porta video in entrata 
di un monitor.

❿

  
JACK FUNZIONALE : 

CAUTION
RISK OF ELECTRIC SHOCK.

DO NOT OPEN

CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER (OR BACK) 
NO USER SERVICEABLE PARTS INSIDE. REFER SERVICING TO QUALIFIED SERVICE 
PERSONNEL.

This symbol indicates that dangerous voltage consisting a risk of electric shock is 
present within this unit.

This exclamation point symbol is intended to alert the user to the presence of 
important operating and maintenance (servicing) instructions in the literature 
accompanying the appliance.

WARNING

To prevent damage which may result in fire or electric shock hazard, do not expose this 
appliance to rain or moisture.

To prevent injury, this apparatus must be securely attached to the floor/wall in 
accordance with the installation instructions.

WARNING

Be sure to use only the standard adapter that is specified in the specification sheet.
Using any other adapter could cause fire, electrical shock, or damage to the product.

Incorrectly connecting the power supply or replacing battery may cause explosion, fire, 
electric shock, or damage to the product.

Do not connect multiple cameras to a single adapter. Exceeding the capacity may 
cause abnormal heat generation or fire.

Securely plug the power cord into the power receptacle. insecure connection may 
cause fire.

When installing the camera, fasten it securely and firmly. The fall of camera may cause 
personal injury.

Do not place conductive objects (e.g. screwdrivers, coins, metal parts, etc.) or 
containers filled with water on top of the camera. doing so may cause personal injury 
due to fire, electric shock, or falling objects.

•

•

1.

2.

3.

4.

5.

6.

Do not install the unit in humid, dusty, or sooty locations. doing so may cause fire or 
electric shock.

If any unusual smells or smoke come from the unit, stop using the product. in such 
case, immediately disconnect the power source and contact the service center. 
continued use in such a condition may cause fire or electric shock.

If this product fails to operate normally, contact the nearest service center. never 
disassemble or modify this product in any way. (samsung is not liable for problems 
caused by unauthorized modifications or attempted repair.)

  When cleaning, do not spray water directly onto parts of the product. doing so may 
cause fire or electric shock.

CAUTION

Do not drop objects on the product or apply strong shock to it. Keep away from a 
location subject to excessive vibrationor magnetic interference.

Do not install in a location subject to high temperature, low temperature, or high 
humidity. Doing so may cause fire or electric shock.

If you want to relocate the already installed product, be sure to turn off the power and 
then move or reinstall it.

Remove the power plug from the outlet when then there is a lightning. Neglecting to 
do so may cause fire or damage to the product.

Keep out of direct sunlight and heat radiation sources. It may cause fire.

Install it in a place with good ventilation.

Avoid aiming the camera directly towards extremely bright objects such as sun, as this 
may damage the CCD image sensor.

Apparatus shall not be exposed to dripping or splashing and no objects filled with 
liquids, such as vases, shall be placed on the apparatus.

The Mains plug is used as a disconnect device and shall stay readily operable at any 
time.

  Do not expose the camera to radioactivity. Radioactivity exposure may damage the 
CCD.
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Safety Information Important Safety Instructions
Read these instructions.

Keep these instructions.

Heed all warnings.

Follow all instructions.

Do not use this apparatus near water.

Clean only with dry cloth.

Do not block any ventilation openings. Install in accordance with the manufacturer’s 
instructions.

Do not install near any heat sources such as radiators, heat registers, or other 
apparatus (including amplifiers) that produce heat.

Do not defeat the safety purpose of the polarized or grounding-type plug. A polarized 
plug has two blades with one wider than the other. A grounding type plug has two 
blades and a third grounding prong. The wide blade or the third prong is provided for 
your safety. If the provided plug does not fit into your outlet, consult an electrician for 
replacement of the obsolete outlet.

  Protect the power cord from being walked on or pinched particularly at plugs, 
convenience receptacles, and the point where they exit from the apparatus.

  Only use attachments/accessories specified by the manufacturer.

  Use only with cart, stand, tripod, bracket, or table specified by the 
manufacturer, or sold with the apparatus.

  Unplug this apparatus when a card is used. Use caution when 
moving the cart/ apparatus combination to avoid injury from tip-over.

  Refer all servicing to qualified service personnel. Servicing is required 
when the apparatus has been damaged in any way, such as powersupply cord or 
plug is damaged, liquid has been spilled or objects have fallen into the apparatus, the 
apparatus has been exposed to rain or moisture, does not operate normally, or has 
been dropped.
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Apparatus shall not be exposed to dripping or splashing and no objects filled with 
liquids, such as vases, shall be placed on the apparatus

Samsung Techwin cares for the environment at all product manufacturing 

stages to preserve the environment, and is taking a number of steps to 

provide customers with more environment-friendly products.The Eco 

mark represents Samsung Techwin’s will to create environment-friendly 

products, and indicates that the product satisfies the EU RoHS Directive.

Correct disposal of batteries in this product
(Applicable in the European Union and other European countries with separate battery return systems.)

This marking on the battery, manual or packaging indicates that the batteries 

in this product should not be disposed of with other household waste at the 

end of their working life. Where marked, the chemical symbols Hg, Cd or 

Pb indicate that the battery contains mercury, cadmium or lead above the 

reference levels in EC Directive 2006/66. If batteries are not properly disposed 

of, these substances can cause harm to human health or the environment.

To protect natural resources and to promote material reuse, please separate batteries 

from other types of waste and recycle them through your local, free battery return 

system.

Correct Disposal of This Product (Waste Electrical & Electronic Equipment)
(Applicable in the European Union and other European countries with separate collection systems)

This marking on the product, accessories or literature indicates that the 

product and its electronic accessories (e.g. charger, headset, USB cable) 

should not be disposed of with other household waste at the end of their 

working life. To prevent possible harm to the environment or human health 

from uncontrolled waste disposal, please separate these items from other 

types of waste and recycle them responsibly to promote the sustainable 

reuse of material resources.

Household users should contact either the retailer where they purchased this product, or 

their local government office, for details of where and how they can take these items for 

environmentally safe recycling.  

Business users should contact their supplier and check the terms and conditions of the 

purchase contract. 

This product and its electronic accessories should not be mixed with other commercial 

wastes for disposal.

FCC Statement
This device complies with part 15 of the FCC Rules. Operation is subject to the following 
two conditions :
This device may not cause harmful interference, and

 esuac yam taht ecnerefretni gnidulcni deviecer ecnerefretni yna tpecca tsum ecived sihT 
undesired operation.

www.samsungtechwin.com
www.samsungsecurity.com

•  SAMSUNG TECHWIN CO., LTD.
Samsungtechwin R&D Center, 701, Sampyeong-dong, Bundang-gu, Seongnam-si, Gyeonggi-do, Korea, 463-400
TEL: +82-70-7147-8740~60, FAX: +82-31-8018-3745

• SAMSUNG TECHWIN AMERICA Inc.
100 Challenger Rd. Suite 700 Ridgefield Park, NJ 07660
Toll Free : +1-877-213-1222  Direct : +1-201-325-6920
Fax : +1-201-373-0124
www.samsungcctvusa.com

• SAMSUNG TECHWIN EUROPE LTD.
Samsung House, 1000 Hillswood Drive, Hillswood Business Park 
Chertsey, Surrey, UNITED KINGDOM KT16 OPS
TEL  : +44-1932-45-5300     FAX : +44-1932-45-5325

SALES NETWORK

 and GND.It contains RS-485 communication jack,

 ALARM OUT, 

 ALARM OUT, EXT_ D/N input

 and GND.EXT_ D/N input  and GND. ALARM OUT, EXT_ D/N input

 and GND. ALARM OUT, EXT_ D/N input  and GND. ALARM OUT, EXT_ D/N input  and GND. ALARM OUT, EXT_ D/N input
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Quick ManualSCO-2081R

 Kurzanleitung  Manual RápidoSCO-2081R SCO-2081R SCO-2081R manuel de référence rapide Guida rapidaSCO-2081R Rychlý návodSCO-2081R

MAIN SETUP

 1.LENS DC  
 2.EXPOSURE     

 5.BACKLIGHT OFF 
 6.SSNR3 ON
 7.DAY/NIGHT AUTO  
 8.SPECIAL           
 9.EXIT SAVE

DC 

BRIGHTNESS / SHUTTER / AGC / SENS-UP / RETURN

ATW / OUTDOOR / INDOOR / MANUAL / AWC SET

ON / OFF

SAVE / NOT SAVE / RESET

 4.WHITE BAL ATW

  3.DEFOG    OFF OFF / AUTO / MANUAL 

OFF / USER BLC / HLC

IMAGE ADJ / CAM TITLE / PRIVACY / MOTION DET / 
SYNC / COAX /  SSDR / COMM ADJ / RETURN 

AUTO / EXTERN / COLOR / B/W

EINST HAUPTMENÜ

 1.LENS DC  
 2.BELICHTUNG   

 4.WEIβAB ATW
 5.GEGENLICHT AUS 
 6.SSNR3 EIN
 7.TAG/NACHT AUTO  
 8.SPEZIAL           
 9.BEENDEN SAVE

DC 

HELLIGKEIT / SHUTTER / AGC / SENS-UP / ZURÜCK

ATW / AUßEN / INNEN / MANUELL  / AWC SET

EIN / AUS

3.ENTNEBELN        AUS

AUS / BEN BLC / HLC

BILDEINST /  TITEL KAM / PRIVAT / BEW ERKENNG / 
SYNC / COAX / SSDR / ZURÜCK

AUS / AUTO / MANUELL

SRÜCKSAVE / NOT SAVE / 

KOMM / EINST 

AUTO / EXTERN / COLOR / S/W

CONFIG PRINCIPAL

 1.LENTE DC  
 2.EXPOSIC     

 4.BAL BLAN ATW
 5.CONTRALUZ OFF 
 6.SSNR3 ON
 7.DIA/NOCHE AUTO  
 8.ESPEC           
 9.SALIR SAVE

DC 

BRILLO / SHUTTER / AGC / SENS-UP / VOLVER

ATW / EXTER / INTER / MANUAL / AWC SET

ON / OFF

SAVE / NOT SAVE / RESET

            

 3.ANTINIEBLA   OFF OFF / AUTO / MANUAL

OFF / USER BLC / HLC

AJUST IMAG / TITULO CAM / PRIVACIDAD / DET MOV / 
SYNC / COAX / SSDR / AJUST COM / VOLVER 

AUTO / EXTERNO / COLOR / N/B

CONFIG PRINCIPALE

 1.LENS DC  
 2.EXPOSITION     

 4.BAL BLC ATW

 5.CONTRE-JOUR ARRET 
 6.SSNR3 MARCHE
 7.JOUR/NUIT AUTO  
 8.SPECIAL           
 9.QUITTER SAVE

DC 

LUMINOSITE / OBTURATEUR / AGC / SENS-UP / RETOUR

ATW / EXTER / INTER /MANUEL/ AWC SET

MARCHE / ARRET

ARRET / AUTO / MANUEL 

ARRET / USER BLC / HLC

 3.  ARRETDÉSEMBUER

SAVE / NOT SAVE / REINIT

RETOURREG COMM /SYNC / COAX / SSDR / 
REG IMAGES / TITRE CAM / MASQUAGE / DET MOUVE / 

AUTO / EXTERNE / COULEUR / N/B

CONFIG PRINCIPALE

 1.OTTICA DC  
 2.ESPOSIZIONE   

 4.BIL BIANCO ATW

 5.CONTROLUCE OFF 
 6.SSNR3 ON
 7.GIORNO/NOTT AUTO  
 8.SPECIALE           
 9.USCITA SAVE

DC 

LUMINOSITÀ / OTTURATORE / AGC / SENS-UP / RITORNO

ATW / ESTERNO / INTERNO /MANUALE/ AWC SET

ON / OFF

SAVE / NOT SAVE / RESET

      

  3.  OFFSCHIARIMENTO

OFF / USER BLC / HLC

OFF / AUTO / MANUALE

REG IMMAGINE / TITOLO CAM / PRIVACY / MOTION
 DET / SYNC / COAX /  SSDR /  REG COM / RITORNO

AUTO / ESTERNO / COLORE / B/N

HLAVNÍ NASTAVENÍ

 1.OBJEKTIV DC  
 2.EXPOZICE   

 5.PODSVÍCENÍ VYP 
 6.SSNR3 ZAP
 7.DEN/NOC AUTO
 8.SPECIÁL           

DC 

JAS / CLONA / AGC / SENS-UP / RETURN

ATW / VENKU / UVNITŘ / RUČNÍ / AWC SET

ZAP / VYP

ULOŽIT / NEUKLÁDAT / RESETOVAT

 4.VYVÁŽENÍ BÍLÉ ATW
3.ODMLZIT   VYP

VYP / USER BLC / HLC

VYP / AUTO / RUČNÍ 

ÚPR AVA SNÍMKU / NÁZEV KAMERY  / SOUKROMÍ / MOTION
 DET / SYNC / COAX / SSDR / ÚPR KOMUNIKACE / RETURN 9.VÝSTUP ULOŽIT

AUTO / VENKOVNÍ / BARVA / ČB

➒
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➒
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ROMÂNǍ 

PORTUGUÊS

SRPSKI

Ghid rapid Brzi vodič
SVENSKA DANSK

日本語 한국어

간단 설명서 High Resolution weatherproof 
IR Camera

삼성테크윈주식회사

품질보증서 MEMO

➊ 선쉴드
➋ 선쉴드 어댑터 : 선쉴드를 카메라에 고정시키는 역할을 합니다.
➌ 포커스 조절 레버 : 좌우로 돌려 최적의 초점을 맞출 수 있습니다.
➍ 줌 조절 레버 :  좌우로 돌려 피사체의 크기를 조절할 수 있습니다. 
➎ 프런트 커버
➏ 기능설정 스위치 :  메뉴를 화면에 표시한 후, 상/하/좌/우로 이동시켜 원하는 항목을 선택

하거나 값이나 상태를 바꾸는데 사용합니다.
➐ 영상출력 단자 :  카메라 설치 시 영상확인을 위해 모니터와 연결하여 사용합니다.
➑ 기능단자 :
➒ 영상출력 단자 : 비디오 신호를 출력합니다.
❿ 전원 입력 단자 : 전원 사양에 맞게 연결하세요.

❶  フード
➋  フード固定アダプター
➌ フォーカスレバー : フォーカスレバーを動かしてレンズのフォーカスを設定します。
➍ ズームレバー : ズームレバーを動かして、レンズのズーム拡大を設定します。
➎  フロントカバー
➏  機能設定スイッチ : メニュー画面でスイッチを上下左右に移動して希望する項目を
選択するか、設定値を変更します。

➐  設置用映像出力端子 : カメラ設置時に映像確認のため、モニターと接続して使用します。
➑  機能ジャック : これには、RS-485通信ジャック、
➒  映像出力ケーブル : 映像信号はこのポートから出力されます。
❿  電源入力端子 : ここでモデルごとの指定に従って電源を接続します。

TÜRKÇE

Hızlı Kılavuz

• Cihazın Ticaret Bakanlığınca önerilen ortalama ömrü. • Cihazın EEE yönetmeliklerine uygun olduğuna benzer beyan.
KOYUNCU ELEKTRONİK BİLGİ İŞLEM SİSTEMLERİ San. Ve Tic. A.Ş.

EDS ELEKTRONIK DESTEK San. Tic. Ltd. Sti.
KONT BILISIM TEKNOLOJILERI ve Dis Ticaret A.S.

POLSKIРУССКИЙ

Skrócona instrukcja obsługi

A급기기 (업무용 방송통신기자재)
이 기기는 업무용(A급) 전자파적합기기로서 판매자 또는 사용자는 이 점을 주의하시기 바라며, 가정외의 
지역에서 사용하는 것을 목적으로 합니다.

SCO-2081R Краткое руководство пользователя SCO-2081R SCO-2081R SCO-2081R SnabbmanualSCO-2081R KvikmanualSCO-2081R

SCO-2081R

SCO-2081RSCO-2081RクイックマニュアルSCO-2081R Manual RápidoSCO-2081R

OCHOBHЫE HACTPOЙKИ

 1.OБЪEKTИB DC  
 2.ЭKCПO3ИЦИЯ     

 4.БAЛAHC БEЛOГО ATW

 5.ФОHOBAЯ ЫkЛ. 
 6.SSNR3 BKЛ.
 7.ДEHЪ/HОЧЪ ABTO  
 8.          
 9.BЫXOД SAVE 

DC 

ЯPKOCTЪ / 3ATBOP / AGC / SENS-UP / RETURN

BKЛ. / BЫkЛ.

BЫkЛ. / USER BLC / HLC

HACTP. И30БP. / HA3BAHИE KAME / ПPИBATHOCTЪ  / CИГHAЛ. 
ДBИЖ / COAXSYNC / X / SSDR / 

  3.AHTИTУMаΗ         BЫkЛ. BЫkЛ. / ABTO / BPУЧНУЮ

ATW / OUTDOOR / INDOOR / BPУЧНУЮ /AWC→SET

SAVE / NOT SAVE / ПEPE3AГPУ3TЬ 

НАСТРОЙКА СВЯЗИ / RETURN

ABTO / НАРУЖНЫЙ / ЦВЕТ / Ч/Б

 1.OBIEKTYW DC  
 2.EKSPOZYCJA     

 5.BACKLIGHT WYŁ 
 6.SSNR3 WŁ
 7.DZIEŃ/NOC AUTO  
 8.SPECJALNE           
 9.WYJŚCIE ZAPISZ

DC 

WŁ / WYŁ

ZAPISZ / NIE ZAPISZ / RESET 

MENU	GŁÓWNE

 4.BALANS BIELI ATW
 3.PRACA W MGLE WYŁ

KONF. OBRAZU / NAZWA / PRYWATNOŚĆ /  DET. 

WŁ.

RUCHU / SYNC / COAX / SSDR / KOMUNIKACJA / WYJDŹ

WYŁ / AUTO / RĘCZNIE

WYŁ /  BLC UŽYTK. / HLC

WYJDŹJASNOŚĆ / MIGAWKA / AGC / SENS-UP / 

ATW / OŚW. ZEWN. / OŚW. WEWN. / RĘCZNIE/ AWC-

AUTO / ZEWNĘTRZNY / KOLOR / CZ/B

CONFIGURARE PRINCIPALǍ 

 1.LENTILǍ DC  
 2.EXPUNERE     

 5.LUM. FUNDAL OPRIT 
 6.SSNR3 PORNIT
 7.NOAPTE/ZI AUTO  
 8.SPECIALE           
 9.IEŞIRE SALVEAZǍ

DC 

LUMINOZOTATE / OBTURATOR / AGC / SENS-UP / RETURN

ATW / EXTERIOR / INTERIOR /MANUAL /AWC SET

PORNIT / OPRIT 

 4.NIVEL DE ALB ATW

 3.FĂRĂ CEAŢĂ OPRIT OPRIT / AUTO / MANUAL 

MIŞ 

OPRIT / USER BLC / HLC

AJUST IMAGINE / SUBTITRARE / CONFIDEN  / DETŢ
/ SINC / COAX / SSDR / AJUST COM / RETURNCARE

SALVEAZĂ / NU SALBA / RESETARE  

AUTO / EXTERN / COLOR / B/W

GLAVNO PODEŠAVANJE

 1.SOČIVO DC  
 2.     

 4.BALANS BELE ATW
 5.BACKLIGHT ISKLJULENO 
 6.SSNR3 UKLJUČENO
 7.DAN/NOĆ AUTO  
 8.SPECIJALNO           

DC 

OSVETLJENJE / KAPAK / AGC / OTKRIVANJE / RETURN

ATW / NAPOLJU / UNUTRA / RUČNO / AWC SET

UKLJUČENO / ISKLJULENO

SAČUVAJ / NE SAČUVATI / RESETUJ

3.ODMAGLJIVANJE  ISKLJULENO ISKLJULENO/ AUTO / RUČNO

ISKLJULENO / USER BLC / HLC

POD. SLIKE / NAZIV KAMERE / PRIVATNOST / DET
 POKRETA / SYNC / COAX / SSDR / COMM ADJ / RETURN 9.IZLAZ SAČUVAJ

IZLOŽENOST

AUTO / EKSTERNO / BOJA / CZ/B

HUVUDINSTÄLLNINGAR 

 1.LINS DC  
 2.EXPONERING     

 5.MOTLJUS AV 
 6.SSNR3 PÅ
 7.DAG/NATT AUTO  
 8.SPECIAL           
 9.AVSLUTA SPARA

DC 

LJUSSTYRKA / SLUTARE / AGC / SENS-UP / RETURN

ATW / UTOMHUS / INOMHUS / MANUELL / AWC SET

PÅ / AV

SPARA / EJ / ÅTER

 4.VITBAL.  ATW
 3.DIMMA AV AV / AUTO / MANUELL 

 

AV  /  USER BLC / HLC

BILDJUST. / KAMERATITEL / AVSKILDHET / RÖRELSEDET. /
SYNK. /  COAX / SSDR / KOMM.JUST. / RETURN

AUTO / EXTERN / FÄRG / S/V

HOVEDOPSÆTNING

 1.LINSE DC  
 2.EKSPONERING   

 5.MODLYS SLUK 
 6.SSNR3 TÆND
 7.DAG/NAT AUTO  
 8.SPECIAL           
 9.FORLAD GEM

DC 

LYSSTYRKE / LUKKER / AGC / SENS-UP / RETURN

ATW / UDENDØRS / INDENDØRS / MANUEL / AWC SET

TÆND / SLUK

GEM / GEM IKKE / NULSTIL

   3.AFDUGGE  SLUK SLUK / AUTO / MANUEL

SLUK / USER BLC / HLC

 4.HVIDBALANCE ATW

AUTO / EKSTERN / FARVE / S-H

BILLEDJUST. / KAMERATITEL / PRIVATLIVETS /BVGSPORING /
 SYNK. / COAX / SSDR / KOMM.JUST. / RETURN

기능설정
 1.렌즈 DC  
 2.노출보정     

 6.노이즈제거 사용
 7.주야간모드설정 자동  
 8.스페셜설정   
 9.종료 저장

DC 
밝기조정/셔터/게인/영상축적/복귀

자동/실외보정/실내보정/수동/일시보정 →SET버튼 
미사용/사용자역광보정/HLC

저장/저장안함/설정초기화

 4.화이트발란스 자동
   3.

 5.역광보정 미사용 

미사용 

이미지 설정 / 카메라명칭 / 
동기설정 / 

동작탐지 / 프라이버시 / 
/   COAX / SSDR 

미사용 / 자동 / 수동  

사용/미사용

통신설정/복귀

자동/외부입력/컬러/흑백

MAIN設定

 1.レンズ DC  
 2.露出補正     

 5.逆光補正 OFF 
 6.SSNR3 ON
 7.DAY/NIGHT AUTO  
 8.SPECIAL           

DC 

BRIGHTNESS / SHUTTER / AGC / SENS-UP / 戻る

ATW / 室外 / 室内 / MANUAL / AWC SET

ON / OFF

SAVE / NOT SAVE / RESET

 4.WHITE BAL ATW
 3.DEFOG  OFF OFF / AUTO / MANUAL

IMAGE機能 / カメラ

OFF / USER BLC / HLC

 TITLE / PYIVACY / MOTION DET /
 SYNC / COAX / SSDR /  9. SAVEEXIT COMM ADJ / 戻る

AUTO / EXTERN / COLOR / B/W

ANA AYAR

 1.LENS DC  
 2.POZLAMA     

 4.BEYAZ DENG ATW

 5.ARKA IŞIK KAPALI 
 6.SSNR3 AÇIK
 7.GÜNDÜZ/GECE AUTO  
 8.ÖZEL           
 9.ÇIK KAYDET

DC 

PARLAKLIK / ORBURATÖR / AGC / SENS-UP / RETURN 

ATW / DIŞ MEKAN / İÇ MEKAN / MANUEL / AWC SET

AÇIK / KAPALI 

KAYDET / KAYDETME / SIFIRLAMA 

 3.BUĞUYA KARŞI KAPALI KAPALI / AUTO/ MANUEL

KAPALI / USER BLC / HLC

GRNT AYARI /  GİZLİLİK / 
COAX / SSDR / İLTŞ AYARI / RETURN
 KAM İSMİ / 

SENK / 
HAREKET

 DED /

AUTO / DIŞ / RENK / S/B

RS-485통신, 

ACB. B

CONFIGURAÇÃO PRINCIPAL

  
 2.EXPOSIÇÃO     

 7.DIA/NOITE AUTO  
 8.ESPECIAL           
 9.SAIR SALV

DC 

BRILHO / OBTURADOR / CGA / SENS-UP / RETORNAR 

ATW / OUTDOOR / INDOOR  / MANUAL / AWC SET

LIG / DESL 

SALV / NÃO SALV / REDEF

 4.

   3.ANTI NEVOEIRO   DESL  
EQUIL BRANCO ATW

 1.LENTE DC

 5.ILUM TRASEIRA DESL  
 6.SSNR3 LIG

DESL/ AUTO / MANUAL 

DESL / BLC / HLC 

MOVIMENTO / SINC / COAX / SSDR / AJ COM / RETORNAR
AJ IMAGEM /  TÍTULO CÂMERA / PRIVACIDADE / DET 

AUTO / EXTERNO / COR / B/P

 and GND. , ALARM OUT, EXT_ D/N input
 and GND. ALARM OUT, EXT_ D/N input

 and GND. ALARM OUT, EXT_ D/N input
 and GND. ALARM OUT, EXT_ D/N input

 and GND. ALARM OUT, EXT_ D/N input
 and GND. ALARM OUT, EXT_ D/N input

 and GND. ALARM OUT, EXT_ D/N input and GND. ALARM OUT, EXT_ D/N input
 and GND. ALARM OUT, EXT_ D/N input

 and GND. ALARM OUT, EXT_ D/N input
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