VERIFICATION OF
FCC PART 15 COMPLIANCE

KES hereby verify that the subject product complies with all the
electromagnetic emission specified in the FCC Rule Part 15

Product Description: Digital Video Recorder

Model/Brand Name: SRD-494N

Variant Model: -

FCC Rule Part(s): FCC 47CFR Part 15 Subpart B Class A
Part 15.107(b) & Part 15.109(b)

FCC Procedure: Verification

Applicant Name: Hanwha Techwin Co., Ltd.

Applicant Address: 1204,Changwon-daero,Seongsan-gu,Chang
won-si, Gyeongsangnam-do

Manufacturer Name: Tianjin Samsung Techwin Opto-Electronic
Co.,Ltd.

Manufacturer Address: No.11 Weiliu Rd,Micro-Electronic Industrial
Park, TEDA, Tianjin, 300385, People's Republic
of China

Test Report Reference No.: KES-E1-16T0117

Digital Video Recorder, Model SRD-494N has been tested in accordance with the measurement procedures
specified in FCC 47CFR Part 15 Subpart B class A and has been shown to be complied with the electromagnetic
emission limits specified in FCC Rule Part 15 Subpart B class A. A testing of the sample product has been valid
for the sample tested based on the reference test report, KES-E1-16T0117

Dong Hun, Jang
Date of Issue: 03. 25. 2016 .
Technical Manager

Signature:

KES.CO.’ Ltd.
KES C-3701, 40, Simin-daero 365beon-gil, Dongan-gu, Anyang-si, Gyeonggi-do,431-716, Korea

Tel: +82-31-425-6200 //Fax: +82-31-424-0450
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EMC TEST REPORT For FCC

Test Report No.
Date of Issue
Product name
Model/Type No.
Variant Model
Applicant

Applicant Address

Manufacturer

Manufacturer Address

Equipment authorization :

Date of Receipt
Test date

Test Results

Tested by

KES-E1-16T0117
Mar. 25, 2016
Digital Video Recorder

SRD-494N

Hanwha Techwin Co., Ltd.

1204, Changwon-daero, Seongsan-gu, Changwon-si,
Gyeongsangnam-do, korea

Tianjin Samsung Techwin Opto-Electronic Co., Ltd.
No.11 Weiliu Rd,Micro-Electronic Industrial Park, TEDA,
Tianjin, 300385, People's Republic of China

[ ] Declaration of Conformity
X verification

[] certification

Mar. 14, 2016

Mar. 17, 2016

X In Compliance [ ] Not in Compliance

Reviewed by

—

Yung Suk, Song
EMC Test Engineer

Dongﬁn, Jang
EMC Technical Manager
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REPORT REVISION HISTORY

Date Test Report No. Revision History

Mar. 25, 2016 KES-E1-16T0117 Issued
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KES Co., Ltd. This document may be altered or revised by KES Co., Ltd. personnel
only, and shall be noted in the revision section of the document. Any alteration of
this document not carried out by KES Co., Ltd. will constitute fraud and shall nullify
the document.
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1.0 General Product Description

Main Specifications of EUT are:

4channel BNC
Video Inputs 1080P/720P AHD Camera
INTSCIPAL
Resolution 1920 1080, 1280 x 720, 960 x 480, 704 x 480 / 960 x 576, 704 x 576
Frame rate 120fps , 100fps
Live Resolution 1920 1080, 1280 x 720, 960 x 480, 704 x 480 / 960 x 576, 704 x 576
MuRi Screen display 114PIP
Performance
Operating System Embedded Linux
Compression H.264
Up to 120fps@1920 x 1080 / Up o 100fps@1920 x 1080
Up to 120fps@1280x 720 /Upto 100fps@1280x 720
Record Rafe INTSC: Upto 120fps @ 960x480 1 PAL: Upto 100fps @ 960x576
NTSC: Upto 120fps @ 704x480 PAL: Up to 100fps @ 7041576
NTSC: Upto 120fps @ 704x2401 PAL: Upto 100fps @ 7041288
Recording NTSC: Upto 120fps @ 352¢2401 PAL: Up to 100fps @ 352268
Mode NTSC. Manual, Schedule (Continuous/Event), Event(Pre/Past), Time lapse (1~30 fps)
PAL Manual, Schedule (Continuous/Event), Event(Pre/Post), Time lapse (125 fog)
Event Video Loss, Motion(Level 1~10), Alarm, Tampering(Level 1~3)
Ovenwrite modes Continuous
Pre-alarm Up 10 30 sec (5,10,20,30 Sec)
Post-Alarm Upto 6 hour (5,10,20,30 sec,1,3,5,10,20 min,1,2,3,4,5,6 hour)
Search mode Dateftime, Event, Back up, Pos, Motion (% Al Search Included Preview Function)
Search & Playback Fast Forward/Backward (2,4 x8,x16,%32,x64) %Backward Play with |-frame Only,
Playback function Slow Forward/Backward (1/2 x1/4,x1/8)
Step ForwardiBackward (2, x4 x8,x16%32,64) & Backward Play with -frame Only
Tsrisn e Dptin 2 40F 1 20F I OTSC. 12058 PAL- 10045
Bandwidth Up to 64Mbps
Bandwidth contral Selectable
Network (Pvd) Stream 1 264(1080P17 0pHCIF2CIFICIF Selectable)
Remote users Maximum Search(3)Live Unicast(10)/Live MuRicast(20)
Protocol support TCPIIP,DHCP, PPPOE,SMTP NTP,HTTP,DDNS, RTP RTSP, SNMP
Montoring Smart viewer, Web viewer, SSM(CMS)
Platform |Andraid, 05
Smart phone Protocol support RTP RTSP HTTP,CGI
Remote users Maimum Live 4, Play back 1CH
Internal HOD Upto 2 SATA HDDs (MAX:6Tx2=12T)
External (e-SATA Interface) NIA
Storage OVD Writer (Back-up) /A
USB (Mouse/Back-up) USB 2.0, 2 ports (Fronf)
File Format (Back-up) BUDVR Player), EXE(Include Player), AVI
Security Password Pr@ec.tinn 1 Admin, 10 Group , 10 User per 1 Group
Data Authentication Watermark
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Interface
VGA 1 VGA (12804720, 1280x1024, 1920:41080)
HOMI 1 HOMI (1280720, 12801024, 1920x1080)
Monitors Main Composite NIA
Spot(Composite) Digital Spot (2CH) % Included OSD On Screen, Mulli mode Support(1CH)
Loop Outputs NIA
Inputs/Output 4CHline in /1CH line out
Audio Compression 6.1
Sampling rate 8KHz
- npusOutps Taeé;mcrg I;;ng;lﬂz (:%I:%;Temnal 2 relay Outputs (NOINC), Raing :
Remote notification Notific ation via e-mall
Ethemet 1 RJ45 101001000 Base-T
Serial interface RS-232RS-485(Full Duplex) for PTZ, Samsung System Keyhoard
Use USB 2.0, 2 ports
Connections &5ATA A
Application Supoort Wouse, Remate Controller
Samsung-E/Samsung TiPelco-DiPelco-piPanasanic/ Philips! ADI DIAMONDI ERNAJ KALATEL VCL
Protacol support TPAVICON ELMOIGE
PTZ Control via Coaxial Cable (ACP, Pelco-C (Coaxiron))
General
) Input Voktage/Current DC12V Adaptor 44, 100~250VAC, 50~60Hz, 48watt
e Power consumption SET: MAX. 13W (1X1THDD)
Environmental Operating Temperature/umidty +0°Cto+40°C (+32'F to +104°F) J 20% to 85% RH
Dimension (W x Hx D) [W370.0x H44.0% D 32001457 x 1.73" 12.67)
Mechanicd Weight (With hard disks) 4.483K0(9.8626lb)
Rack mount kit 2 EA
English, French, German, Spanish, Ifalian, Russian, Polish, Czech, Turkish, Netherlands
Lauguaye Portuguese, Swedish, Danish, Rumania, Serbia, Croalia, Hungary, Greek, Finnish, Norwegian, Korean,
Japanese, Chinese(Tradtional), Thai, Chinese (Simplified) (25 Language)
HW Factory Reset Main B'D HW Reset Key
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1.1 Test Voltage & Frequency

Unless indicated otherwise on the individual data sheet or test results, the test voltage
and frequency was as indicated below.

Voltage [] 100vac []110vac X 120 vac [] 24 vac [ 12 vdc

Frequency [ ] 50 Hz X 60 Hz L] Hz

1.2 Variant Model Differences

Not applicable
1.3 Device Modifications

Not applicable

1.4 Equipment Under Test

Description | Model Number Serial Number Manufacturer Remarks
Digital Video _ _ Tianjin Samsung Techwin
Recorder SRD-494N Opto-Electronic Co.,Ltd. E.UT
HDD WD10PRUX WCC4J7ZDO0OEOJ WD -
Channel Well
Adapter KPL-048F-VI - Technology(guanzhou) -
Co., Ltd.
MOEIUOA,AA-
Mouse SM2PCPB 1423004527 - -
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1.5 Support Equipments
Description| Model Number Serial Number Manufacturer Remarks

Monitor LS23C340 ZXPCHTMF B01032M SAMSUNG -
CNO7BN4400591BSK2 |11ssan Elecom(shen yang) _

Adapter A2514_DPN 8F6NF841 Co., Ltd
Monitor LS23C340 ZXPCHTMF B01032M SAMSUNG -
CNO7BN4400591BSK2 |11ssan Elecom(shen yang) _

Adapter A2514_DPN 8F6NF841 Co., Ltd
Monitor SMT-2232 Co5V67VFo000258 | VeINA! Daewoo Blectronics|
Notebook NT-R410Y Z9YJ93CS300631H SAMSUNG -

LI SHIN INTERNATIONAL
Adapter AD-6019 - ENTERPRISE CORP. B
Camera 5131/HBB89F 1503050001 - -
W&T-

Adapter | \pe0120B500 - JET -
Mouse CC-93-9F LU139006416 Logitech -
MIC CMK-303 - CAMAC -
Spearker - - MASS -
Alarm - - - -
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1.6 External 1/0 Cabling
Start END Cable Spec.

Description 1/0 Port Description 1/0 Port Length Shield

RJ-45 NOTEBOOK RJ-45 4.0 U

D-SuUB Monitor D-SuUB 1.5 S

HDMI Monitor HDMI 1.7 S

BNC Monitor BNC 10.0 S

All-In-One Audio In Spearker Audio Out 1.2 U

(E.U.T) Audio Out MIC Audio In 1.2 u

uSB Mouse USB 1.3 0]

RS-232 Mouse RS-232 2.0 0]

BNC Camera BNC 10.0 S

2Pin Alarm 2Pin 1.0 U

* Unshielded=U, Shielded=S

1.7 EUT Operating Mode(s)

Equipment under test was operated during the measurement under the following
conditions:

Test mode Normal operating

Normal MONITORING , PING TEST
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1.8 Configuration

B AC Main

F

'

'

T

Monitor

Adapter Adapter Adapter Adapter
Monitor Monitor Digital Video Notebook
Recorder
(EUT)
|
Mouse
MIC Spearker Alarm
Camera
Adapter =T
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1.9 Calibration Details of EqQuipment Used for Measurement
Test equipment and test accessories are calibrated on regular basis. The maximum
time between calibrations is one year or what is recommended by the manufacturer,
whichever is less.

1.10 Test Facility

The measurement facility is located at 473-29 Gayeo-ro, Yeoju-si, Gyeonggi-do, 12658
Korea. The sites are constructed in conformance with the requirements of ANSI C63.4
and CISPR Publication 22.

1.11 Laboratory Accreditations and Listings

Country Agency Scope of Accreditation Logo

USA FCC 3 & 10 meter Open Area Test Sites and
one conducted site to perform FCC Part
15/18 measurements.

JAPAN VCCI Mains Ports Conducted Interference
Measurement, Telecommunication Ports
Conducted Disturbance Measurement and V@I
Radiation 10 meter site, Facility for

measuring radiated disturbance above 1

Gz R-4308, C-4798,

T-2311, G-914

KOREA MSIP EMI (10 meter Open Area Test Site and
two conducted sites)

Radio(3 & 10 meter Open Area Test Sites
and one conducted site)

EMS (ESD, RS, EFT/Burst, Surge, CS,
Magnetic, Dips and interruptions)

KR0O100

Canada IC 3 & 10 meter Open Area Test Sites and
one conducted site

Europe CE EMI (10 meter Open Area Test Site and
two conducted sites)

Radio(3 & 10 meter Open Area Test Sites
and one conducted site)

EMS (ESD, RS, EFT/Burst, Surge, CS,
Magnetic, Dips and interruptions)

International KOLAS EMI (10 meter Open Area Test Site and
two conducted sites)

Radio(3 & 10 meter Open Area Test Sites
and one conducted site)

EMS (ESD, RS, EFT/Burst, Surge, CS,
Magnetic, Dips and interruptions) TESTING NO. 48]
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2.0 Test Regulations
The emissions tests were performed according to following regulations:

] EMC — Directive 2004/108/EC

[] EN 61000-6-3:2011
[] EN 61000-6-1:2007
[] EN 61000-6-4:2007 +A1:2011
[] EN 61000-6-2:2005
[] EN 55011:2007 +A1:2010 [] Group 1 [ ] Group 2
[] class A [] class B

[] EN 55014-1:2006 +A2:2011
[] EN 55014-2:1997 +A2:2008
[] EN 55015:2013
[] EN 55022:2010 [] class A [] Class B
[] EN 55024:2010
[] EN 50130-4:2011 +A1:2014
[] EN 61000-3-2:2014
[] EN 61000-3-3:2013
[] EN 61326-1:2013
[] vcel v-3 7/ 2013.04 [] class A [] Class B
[] AS/NZS CISPR22:2009 +A1:2010 [] class A [] Class B
X 47 CFR Part 15, Subpart B / ANSI C63.4-2009 [X] Class A [ class B
[] I1C Regulation ICES-003 : 2012

/ ANSI C63.4-2014 [] class A [] Class B
[ ] CISPR 22:2009 +A1:2010 [ ] Class A [ ] class B
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[] R&TTE— Directive 1999/5/EC

] EN 301 489-1V1.9.2
[ ] Equipment for fixed use
Equipment for vehicular use
Equipment for portable use
] EN 301 489-3 V1.6.1
] EN 301 489-17 v2.2.1

] EN 60945:2002
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2.1

Conducted Emissionsat Mains Power Ports

Test Date
Mar. 17, 2016

Test Location

Electro wave Shieldroom

Test EQuipment

Used| Description Model Number |Manufacturer S Cal. Due
Number
X EMI Test ESR3 R&S 101783 |05, 06, 2016
Receiver
X LISN ENV216 R&S 101137 02, 04, 2017
X LISN ENV216 R&S 101786 05, 06, 2016
] LISN ESH2-Z5 R&S 100450 05, 06, 2016
Electro wave
> Shieldroom B SEMITEC ) )
Test Conditions
Temperature: 24.2 C
Relative Humidity: 42.5 %
Frequency Range of Measurement
150 kiz to 30 Mt
Instrument Settings
IF Band Width: 9 khz
TestResults
The requirements are:
Xl PASS
[] NOT PASS
[ ] NOT APPLICABLE
Remarks
See Appendix A for test data.
This report shall not be reproduced except in full, without the written approval of KES Co., Ltd.
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2.2

Radiated Electric Field Emissions(Below 1 @)

Test Date
Mar. 17, 2016

Test Location

] Open Area Test Site #1

Test EqQuipment

X Open Area Test Site #2

Used

Description

Model Number

Manufacturer

Serial
Number

Cal. Due

X

EMI Test
Receiver

ESR3

R&S

101781

05, 06, 2016

X

Trilog-Broadband
Antenna

VULB 9163

SCHWARZBECK

9168-713

05, 15, 2017

X

Open Area Test
Site

KES

X

Antenna Mast

DAEIL EMC

X

Turn Table

DAEIL EMC

Test Conditions
Temperature:
Relative Humidity:

15.8 C
38.0 %

Frequency Range of Measurement
30 Mz to 1 GHz

Instrument Settings

IF Band Width: 120 kHz

Test Results
The requirements are:

X pass
] NOT PASS
] NOT APPLICABLE

Remarks
See Appendix A for test data.
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2.3

Test Date
Mar. 17, 2016

Test Location
Semi Anachoic Chamber #2

Test EQuipment

Radiated Electric Field Emissions(Above 1 (iz)

Used| Description |Model Number| Manufacturer SEEl Cal. Due
Number
X EMI Test ESU26 R&S 100552 |05, 06, 2016
Receiver
Broadband Schwarzbeck
|Z Coaxial BBV 9718 Mess - 9718-246 |10, 23, 2016
Preamplifier Elektronik
DOUBLE RIDGED
|Z HORN ANTENNA SAS-571 A.H.SYSTEM,INC 781 05, 07, 2017
Semi Anachoic
I Chamber #2 - SEMITEC B B
X | Antenna Mast - AUDIX - -
X Turn Table - AUDIX - -
Test Conditions
Temperature: 24.2 C
Relative Humidity: 42.5 %

Frequency Range of Measurement

1 Gz to 5 GHz

Instrument Settings
IF Band Width: 1 W

Test Results
The requirements are:

X pass
] NOT PASS
] NOT APPLICABLE

Remarks
See Appendix A for test data.
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APPENDIX A — TEST DATA
Conducted Emissions at Mains Power Ports
[HOT]
Common Information
Test Description: Conducted Emission
Model No.: SRD-494N
Mode FCC
Operator Name: KES
100 T
80 | ECC Part 15 Class A Volage on Mains QP
= 60-:“_ i i - o T e __ECC Pan 15 Class A Voltage on Mains AV_
g 1
T 40T %
5 i g 3
8 I
20 z
Sl
150k 300 400 500 800 1M 2M 3M 4AMSM 6 8 10M 20M  30M
Frequency in Hz
Final Result
Frequency | QuasiPeak | CAverage | Limit | Margin | Meas. | Bandwidth | Line | Corr.
(MHz) (dBuv) (dBuv) | (dBpv) | (dB) | Time (kHz) (dB)
(ms)
0.160000 — 33.17 66.00 32.83 | 1000.0 9.000 | L1 9.7
0.160000 51.12 — 79.00 27.88 | 1000.0 9.000 [ L1 9.7
0.510000 — 35.27 60.00 24.73 | 1000.0 9.000 | L1 9.7
0.510000 40.47 o 73.00 32.53 | 1000.0 9.000 | L1 9.7
1.380000 — 24.50 60.00 35.50 | 1000.0 9.000 | L1 9.7
1.380000 29.54 — 73.00 43.46 | 1000.0 9.000 [ L1 9.7
4.020000 — 26.07 60.00 33.93 | 1000.0 9.000 | L1 9.8
4.020000 31.53 — 73.00 41.47 | 1000.0 9.000 [ L1 9.8
18.790000 — 33.16 60.00 26.84 | 1000.0 9.000 | L1 10.2
18.790000 38.65 o 73.00 34.35 | 1000.0 9.000 [ L1 10.2
18.835000 — 32.90 60.00 27.10 | 1000.0 9.000 | L1 10.2
18.835000 38.39 — 73.00 34.61 | 1000.0 9.000 [ L1 10.2
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[NEUTRAL]
Common Information
Test Description: Conducted Emission
Model No.: SRD-494N
Mode FCC
Operator Name: KES
100 T
“T | ECC Pari 15 Class A Voliage on Mains QP
2 ot - - L FCC Pan 15 Class A'Voltage on Mains AV._
s8]
= T®
T 40T b d
3 &
L 1@ ¢ : g
201 ¢
0-_
150k 300 400500 800 1M 2M  3M 4MS5M 6 8 10M 20M  30M
Frequency in Hz
Final _Result
Frequency | QuasiPeak | CAverage | Limit | Margin | Meas. | Bandwidth | Line | Corr.
(MHz) (dBuV) (dBuV) (dBupVv) | (dB) Time (kHz) (dB)
{ms)
0.165000 —-- 28.99 66.00 37.01 | 1000.0 9.000 | N 9.6
0.165000 48.75 --- 79.00 30.25 | 1000.0 9.000 N 9.6
0.505000 — 34.32 60.00 25.68 | 1000.0 9.000 | N 9.7
0.505000 40.55 -—- 73.00 32.45| 1000.0 9.000 | N 9.7
2.995000 -— 22.30 60.00 37.70 | 1000.0 9.000 | N 9.7
2.995000 28.61 --- 73.00 44.39 | 1000.0 9.000 N 9.7
4.035000 — 26.12 60.00 33.88 | 1000.0 9.000 | N 9.8
4.035000 31.46 --- 73.00 41.54 | 1000.0 9.000 N 9.8
18.455000 — 31.50 60.00 28.50 | 1000.0 9.000 N 10.1
18.455000 37.20 --- 73.00 35.80 | 1000.0 9.000 | N 10.1
18.935000 — 31.55 60.00 28.45 | 1000.0 9.000 | N 101
18.935000 37.50 --- 73.00 35.50 | 1000.0 9.000 | N 10.1
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Radiated Electric Field Emissions(Below 1 (Hz)
Corrected | Applicable
Frequency | Amplitude | ANT | ANT. Height Correction Factor
Amplitude Limit Margin
Polar.
ANT. Cable [dB]
[ME] [dBuV] (H/V) [m] [dByV/m] [dBV/m]
[dB/m] [dB]

148.97 16.96 H 1.23 8.16 2.76 27.88 43.50 15.62
149.99 11.95 \Y 1.87 8.20 2.77 22.92 43.50 20.58
188.37 10.67 \Y 2.08 10.20 3.15 24.02 43.50 19.48
269.37 11.87 H 1.39 12.79 3.96 28.62 46.40 17.78
292.40 11.67 \Y 3.01 13.23 4.15 29.05 46.40 17.35
298.33 12.36 H 1.25 13.35 4.20 29.91 46.40 16.49
354.37 10.09 \Y 2.33 14.64 4.69 29.42 46.40 16.98
429.74 13.08 H 1.09 16.12 5.25 34.45 46.40 11.95

* H : Horizontal, V : Vertical
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Radiated Electric Field Emissions(Above 1 GHz)

goLeve! (dBuv/m)
70
60 FCC1 GHZ - 5 GHZ AV(A)
50
40
|
30
20
10
%1000 1300. 1500.  1700.  1900. 2500. 2300. 2500.  2700. 3000
Frequency (MHz)
Site chamber
Condition: FCC 1 GHZ - 5 GHZ PK(A) 3m HORN781(2015.85.07) horizontal
RBW:1600.000kHz VBW:1000.0€0kHz SWT:Auto
Project
Model SRD-494N
Mode FCC
Memo 1 - 3 GHz
Read Ant (able Preamp TPos Limit Over
Freg Level Factor Loss Factor Line Limit Pol/Phase Remark
MHz dBuV dB/m dB dB deg dBuV/n dB
1 39.38 24.06 6.62 46.10 44 60.80 -30.04 horizontal Average
2 54.64 24.06 6.62 40.10 44 80.00 -34.78 horizontal Peak
5 | 41.33 25.83 7.91 39.88 24 60.00 -24.81 horizontal Average
6 58.36 25.83 7.91 39.88 24 80.00 -27.78 horizontal Peak
7 45.38 26.43 8.34 39.81 58 60.80 -19.66 horizontal Average
8 53.41 26.43 8.34 39.81 58 80.80 -31.63 horizontal Peak
9 29.52 28.97 9.47 39.67 176 60.00 -32.61 horizontal Average
10 54.32 28.67 9.47 39.67 176 80.80 -27.81 horizontal Peak
11 26.61 29.33 10.25 39.97 164 60.00 -33.78 horizontal Average
12 48.86 29.33 10.25 39.97 164 8@.60 -31.53 horizontal Peak
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20 Level (dBuV/m)
70
60 . FCC1 GHZ- 5 GHZ AV(A)
10
3 t
50
40
[ :
30 : |
1
20
10
1000 1300.  1500.  1700.  1900.  2100.  2300.  2500.  2700. 3000
Frequency (MHz)
Site chamber
Condition: FCC 1 GHZ - 5 GHZ PK(A] 3m HORN781(2915.95.07) vertical
RBW:1600.000kHz VBW:1000.088kHz SWT:Auto
Project
Model : SRD-494N
Mode FCC
Memo 1 - 3 GH=z
Read Ant Cable Preamp TPos Limit Over
Freq Level Factor Loss Factor Line Limit Pol/Phase Remark
MHz dBuV dB/m dB dB deg dBuV/n dB
1 1038.09 35.57 24.66 6.62 40.10 324 60.00 -33.85 vertical Average
2 1038.09 50.98 24.06 6.62 48.190 324 80.00 -38.44 vertical Peak
< Ay 1188.92 59.08 24.66 7.06 40,83 169 60.08 -9.23 vertical Average
4 1188.99 61.38 24.66 7.66 40.93 169 80.90 -26.93 vertical Peak
5 1484.09 4€.59 25.83 7.91 39.88 13 60.00 -25.55 vertical Average
6 1484.09 57.48 25.83 7.91 39.88 13 80.00 -28.66 vertical Peak
'/ 1666.09 34.81 26.55 8.43 39.79 52 60.00 -30.00 vertical Average
9 2228.09 40.21 28.44 9.70 39.76 27 60.00 -21.41 vertical Average
10 2228.90 54.75 28.44 9.78 39.76 27 80.88 -26.87 vertical Peak
11 2600.00 26.31 29.35 10.27 39.98 154 60.00 -34.05 vertical Average
12 2600.02 47.16 29.35 10.27 39.98 154 80.00 -33.20 vertical Peak
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aeLevﬂ[dBuVﬂn}
70
60 FCC1GHZ -5 GHZ AV(A)
i B
50
v s
_ LW
40 dww MWMM
30
20
10
ﬁ3000 3300. 3500. 3700. 3900, 4100. 4300. 4500. 4700. 5000
Frequency (MHz)
Site : chamber

Condition: FCC 1 GHZ - 5 GHZ PK(A) 3m HORN781(2015.05.07) horizontal
: RBW:1€00.000kHz VBW:1000.0€0kHz SWT:Auto

Project
Model : SRD-494N
Mode : FCC
Memo + 3 - 5 GH=z
Read Ant Cable Preamp TPos Limit Over
Fregq Level Factor Loss Factor Line Limit Pol/Phase Remark
MHz dBuV dB/m dB dB deg dBuV/n dB
g i 3117.82 25.81 30.53 11.52 40.23 44 60.00 -32.37 horizontal Average
2 3117.090 38.84 30.53 11.52 40.23 44 80.00 -39.34 horizontal Peak
3

3711.00 '29.59 31.52 12.93 40.35 55 60.0@ -26.40 horizontal Average

1.089 L8 5 55 zontal Peak

horizental Average

T - L
10.4

18,32

6 4455.090 42.84 34.61 14.35 40.41 352 80.00 -28.61 horizontal Peak
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20 Level (dBuV/m)
70
60 FCC1 GHZ - 5 GHZ AV(A)
6
50 p 4

30

20

10

o kbbb

3000

Site

Condition:

Project
Model
Mode
Memo

3300.

chamber

3500.

3700. 3900.

4100. 4300. 4500.

Frequency (MHz)

FCC 1 GHZ - 5 GHZ PK(A) 3m HORN781(2015.05.07)
RBW:1€00.000kHz VBW:1000.000kHz SWT:Auto

SRD-494N
FCC

3 - 5 GHz

Read

Ant

Freq Level Factor

Cable Preamp
Loss Factor

TPos Limit Over
Line Limit

4700. 5000

vertical

Pol/Phase Remark

R WN R

MHz dBuV

3711.00 27.52
3711.09 45.8@
3984.00 25.53

3984.99 44.81

dB/m

31..52
31.52
31.98
31.98

a4 61

deg dBuV/n dB

330 60.00 -28.38
330 80.00 -30.10
111 60.00 -29.42
111 38©.e0 -30.14

45 0DU.Y0 -iX

vertical Average
vertical Peak
vertical Average
vertical Peak

vertical reas
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Test Setup Photos and Configuration

Conducted Voltage Emissions
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Radiated Electric Field Emissions(Below 1 GHz)
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EUT External Photographs

(Top)

(Bottom)
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EUT Internal Photographs

(Internal View)
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Main Board EUT Internal View — Main Board

(Top)

(Bottom)
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Main Board EUT Internal View — Sub Board

(Top)

(Bottom)
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Main Board EUT Internal View — USB Board
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Label Photographs

This device complies with part 15 of the FCC Rules. Operation in
subject to the fol-lowing two conditions: (1) This device may not
cause harmful interference, and (2) this device must accept any
interference re-ceived, including interference that may cause

undesired operation.
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