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Comparison Chart

Wisenet HD+ Camera
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WISeNeT HD+  WISeNeT HD+*  WISeNeT HD+  WISeNeT HD+  WISeNeT HD+  WISeNeT HD+  WISeNeT HD+
SCB-6003 SCO-6083R SCO-6023R SCD-6083R SCD-6023R SCV-6083R SCV-6023R
TV Lines/Resolutions 2MP 2MP 2MP 2MP 2MP 2MP 2MP
Imaging Device 1/3' 2M CMOS 1/3' 2M CMOS 1/3" 2MCMOS 1/3" 2MCMOS 1/3" 2MCMOS 1/3" 2M CMOS 1/3" 2MCMOS
Horizontal Resolution 1920% 1080 1920% 1080 19201080 19201080 1920 1080 1920 1080 1920 1080
Color:0.04Lux Color:0.11Lux Color:0.25Lux Color:0.11Lux Color:0.25Lux Color:0.11Lux Color:0.25Lux

Min. lllumination

B/W :0.004Lux

B/W: 0Lux (IRLED on)

2.8~12mm (4.3x)

B/W:OLux (RLED on)

B/W:0Lux (IR LED on) B/W:0Lux (IR LED on)

2.8~12mm (4.3x)

B/W:0Lux (IR LED on)

28~12mm (4.3x)

B/W:0Lux (IR LED on)

Lens - 4mm fixed (F 2.1) . 4mm fixed (F 2.1) i 4mm fixed (F 2.1)
V/F(F14) V/F (F14) V/F (F14)
VIDEO
IR Viewable Length - 30m (98.43ft) 30m (98.43ft) 20m (65.62ft) 15m (49.21ft) 30m (98.43ft) 20m (65.62ft)
H:102°(Wide) ~ 32.2°(Tele) H:102°(Wide) ~32.2°(Tele) H:102°(Wide) ~32.2°(Tele)
Angular Field of View - V:54°(Wide) ~ 18.2°(Tele) | H:80.7°/V:43.5°/D:95.8° | V:54°(Wide)~18.2°(Tele) | H:80.7°/V:43.5°/D:95.8° | V:54°(Wide)~182"(Tele) | H:80.7°/V:43.5°/D:95.8°
D:121°(Wide) ~ 38°(Tele) D:121°(Wide) ~ 38"(Tele) D:121°(Wide) ~ 38"(Tele)
0°~350°/0°~67°/ 0°~350°/0°~67°/ 0°~350°/0°~67°/ 0°~350°/0°~67°/
Pan /Tilt/ Rotate - -
0°~355° 0°~355° 0°~355° 0°~355°
Day & Night True (ICR) True (ICR) True (ICR) True (ICR) True (ICR) True (ICR) True (ICR)
Backlight Compensation BLC/DWDR BLC/DWDR BLC/DWDR BLC/DWDR BLC/DWDR BLC/DWDR BLC/DWDR
Digital Noise Reduction SSNRIV SSNRIV SSNRIV SSNRIV SSNRIV SSNRIV SSNRIV
OPERATIONAL
Motion Detection Support Support Support Support Support Support Support
Privacy Masking 4zones 4zones 4z0nes 4zo0nes 4 zones 4 zones 4 zones
Intelligent Video Analytics - - - -
Alarm I/0 0/1 0/1 - 0/1 - 0/1 -
NTSC/PAL:
i NTSC/PAL: NTSC/PAL NTSC/PAL NTSC/PAL NTSC/PAL: NTSC/PAL
Samsung CCVC, R . o X o X o )
Samsung CCVC, Samsung CCVC, Samsung CCVC, Samsung CCVC, Samsung CCVC, Samsung CCVC,
Pelco-C (Coaxitron) - -
Communication D AC Pelco-C (Coaxitron) Pelco-C (Coaxitron) Pelco-C (Coaxitron) Pelco-C (Coaxitron) Pelco-C (Coaxitron) Pelco-C (Coaxitron)
AHD:ACP AHD:ACP AHD:ACP AHD:ACP AHD:ACP AHD:ACP
(AHD Coax Protocol), X i
woags (AHD Coax Protocol) (AHD Coax Protocol) (AHD Coax Protocol) (AHD Coax Protocol) (AHD Coax Protocol) (AHD Coax Protocol)
D-40)
Environment Protection - 1P66, K10 P66 - - P66, 1K10 IP66, IK10
-30°C~+55°C -30°C~+55°C -30°C~+55°C -30°C~+55°C
X 10°C~+55°C (-22°F ~+131°F) (-22°F ~+131°F) -10°C~+55°C -10°C~+55°C (-22°F ~+131°F) (-22°F~+131°F)
FEATURES Operating Temperature X ) X X
(+14°F ~+131°F) *Start up above -10°C *Start up above -10°C (+14°F ~+131°F) (+14°F ~+131°F) *Start up above -10°C *Start up above -10°C
(+14°F) (+14°F) (+14°F) (+14°F)
5 AC24v&DC 12V AC24v&DC 12V DC12v AC24V&DC12V DC12v AC24V&DC 12V DC12v
ower
(Max. 4.2W) (Max. 6.0W) (Max.4.2W) (Max.4.2W) (Max.4.2W) (Max. 4.2W) (Max.4.2W)
@78.0x260.0mm 2586x165.2mm
684x59.6x92.7mm X 2119.8x98.5mm 2110.0x86.0mm @137.0x106.1mm ©137.0x94.0mm
Dimensions (WxHxD) / (3.07"x10.24") (@2.31"x6.5") .
(269"x2.35"x3.65") (24.72"x3.88") (©4.33"x3.39" (©539"x4.18") (@539"x3.7")
Weight (Without sun shield) (Without sunshield)
175.59 (0.391b) ) 3049 (067 1b) 2429 (0.531b) 7169 (1.581b) 5609 (1.231b)
9229 (2.031b) 2089 (046 1b)
Additional Features Defog Defog Defog Defog Defog Defog Defog
\
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Comparison Chart

Wisenet HD+ DVR
WISeNeT HD+ WISeNeT HD+ WISeNeT HD+ WISeNeT HD+
SRD-1694 SRD-1685 SRD-1684 SRD-894
Channel 16CH 16CH 16CH 8CH
0s Embedded Linux Linux Linux Linux
Live Frame Rate (NTSC/ PAL) 480fps / 400fps 480fps / 400fps 480fps / 400fps 240fps / 200fps

Max. Record Rate

480fps@1920 x 1080

480fps@1280 x 720/ 240fps@1080p

240fps@1920 x 1080

240fps@1920x 1080

Recording 400fps@1920 x 1080 400fps@1280 x 720/ 200fps@1080p 200fps@1920 x 1080 200fps@1920 x 1080
Compression H.264 H.264 H.264 H.264
. Inputs 16CH 16CH 16CH 8CH
Video
Loop Outputs - - - -
Audio Inputs 16CH (Built-in 4CH) 16CH (Built-in 4CH) 1CH 8CH (Built-in 4CH)
Storage Internal HDD Up to 8 SATAHDDs Up to4 SATAHDDs 1 SATAHDD Upto4 SATAHDDs
g External HDD Up to 2 expansion bays Up to 2 expansion bays - Up to 2 expansion bays
VGA Yes Yes Yes Yes
. HDMI Yes Yes Yes Yes
Monitors B R
Main Composite - - -
Spot Composite 1CH (Digital) 1CH (Digital) 2CH (Digital)
USB 2 ports 2 ports 2 ports 2 ports
. e-SATA 2 External SATA ports 2 External SATA ports - 2 External SATA ports
Connections N
DVD Writer (Backup) - - -
Mouse Yes Yes Yes Yes

Remote Users

Search 3/ Live unicast 10/
Live multicast 20

Search 3/ Live unicast 10/
Live multicast 20

Search 3/ Live unicast 10/
Live multicast 20

Search 3/Live unicast 10/
Live multicast 20

Network Transmission 1080p, 720p, 4CIF, 2CIF, CIF 1080p, 720p, 4CIF, 2CIF, CIF 4CIF, 2CIF CIF 1080p, 720p, 4CIF, 2CIF, CIF
Monitoring SmartViewer, Webviewer, SSM SmartViewer, Webviewer, SSM Smartviewer, Webviewer, SmartViewer, Webviewer, SSM
Mobile viewer, SSM
NTSC/PAL NTSC/PAL NTSC/PAL: PTZ Control via coaxial cable NTSC/PAL:
Coax Protocol Samsung CCVC, Pelco-C (Coaxitron) Samsung CCVC, Pelco-C (Coaxitron) (Pelco-C (Coaxitron)) Samsung CCVC, Pelco-C (Coaxitron)
: AHD: ACP (AHD Coax Protocol) AHD : ACP (AHD Coax Protocol) AHD : ACP (AHD Coax Protocol) AHD: ACP (AHD Coax Protocol)
PTZ Control
Samsung-T/E, Pelco-D/P, Panasonic, Samsung-T/E, Pelco-D/P, Panasonic, Samsuna-T/E. Pelco-D/P Panasonic Samsung-T/E, Pelco-D/P, Panasonic,
RS-485 Protocol Phillips, AD, DIAMOND, ERNA, KALATEL, Phillips, AD, DIAMOND, ERNA, KALATEL, PE\IM s AD \/\CON e ' Phillips, AD, DIAMOND, ERNA, KALATEL,
VCLTR VICON, ELMO, GE VCLTR VICON, ELMO, GE Ps AL ' VCLTR,VICON, ELMO, GE
WISeNeT HD+ WISeNeT HD+ WISeNeT HD+
SRD-893 SRD-494 SRD-493
Channel 8CH 4CH 4CH
(o) Embedded Linux Linux Linux
Live Frame Rate (NTSC/ PAL) 240fps / 200fps 120fps / 100fps 120fps / 100fps
240fps@1920 x 1080 120fps@1920 x 1080 120fps@1920 x 1080
. Max. Record Rate ps@ : ps@ : ps@ X
Recording 200fps@1920 x 1080 100fps@1920 x 1080 100fps@1920x 1080
Compression H.264 H.264 H.264
) Inputs 8CH 4CH 4CH
Video
Loop Outputs - -
Audio Inputs 1CH 4CH 1CH
Storage Internal HDD 1 SATAHDD Up to 2 SATAHDDs 1 SATAHDD
® External HDD
VGA Yes Yes Yes
X HDMI Yes Yes Yes
Monitors N -
Main Composite -
Spot Composite 2CH (Digital)
USB 2 ports 2 ports 2 ports
Connections & SATA - - -
DVD Writer (Backup)
Mouse Yes Yes Yes

Remote Users

Search 3/ Live unicast 10/
Live multicast 20

Search 3/ Live unicast 10/
Live multicast 20

Search 3/ Live unicast 10/
Live multicast 20

Network Transmission 4CIF, 2CIF CIF 1080p, 720p, 4CIF, 2CIF, CIF 4CIF, 2CIF CIF
- SmartViewer, Webviewer, SmartViewer, Webviewer,
Monitoring Mobile viewer, 5SM SmartViewer, Webviewer, SSM Mobile viewer, SSM
NTSC/PAL : PTZ Control via coaxial cable NTSC/PAL NTSC/PAL : PTZ Control via coaxial cable
Coax Protocol (Pelco-C (Coaxitron)) Samsung CCVC, Pelco-C (Coaxitron) (Pelco-C (Coaxitron))
AHD : ACP (AHD Coax Protocol) AHD : ACP (AHD Coax Protocol) AHD : ACP (AHD Coax Protocol)
PTZ Control

RS-485 Protocol

Samsung-T/E, Pelco-D/P, Panasonic,
Phillips, AD, VICON, GE

Samsung-T/E, Pelco-D/P, Panasonic,

Phillips, AD, DIAMOND, ERNA, KALATEL,

VCLTR VICON, ELMO, GE

Samsung-T/E, Pelco-D/P, Panasonic,
Phillips, AD, VICON, GE
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WISEeNeT HD* series

Superior Full-HD images with cost-efficient solution

Samsung's WIS@NET HD+* series is an analog HD-type solution that provides better performance than existing

analog products. The WIS@NET HD* series can transmit 2M Full-HD high quality images through the standard
coaxial cable at a distance up to 500m without any image loss.

In addition, itis compatible with existing analog cameras without changing the cable,

providing a flexible and cost efficient solution.

If you want to use a more advanced analog product, the Samsung WIS@NET HD+* series is your best choice.

Advantages of WISENET HD+ series
1080p g

A
'!_‘ l S/
DE I. Jn.“l]r

- Complete 1080p Full-HD Solution

« Full-HD video transmission distance up to 500m

- Cost-effective solution with lower setup costs

« Record both Full HD and existing analog cameras
lll.‘ (] F
‘o g 1

« Easy installation compared to network systems

.

WISeNEeT HD* Cameras WISeNeT HD*DVRs

« Full-HD 1080p high resolution +16/8/4CH Full-HD 1080p real-time DVR

«Min. OLux low light and Day & Night(ICR) features (SRD-1694/894/893/494/493)

« Full-HD video transmission up to 500m - Up to 480/400(1080p)fps recording rate (SRD-1694)

- Enhanced network bandwidth of 64Mbps
(SRD-1694/1685/894/494)

- Coaxial control function

« Compact design, IR Length up to 30m
+1P66 (SCO/SCV-6083R/6023R)
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Superior 1080p Full-HD Image Quality

The WISENET HD* series supports 2MP resolution (1920 x 1080 pixels) with only a single coaxial cable. This feature not only
provides better performance than the existing analog systems, but also supports the same resolution as the network without

delays, delivering clearer and more vivid details.

AHD 2MP high resolution

1080P

960x480

1920x 1080

Longer Transmission Distance up to 500m (SRD-1694/1685/894/494)

The WISENET HD* series can transmit 1080p video and audio stably for distances of up to 500m using a coaxial cable, without
any delays. This product will be recognized as an excellent solution that eliminates the drawback of short transmission distance

found in typical analog type products.

Max transmission distance up to

500m

* Coaxial cable 5C-2V
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Cost Effective Solution

As the DVR featuring the AHD technology is compatible with both the WIS@NET HD* camera and general analog cameras, the
user can avoid the expense of changing their system.

Furthermore, when upgrading to the WISENET HD+ system, you don't have to purchase an additional cable separately as it is
possible to transmit full-HD images via the existing cable, which also saves money.

Existing Analog Camera WISeNeT HD+* Camera

- —— - ——
"y i "y

., I

Compatible with existing
analog cameras

SRD-494

Easy Installation

Compared to a complex network system, AHD technology is easy to install while it provides 2MP high quality image. As it uses the
same installation procedure as the existing analog system and does not require any specific prior knowledge, you can save time

and effort.

WISEeNeT HD+ System

WISseNeT HD+ Camera WISeNeT HD+ DVR

& =

Easy to install

with a single cable
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WISeNeT HD+* Configuration

der 16 Channels

SCB-6003 ./

SCB-6003

b

16ea

16channel WIS@NeT HD+ DVR

SCB-6003 ./r

WISeNeT HD+ Camera

ver 16 Channels

SCB-6003

16ea

SCB-6003

SCB-6003 SRD-1694

P} P

16ea

SCB-6003

SSM / SmartViewer

5CB-6003 SRD-1694

’} ’_

16ea

SCB-6003

®

16channel WIS@NeT HD+ DVR
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WIseNeT HD*

SCB-6003

1080p Analog HD Camera

*Lens notincluded

Key Features

«FullHD (1,920 x 1,080 30fps) resolution
+0.04Lux@F 1.2 (Color), 0.004Lux@F1.2 (B/W)

- Day & Night (ICR), DWDR, SSNRIV, Motion detection
«Transmission distance max. 500m

- Easy installation (Plug & play), Dual power, RS-485

Dimensions Unit: mm (inch)

59.6(2.35")

>
68.4(2.69") 92.7 (3.65")

Available Lenses / Accessories (Optional)

8 § . =

SLA-M2890DN/  SLA-M3180DN/ SHB-4300H/4300H1/4300H2 SHB-4200/4200H

M2890PN M3180PN E
=8 usewith & O L
o e g - &
STB-400 STH-500 STH-200 STB-4150V
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SCB-6003N/P

VIDEO

Imaging Device 1/3"2M CMOS

Total Pixels 1,956(H) x 1,266(V) 2.47M pixels
Effective Pixels 1,944(H) x 1,092(V) 2.12M pixels
Scanning System Progressive scan

Color:0.04Lux (F1.2)

Min. lllumination
B/W:0.004Lux (F1.2)

S/NRatio 52dB (AGC off, Weight on)
Video Output BNC (AHD, CVBS selectable)
Resolution 1920x 1080

Max. Framerate 30fps@1080p, 30fps@720p
LENS

MountType C/CS

OPERATIONAL

ons Displ English, Japanese, Spanish, French, Portuguese, Korean, German, Italian,
n Screen Displa
play Russian, Polish, Czech, Romanian, Serbian, Swedish, Danish, Turkish

CameraTitle Off/On (Displayed 15 characters)

Day & Night Auto (ICR) / External / Color / B/W
Backlight Compensation Off / User BLC/HLC

Wide Dynamic Range DWDR

Digital Noise Reduction SSNRIV (Off / On)

Defog Off/ Auto / Manual

Motion Detection Off /On (4 zones)

Privacy Masking Off/On (4 zones rectangle)

Gain Control Off/ Low / Middle / High

White Balance ATW / Outdoor / Indoor / Manual / AWC (1,800K° ~ 10,500K)
Electronic Shutter Speed Tsec ~1/12,000sec

Reverse Off / H-Rev /V-Rev / HV-Rev

Profile Basic, Day & Night, Backlight, Indoor, User
Alarm (MD) output 1, External D/N 1

Remote Control Interface Coaxial control, RS-485

Coax: NTSC/PAL - Samsung CCVC, Pelco-C (Coaxitron), AHD - ACP (AHD Coax Protocol)
RS-485 : Samsung-T/E, Pelco-D/P, Panasonic, Bosch, Honeywell, Vicon, AD, GE

Video Transmission Distance | 500m (1,640.42ft) (75-5 coaxial cable)

Protocol

ENVIRONMENTAL

Operating Temperature / Humidity | -10°C ~ +55°C (+14°F ~ +131°F) / Less than 90% RH
ELECTRICAL

Input Voltage / Current Dual 24V AC & 12V DC £10%)

Power Consumption Max. 4.2W

MECHANICAL

Color / Material Black, Ivory / Aluminum, Plastic

Dimensions (WxHxD) 684 x59.6%92.7mm (2.69"x 2.35" x 3.65")

Weight 175.5¢ (0.391b)

*The lastest product information / sepecification can be found at http://security.hanwhatechwin.com
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WIseNeT HD*

SCO-6083R

1080p Analog HD IR Bullet Camera

Key Features

«FullHD (1,920 x 1,080 30fps) resolution
+0.11Lux@F 1.4 (Color), OLux@F1.4 (B/W : IR LED on)
+2.8~12mm (4.3x) varifocal lens

+ Day & Night (ICR), DWDR, SSNRIV, Motion detection
«IRviewable length 30m, IP66, IK10, Dual power
«Transmission distance max. 500m

- Easy installation (Plug & play)

Unit:mm (inch)

Dimensions

(0= |

L 160.5 (6.32")
k =

87.0(3.43")

(780 (3.07") L 144.0 (5.67") '
T 832(3.28") b 260(10.24") B
F€ ‘®=C € | rReviseD 06-2016

SCO-6083RN/P

VIDEO

Imaging Device
Total Pixels
Effective Pixels

Scanning System
Min. lllumination

S/NRatio
Video Output
Resolution

Max. Framerate

1/3"2M CMOS

1,956(H) x 1,266(V) 2.47M pixels
1,944(H) x 1,092(V) 2.12M pixels
Progressive scan
Color:0.11Lux (F1.4)

B/W:OLux (IRLED on)

52dB (AGC off, Weight on)

BNC (AHD, CVBS selectable)
1920 x 1080

30fps@1080p, 30fps@720p

LENS

Focal Length (Zoom Ratio)
Max. Aperture Ratio

Angular Field of View

2.8 ~12mm (4.3x) varifocal

F1.4

H:102°(Wide) ~ 32.2°(Tele) /V: 54°(Wide) ~ 18.2°(Tele) /
D:121°(Wide) ~ 38°(Tele)

Min. Object Distance 0.5m (1.64ft)
Focus Control Manual
LensType DCauto iris
MountType Board-in type
OPERATIONAL

On Screen Display

CameraTitle

Day & Night

Backlight Compensation
Wide Dynamic Range
Digital Noise Reduction
Defog

Motion Detection
Privacy Masking

Gain Control

White Balance

Electronic Shutter Speed
Reverse

Profile

Alarm

Remote Control Interface
Protocol

IR Distance

Video Transmission Distance

English, Japanese, Spanish, French, Portuguese, Korean, German, Italian,
Russian, Polish, Czech, Romanian, Serbian, Swedish, Danish, Turkish
Off/On (Displayed 15 characters)

Auto (ICR) / Color / B/W

Off / User BLC/ HLC

DWDR

SSNRIV (Off / On)

Off / Auto / Manual

Off /On (4 zones)

Off/On (4 zones rectangle)

Off / Low / Middle / High / Very high

ATW /Outdoor / Indoor / Manual / AWC (1,800K® ~ 10,500K°)
1sec~1/12,000sec

Off / H-Rev /V-Rev / HV-Rev

Basic, Day & Night, Backlight, Indoor, User, ITS

(MD) output 1

Coaxial control

Coax: NTSC/PAL - Samsung CCVC, Pelco-C (Coaxitron), AHD - ACP (AHD Coax Protocol)
30m (98.43ft)

500m (1,640.42ft) (75-5 coaxial cable)

ENVIRONMENTAL

Operating Temperature / Humidity

Ingress Protection

Vandal Resistance

-30°C ~+55°C (-22°F ~+131°F) / Less than 90% RH
*Start up should be done at above -10°C (+14°F)
P66

K10

ELECTRICAL

Input Voltage / Current

Power Consumption

Dual (24V AC & 12V DC £10%)
Max. 6W

MECHANICAL

Color / Material
Dimensions (WxH)
Weight

Dark gray / Aluminum
@78.0x 260.0mm (3.07"x 10.24") (Without sunshield)
9229 (2.031b)

*The lastest product information / sepecification can be found at http://security.hanwhatechwin.com
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WIseNeT HD*

SCO-6023R

1080p Analog HD IR Bullet Camera

Key Features

«FullHD (1,920 x 1,080 30fps) resolution
+0.25Lux@F2.1 (Color), OLux@F2.1 (B/W : IR LED on)

« Built-in 4mm fixed lens

+ Day & Night (ICR), DWDR, SSNRIV, Motion detection
«IRviewable length 20m, IP66

«Transmission distance max. 500m

- Easy installation (Plug & play)

Unit:mm (inch)

Dimensions

258.6(2.31")
67.9(2.67") f

165.2(6.5")
181.2(7.15")

F€ ‘®=C € | rReviseD 06-2016
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SCO-6023RN/P

VIDEO

Imaging Device
Total Pixels
Effective Pixels

Scanning System
Min. lllumination

S/NRatio
Video Output
Resolution

Max. Framerate

1/3"2M CMOS

1,956(H) x 1,266(V) 2.47M pixels
1,944(H) x 1,092(V) 2.12M pixels
Progressive scan
Color:0.25Lux (F2.1)

B/W:OLux (IRLED on)

52dB (AGC off, Weight on)

BNC (AHD, CVBS selectable)
1920 x 1080

30fps@1080p, 30fps@720p

LENS

Focal Length (Zoom Ratio) | 4mm fixed

Max. Aperture Ratio F2.1

Angular Field of View H:80.7°/V:435°/D:958"
Min. Object Distance 0.5m (1.64ft)

Focus Control Manual

Lens Type Fixed

MountType Board-in type
OPERATIONAL

On Screen Display

CameraTitle
Day & Night

Backlight Compensation
Wide Dynamic Range
Digital Noise Reduction

Defog

Motion Detection
Privacy Masking
Gain Control

White Balance

Electronic Shutter Speed

Reverse

Profile

Remote Control Interface

Protocol

IR Distance

Video Transmission Distance

English, Japanese, Spanish, French, Portuguese, Korean, German, Italian,
Russian, Polish, Czech, Romanian, Serbian, Swedish, Danish, Turkish
Off/On (Displayed 15 characters)

Auto (ICR)/ Color / B/W

Off/ User BLC/HLC

DWDR

SSNRIV (Off / On)

Off/ Auto / Manual

Off/0On (4 zones)

Off/On (4 zones rectangle)

Off / Low / Middle / High

ATW /Outdoor / Indoor / Manual / AWC (1,800K® ~ 10,500K°)
1sec~1/12,000sec

Off / H-Rev /V-Rev / HV-Rev

Basic, Day &Night, Backlight, Indoor, User

Coaxial control

Coax:NTSC/PAL - Samsung CCVC, Pelco-C (Coaxitron), AHD - ACP (AHD Coax Protocol)
30m (98.43ft)

500m (1,640.42ft) (75-5 coaxial cable)

ENVIRONMENTAL

Operating Temperature / Humidity

-30°C ~ +55°C (-22°F ~ +131°F) / Less than 90% RH
*Start up should be done at above -10°C (+14°F)

Ingress Protection P66

ELECTRICAL

Input Voltage / Current 12VDC£10%

Power Consumption Max. 4.2W

MECHANICAL

Color / Material Dark gray / Plastic

Dimensions (WxH) ?58.6x 165.2mm (22.31"x 6.5") (Without sunshield)
Weight 2089 (0.46 Ib)

*The lastest product information / sepecification can be found at http://security.hanwhatechwin.com
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WIseNeT HD*
N

SCD-6083R

1080p Analog HD IR Dome Camera

SNMIUNG

Key Features

«FullHD (1,920 x 1,080 30fps) resolution
«0.11Lux@F1.4 (Color), OLux@F1.4 (B/W: IR LED on)

« 2.8 ~12mm (4.3x) varifocal lens

+ Day & Night (ICR), DWDR, SSNRIV, Motion detection

«IR viewable length 20m, Dual power

- Transmission distance max. 500m

- Easy installation (Plug & play)

Dimensions

SAMSUNG )

53.6(2.11")

Accessories (Optional)

] -~ -
- - £
’
SHD-3000F1  SBP-301HM2  SBP-300LM SBP-300CM
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Unit:mm (inch)

2119.8 (4.72")

=) .
Ll
H B h
SBP-3008  SBP-300PM
M~ *",
L]
SBP-300WM1  SBP-300WM  SBP-300KM

SCD-6083RN/P

VIDEO

Imaging Device
Total Pixels
Effective Pixels

Scanning System
Min. lllumination

S/NRatio
Video Output
Resolution

Max. Framerate

1/3"2M CMOS

1,956(H) x 1,266(V) 2.47M pixels
1,944(H) x 1,092(V) 2.12M pixels
Progressive scan
Color:0.11Lux (F1.4)

B/W:0OLux (IR LED on)

52dB (AGC off, Weight on)

BNC (AHD, CVBS selectable)
1920x 1080

30fps@1080p, 30fps@720p

LENS

Focal Length (Zoom Ratio)
Max. Aperture Ratio

Angular Field of View

2.8 ~12mm (4.3x) varifocal

F1.4

H:102°(Wide) ~ 32.2°(Tele) /V: 54°(Wide) ~ 18.2°(Tele) /
D:121°(Wide) ~ 38°(Tele)

Min. Object Distance 0.5m (1.64ft)

Focus Control Manual

LensType DCauto iris

MountType Board-in type

PAN/TILT /ROTATE

Pan /Tilt/ Rotate Range 0°~350°/0°~67°/0°~355°
OPERATIONAL

On Screen Display

CameraTitle

Day & Night

Backlight Compensation
Wide Dynamic Range
Digital Noise Reduction
Defog

Motion Detection
Privacy Masking

Gain Control

White Balance
Electronic Shutter Speed
Reverse

Profile

Alarm

Remote Control Interface
Protocol

IR Distance

Video Transmission Distance

English, Japanese, Spanish, French, Portuguese, Korean, German, Italian,
Russian, Polish, Czech, Romanian, Serbian, Swedish, Danish, Turkish
Off/On (Displayed 15 characters)

Auto (ICR) / Color/ B/W

Off / User BLC/ HLC

DWDR

SSNRIV (Off / On)

Off / Auto / Manual

Off/0n (4 zones)

Off/On (4 zones rectangle)

Off / Low / Middle / High /Very high

ATW / Outdoor / Indoor / Manual / AWC (1,800K° ~ 10,500K°)
Tsec~1/12,000sec

Off /H-Rev /V-Rev / HV-Rev

Basic, Day & Night, Backlight, Indoor, User, ITS

(MD) output 1

Coaxial control

Coax: NTSC/PAL - Samsung CCVC, Pelco-C (Coaxitron), AHD - ACP (AHD Coax Protocol)
20m (65.62ft)

500m (1,640.42ft) (75-5 coaxial cable)

ENVIRONMENTAL

Operating Temperature / Humidity

-10°C ~ +55°C (+14°F ~ +131°F) / Less than 90% RH

ELECTRICAL

Input Voltage / Current

Power Consumption

Dual (24V AC & 12V DC £10%)
Max. 4.2W

MECHANICAL

Color / Material
Dimensions (WxH)
Weight

Ivory / Plastic
?119.8x98.5mm (04.72" x 3.88")
3049 (0.67 Ib)

*The lastest product information / sepecification can be found at http://security.hanwhatechwin.com

SAMSUNG WISeNeT



WIseNeT HD*
N

SCD-6023R

1080p Analog HD IR Dome Camera

SAMSUNG

Key Features

«FullHD (1,920 x 1,080 30fps) resolution
+0.25Lux@F2.1 (Color), OLux@F2.1 (B/W : IR LED on)

« Built-in 4mm fixed lens

+ Day & Night (ICR), DWDR, SSNRIV, Motion detection
«IRviewable length 20m

«Transmission distance max. 500m

- Easy installation (Plug & play)

Unit:mm (inch)

Dimensions

B

86.0(3.39")

SCD-6023RN/P

VIDEO

Imaging Device
Total Pixels
Effective Pixels

Scanning System
Min. lllumination

S/NRatio
Video Output
Resolution

Max. Framerate

1/3"2M CMOS

1,956(H) x 1,266(V) 2.47M pixels
1,944(H) x 1,092(V) 2.12M pixels
Progressive scan
Color:0.25Lux (F2.1)

B/W:0OLux (IR LED on)

52dB (AGC off, Weight on)

BNC (AHD, CVBS selectable)
1920x 1080

30fps@1080p, 30fps@720p

LENS

Focal Length (Zoom Ratio) | 4mm fixed

Max. Aperture Ratio F2.1

Angular Field of View H:80.7°/V:435°/D:95.8°
Min. Object Distance 0.5m (1.64ft)

Focus Control Manual

Lens Type Fixed

MountType Board-in type

PAN/TILT / ROTATE

Pan /Tilt/ Rotate Range 0°~350°/0°~67°/0°~355°
OPERATIONAL

On Screen Display

CameraTitle

Day & Night

Backlight Compensation
Wide Dynamic Range
Digital Noise Reduction
Defog

Motion Detection
Privacy Masking

Gain Control

White Balance
Electronic Shutter Speed
Reverse

Profile

Remote Control Interface
Protocol

IR Distance

Video Transmission Distance

English, Japanese, Spanish, French, Portuguese, Korean, German, Italian,
Russian, Polish, Czech, Romanian, Serbian, Swedish, Danish, Turkish
Off/On (Displayed 15 characters)

Auto (ICR) / Color/ B/W

Off / User BLC/HLC

DWDR

SSNRIV (Off / On)

Off / Auto / Manual

Off /On (4 zones)

Off /On (4 zones rectangle)

Off / Low/ Middle / High

ATW / Outdoor / Indoor / Manual / AWC (1,800K° ~ 10,500K°)
1sec~1/12,000sec

Off /H-Rev /V-Rev / HV-Rev

Basic, Day & Night, Backlight, Indoor, User

Coaxial control

Coax: NTSC/PAL - Samsung CCVC, Pelco-C (Coaxitron), AHD - ACP (AHD Coax Protocol)
15m (49.21ft)

500m (1,640.42ft) (75-5 coaxial cable)

ENVIRONMENTAL

Operating Temperature / Humidity

-10°C ~ +55°C (+14°F ~ +131°F) / Less than 90% RH

ELECTRICAL

©110.0 (4.33")

Accessories (Optional)
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SBP-300HM7 SBP-300LM SBP-300CM SBP-300WM1 SBP-300WM  SBP-300B  SBP-300PM  SBP-300KM
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Input Voltage / Current

Power Consumption

12VDC£10%
Max. 4.2W

MECHANICAL

Color / Material
Dimensions (WxH)
Weight

Ivory / Plastic
@110.0x 86.0mm (24.33"x 3.39")
2424 (053 1b)

*The lastest product information / sepecification can be found at http://security.hanwhatechwin.com
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WIseNeT HD*

SCV-6083R

1080p Analog HD Vandal-Resistant IR Dome Camera

—

MSUNG

Key Features

«FullHD (1,920 x 1,080 30fps) resolution
+0.11Lux@F 1.4 (Color), OLux@F1.4 (B/W : IR LED on)
2.8~ 12mm (4.3x) varifocal lens

+ Day & Night (ICR), DWDR, SSNRIV, Motion detection
«IRviewable length 30m, IP66, IK10, Dual power
«Transmission distance max. 500m

- Easy installation (Plug & play)

Dimensions

Unit:mm (inch)
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SCV-6083RN/P

VIDEO

Imaging Device
Total Pixels
Effective Pixels

Scanning System
Min. lllumination

S/NRatio
Video Output
Resolution

Max. Framerate

1/3"2M CMOS

1,956(H) x 1,266(V) 2.47M pixels
1,944(H) x 1,092(V) 2.12M pixels
Progressive scan
Color:0.11Lux (F1.4)

B/W:0OLux (IR LED on)

52dB (AGC off, Weight on)

BNC (AHD, CVBS selectable)
1920 x 1080

30fps@1080p, 30fps@720p

LENS

Focal Length (Zoom Ratio)
Max. Aperture Ratio

Angular Field of View

2.8 ~12mm (4.3x) varifocal

F1.4

H:102°(Wide) ~ 32.2°(Tele) /V: 54°(Wide) ~ 18.2°(Tele) /
D:121°(Wide) ~ 38°(Tele)

Min. Object Distance 0.5m (1.64ft)

Focus Control Manual

LensType DCauto iris

MountType Board-in type

PAN/TILT /ROTATE

Pan/Tilt/ Rotate Range 0°~350°/0°~67°/0°~355°
OPERATIONAL

On Screen Display

CameraTitle

Day & Night

Backlight Compensation
Wide Dynamic Range
Digital Noise Reduction
Defog

Motion Detection
Privacy Masking

Gain Control

White Balance
Electronic Shutter Speed
Reverse

Profile

Alarm

Remote Control Interface
Protocol

IR Distance

Video Transmission Distance

English, Japanese, Spanish, French, Portuguese, Korean, German, Italian,
Russian, Polish, Czech, Romanian, Serbian, Swedish, Danish, Turkish
Off/On (Displayed 15 characters)

Auto (ICR) / Color/ B/W

Off / User BLC/ HLC

DWDR

SSNRIV (Off / On)

Off / Auto / Manual

Off/0n (4 zones)

Off/On (4 zones rectangle)

Off / Low / Middle / High /Very high

ATW / Outdoor / Indoor / Manual / AWC (1,800K° ~ 10,500K°)
Tsec~1/12,000sec

Off /H-Rev /V-Rev / HV-Rev

Basic, Day & Night, Backlight, Indoor, User, ITS

(MD) output 1

Coaxial control

Coax: NTSC/PAL - Samsung CCVC, Pelco-C (Coaxitron), AHD - ACP (AHD Coax Protocol)
30m (98.43ft)

500m (1,640.42ft) (75-5 coaxial cable)

ENVIRONMENTAL

Operating Temperature / Humidity

Ingress Protection

Vandal Resistance

-30°C ~ +55°C (-22°F ~ +131°F) / Less than 90% RH
*Start up should be done at above -10°C (+14°F)

P66
IK10

ELECTRICAL

Input Voltage / Current

Power Consumption

Dual (24V AC & 12V DC £10%)
Max. 4.2W

MECHANICAL

Color / Material
Dimensions (WxH)
Weight

Ivory / Aluminum
?137.0x 106.1mm (25.39"x 4.18")
7169 (1.581b)

*The lastest product information / sepecification can be found at http://security.hanwhatechwin.com
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WIseNeT HD*

SCV-6023R

1080p Analog HD Vandal-Resistant IR Dome Camera

Key Features

«FullHD (1,920 x 1,080 30fps) resolution
+0.25Lux@F2.1 (Color), OLux@F2.1 (B/W : IR LED on)

« Built-in 4mm fixed lens

+ Day & Night (ICR), DWDR, SSNRIV, Motion detection
«IRviewable length 20m, IP66, IK10

«Transmission distance max. 500m

- Easy installation (Plug & play)

Dimensions

SCV-6023RN/P

VIDEO

Imaging Device
Total Pixels
Effective Pixels

Scanning System
Min. lllumination

S/NRatio
Video Output
Resolution

Max. Framerate

1/3"2M CMOS

1,956(H) x 1,266(V) 2.47M pixels
1,944(H) x 1,092(V) 2.12M pixels
Progressive scan
Color:0.25Lux (F2.1)

B/W:0OLux (IR LED on)

52dB (AGC off, Weight on)

BNC (AHD, CVBS selectable)
1920 x 1080

30fps@1080p, 30fps@720p

LENS

Focal Length (Zoom Ratio) | 4mm fixed

Max. Aperture Ratio F2.1

Angular Field of View H:80.7°/V:435°/D:958"
Min. Object Distance 0.5m (1.64ft)

Focus Control Manual

Lens Type Fixed

MountType Board-in type

PAN/TILT / ROTATE

Pan /Tilt/ Rotate Range 0°~350°/0°~67°/0°~355°
OPERATIONAL

Unit:mm (inch)

On Screen Display

CameraTitle

Day & Night

Backlight Compensation
Wide Dynamic Range
Digital Noise Reduction
Defog

Motion Detection
Privacy Masking

Gain Control

White Balance

Electronic Shutter Speed
Reverse

Profile

Remote Control Interface
Protocol

IR Distance

Video Transmission Distance

English, Japanese, Spanish, French, Portuguese, Korean, German, Italian,
Russian, Polish, Czech, Romanian, Serbian, Swedish, Danish, Turkish
Off/On (Displayed 15 characters)

Auto (ICR) / Color/ B/W

Off / User BLC/ HLC

DWDR

SSNRIV (Off / On)

Off / Auto / Manual

Off /On (4 zones)

Off /On (4 zones rectangle)

Off/ Low/Middle / High

ATW /Outdoor/ Indoor / Manual / AWC (1,800K® ~ 10,500K°)
1sec~1/12,000sec

Off /H-Rev /V-Rev / HV-Rev

Basic, Day & Night, Backlight, Indoor, User

Coaxial control

Coax: NTSC/PAL - Samsung CCVC, Pelco-C (Coaxitron), AHD - ACP (AHD Coax Protocol)
20m (65.62ft)

500m (1,640.42ft) (75-5 coaxial cable)

ENVIRONMENTAL
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Operating Temperature / Humidity

-30°C ~ +55°C (-22°F ~+131°F) / Less than 90% RH
*Start up should be done at above -10°C (+14°F)

Ingress Protection P66

Vandal Resistance K10
ELECTRICAL

Input Voltage / Current 12VDC£10%
Power Consumption Max. 4.2W

MECHANICAL

Color / Material
Dimensions (WxH)
Weight

Ivory / Aluminum
@137.0x94.0mm (25.39"x3.7")
5609 (1.231b)

*The lastest product information / sepecification can be found at http://security.hanwhatechwin.com

SAMSUNG WISeNeT



WIseNeT HD*

SRD-1694

16CH 1080p Analog HD Real-time DVR

Key Features

« 16CH 1080p real-time DVR

«Up to 480/400(1080p)fps recording rate

« HDMI/VGA video output

« 16CH audio inputs / 1CH audio output

» Max. 8 internal HDDs

- Coaxial cable (Pelco-C, ACP)

- Smart phone support (Android /iOS)

« Enhanced network bandwidth up to 64Mbps

Dimensions

384.8(15.15")
395.9(15.59")

440.0(17.32")

88.0(3.46")
fe—
95.9(3.78")

@

USTED

Fe
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Unit:mm (inch)

SRD-1694
DISPLAY
Inputs 16CH BNC, 1080p / 720p AHD camera, NTSC/PAL
Video Resolution 1920x 1080, 1280 x 720
NTSC: 960 x 480/ 704 x 480, PAL:960x 576/ 704 x 576
Frame Rate NTSC : 480fps / PAL : 400fps
Live Resolution 1920x 1080, 1280 x 720

Multi Screen Display

NTSC:960x 480/ 704 x 480, PAL: 960 x 576 / 704 x 576
1/4/7/9/13/16/16A/Sequence/PIP

PERFORMANCE

Operating System | Embedded
Compression

Record Rate

Recording
Mode
Event
Overwrite Modes
Pre-alarm
Post-alarm
Search Mode
Search &
Playback
v Playback Function
Transmission Speed
Bandwidth
Network Bandwidth Control
(IPv4) Stream

Max. Remote Users
Protocol Support
Monitoring
Platform

Protocol Support
Max. Remote Users

Smart Phone

Linux
H.264

Up to 480fps@1920 x 1080/ Up to 400fps@1920 x 1080

Up to 480fps@1280 x 720 / Up to 400fps@1280 x 720

NTSC: Up to 480fps@928 x 480 / PAL : Up to 400fps@928 x 576
NTSC: Up to 480fps@704 x 480 / PAL : Up to 400fps@704 x 576
NTSC : Up to 480fps@704 x 240 / PAL : Up to 400fps@704 x 288
NTSC: Up to 480fps@352 x 240 / PAL : Up to 400fps@352 x 288

NTSC: Manual, Schedule (Continuous / Event), Event (Pre / Post), Time lapse (1~30fps)
PAL:Manual, Schedule (Continuous / Event), Event (Pre / Post), Time lapse (1 ~ 25fps)
Video loss, Motion (Level 1 ~10), Alarm, Tampering (Level - Low, Medium, High)
Continuous

Up to 30sec (5,10, 20, 30sec)

Up to 6hour (5,10, 20, 30sec, 1,3, 5,10, 20min, 1, 2, 3,4, 5, 6hour)
Date/Time, Event, Backup, POS (SD signal only), Motion

(*All search include preview function)

Fast forward / backward (2x, 4x, 8x, 16x, 32x, 64x) *Backward play with i-frame only
Slow forward / backward (1/2x, 1/4x, 1/8x)

Step forward / backward (2x, 4x, 8, 16x, 32x, 64x) *Backward play with i-frame only
Record stream : TM ~ 2M (NTSC : 480fps, PAL : 400fps), 4CIF (NTSC : 480fps, PAL : 400fps)
Network stream : 4CIF / 2CIF / CIF (NTSC: 120/ 240/ 480fps, PAL: 100/ 200/ 400fps)
Up to 64Mbps

Selectable

Record stream and network stream selectable (at monitoring viewer)
Search 3/ Live unicast 10/ Live multicast 20

TCP/IP, DHCP, PPPoE, SMTP, NTP, HTTP, DDNS, RTP, RTSP, SNMP
SmartViewer, Webviewer, SSM (CMS)

Android, i0S

RTP,RTSP, HTTP, CGI

Live 4, Search 1

Internal HDD Up to 8 SATAHDDs
Storage External (e-SATA Interface) | 2 ports
USB (Backup) USB 2.0, 2 ports (Front 1,Back 1)
File Format (Backup) | BU (DVR player), SEC (Include player), AV
Security Password Protection | 1 Admin, 10 Group, 10 User per 1 group
Data Authentication | Watermark
INTERFACE
VGA 1VGA (1280 x 720, 1280 x 1024, 1920 x 1080)
Monitors HDMI 1 HDMI (1280 x 720, 1280 x 1024, 1920 x 1080)
Spot Composite Digital spot (1CH) *Incldued OSD on screen, Multi mode support
Inputs / Output 16CH line in (Built-in 4CH, Option : Audio extension cable) / 1CH line out
Audio Compression G711
Sampling Rate 8KHz
Terminal 16 inputs (NO/NC) / Terminal 4 relay outputs (NO/NC),
Alarm Inputs / Output Rating : 30V Dg/z/i, 250V A)C/O.ZSA e )
Remote Notification | Notification via e-mail
Ethernet 1 RJ-4510/100/1000 Base-T
Serial Interface RS-232/RS-485 (Full duplex) for PTZ, Samsung system keyboard
USB USB 2.0, 2 ports

Connections |Application Support
RS-485 Protocol

Coax Protocol

Mouse, Remote controller

Samsung-T/E, Pelco-D/P, Panasonic, Phillips, AD,
DIAMOND, ERNA, KALATEL, VCL TR, VICON, ELMO, GE

NTSC/PAL : Pelco-C (Coaxitron), AHD : ACP (AHD Coax Protocol)

GENERAL

Input Voltage / Current
Power Consumption
Operating Temperature
Operating Humidity
Dimensions (WxHxD
Weight (With hard disks)

Electrical

Environmental

Mechanical

Language

100 ~ 240V AC £10%, 50/60Hz, Auto ranging

Max.60W (1 x 1T HDD)

+0°C ~ +40°C (+32°F ~ +104°F)

20% ~ 85% RH

440.0 x 88.0 x 384.8mm (17.32"x3.46" x 15.15")

Approx. 5.67Kg (12.5 Ib)

English, French, German, Spanish, Italian, Russian, Polish, Czech, Turkish,
Netherlands, Portuguese, Swedish, Danish, Rumania, Serbia, Croatia,
Hungary, Greek, Finnish, Norwegian, Korean, Japanese, Chinese
(Traditional), Thai, Taiwanese (25 Language)

*The lastest product information / sepecification can be found at hanwha-security.com
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WIseNeT HD*

SRD-1685

16CH 1080p Analog HD DVR

Key Features

+16CH 1080p DVR

+ Up to 480/400(720p)fps recording rate

« HDMI/VGA video output

« 16CH audio inputs / 1CH audio output

» Max. 4 internal HDDs

« Coaxial cable (Pelco-C, ACP)

- Smart phone support (Android /iOS)

« Enhanced network bandwidth up to 64Mbps

Dimensions

384.8(15.15")
395.9(15.59")

440.0(17.32")

88.0(3.46")
fe—
95.9(3.78")

@
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Unit:mm (inch)

SRD-1685
DISPLAY
Inputs 16CH BNC, 1080p / 720p AHD camera, NTSC/PAL
Video Resolution 1920x 1080, 1280 x 720
NTSC: 960 x 480/ 704 x 480, PAL:960x 576 / 704 x 576
Frame Rate NTSC : 480fps / PAL : 400fps
Live Resolution 1920x 1080, 1280 x 720

Multi Screen Display

NTSC: 960 x 480/ 704 x 480, PAL: 960 x 576 / 704 x 576
1/4/7/9/13/16/16A/Sequence/PIP

PERFORMANCE

Operating System | Embedded
Compression

Record Rate

Recording
Mode
Event
Overwrite Modes
Pre-alarm
Post-alarm
Search Mode
Search &
Playback
v Playback Function
Transmission Speed
Bandwidth
Network Bandwidth Control
(IPv4) Stream

Max. Remote Users
Protocol Support
Monitoring
Platform

Protocol Support
Max. Remote Users

Smart Phone

Linux
H.264

Upto 192fps@1920 x 1080/ Up to 192fps@1920 x 1080

Up to 480fps@1280 x 720 / Up to 400fps@1280 x 720

NTSC: Up to 480fps@928 x 480 / PAL : Up to 400fps@928 x 576
NTSC: Up to 480fps@704 x 480 / PAL : Up to 400fps@704 x 576
NTSC : Up to 480fps@704 x 240 / PAL : Up to 400fps@704 x 288
NTSC: Up to 480fps@352 x 240 / PAL : Up to 400fps@352 x 288

NTSC: Manual, Schedule (Continuous / Event), Event (Pre / Post), Time lapse (1~30fps)
PAL:Manual, Schedule (Continuous / Event), Event (Pre / Post), Time lapse (1 ~ 25fps)
Video loss, Motion (Level 1 ~ 10), Alarm, Tampering (Level - Low, Medium, High)
Continuous

Up to 30sec (5,10, 20, 30sec)

Up to 6hour (5,10, 20, 30sec, 1,3, 5,10, 20min, 1, 2, 3,4, 5, 6hour)
Date/Time, Event, Backup, POS (SD signal only), Motion

(*All search include preview function)

Fast forward / backward (2x, 4, 8x, 16x, 32x, 64x) *Backward play with i-frame only
Slow forward / backward (1/2x, 1/4x, 1/8x)

Step forward / backward (2x, 4x, 8, 16x, 32x, 64x) *Backward play with i-frame only
Record stream: TM ~ 2M (NTSC: 192fps, PAL : 192fps), 4CIF (NTSC : 480fps, PAL : 400fps)
Network stream :4CIF / 2CIF / CIF (NTSC: 120/ 240/ 480fps, PAL: 100/ 200/ 400fps)
Up to 64Mbps

Selectable

Record stream and network stream selectable (at monitoring viewer)
Search 3/ Live unicast 10/ Live multicast 20

TCP/IP, DHCP, PPPoE, SMTP, NTP, HTTP, DDNS, RTP, RTSP, SNMP
SmartViewer, Webviewer, SSM (CMS)

Android, i0S

RTP,RTSP, HTTP, CGI

Live 4, Search 1

Internal HDD Up to 4 SATAHDDs
Storage External (e-SATA Interface) | 2 ports
USB (Backup) USB 2.0, 2 ports (Front 1,Back 1)
File Format (Backup) | BU (DVR player), SEC (Include player), AVI
Security Password Protection | 1 Admin, 10 Group, 10 User per 1 group
Data Authentication | Watermark
INTERFACE
VGA 1VGA (1280 x 720, 1280 x 1024, 1920 x 1080)
Monitors HDMI 1 HDMI (1280 x 720, 1280 x 1024, 1920 x 1080)
Spot Composite Digital spot (1CH) *Incldued OSD on screen, Multi mode support
Inputs / Output 16CH line in (Built-in 4CH, Option : Audio extension cable) / 1CH line out
Audio Compression G711
Sampling Rate 8KHz
Terminal 16 inputs (NO/NC) / Terminal 4 relay outputs (NO/NC),
Alarm Inputs / Output Rating : 30V Dg/z/i, 250V A)C/O.ZSA e )
Remote Notification | Notification via e-mail
Ethernet 1 RJ-4510/100/1000 Base-T
Serial Interface RS-232/RS-485 (Full duplex) for PTZ, Samsung system keyboard
USB USB 2.0, 2 ports

Connections |Application Support
RS-485 Protocol

Coax Protocol

Mouse, Remote controller

Samsung-T/E, Pelco-D/P, Panasonic, Phillips, AD,
DIAMOND, ERNA, KALATEL, VCL TR, VICON, ELMO, GE

NTSC/PAL : Pelco-C (Coaxitron), AHD : ACP (AHD Coax Protocol)

GENERAL

Input Voltage / Current
Power Consumption
Operating Temperature
Operating Humidity
Dimensions (WxHxD
Weight (With hard disks)

Electrical

Environmental

Mechanical

Language

100 ~ 240V AC £10%, 50/60Hz, Auto ranging

Max. 30W (1 x 1T HDD)

+0°C ~ +40°C (+32°F ~ +104°F)

20% ~ 85% RH

440.0 x 88.0 x 384.8mm (17.32"x3.46" x 15.15")

Approx. 5.1Kg (11.24 1b)

English, French, German, Spanish, Italian, Russian, Polish, Czech, Turkish,
Netherlands, Portuguese, Swedish, Danish, Rumania, Serbia, Croatia,
Hungary, Greek, Finnish, Norwegian, Korean, Japanese, Chinese
(Traditional), Thai, Taiwanese (25 Language)

*The lastest product information / sepecification can be found at hanwha-security.com
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WIseNeT HD*

SRD-1684

16CH 1080p Analog HD Real-time DVR

Key Features

+ 16CH 1080p AHD DVR (720p real-time)

«Up to 240/200(1080p)fps recording rate

+ HDMI/VGA video output

+ 1CH audio input / 1CH audio output

«Max. 1 internal HDD

« Coaxial control (Samsung-T/E, Pelco-C, ACP)
- Smart phone support (Android, iOS)

« Enhanced network bandwidth up to 32Mbps

Dimensions

208.7 (8.22")
219.7 (8.65")

300(11.81")

F€ ®=|C € | FrsTEDITION 02-2016

SRD-1684
DISPLAY
Video Inputs 16CH BNC, 1080p / 720p AHD and analog camera
Resolution 1920 x 1080, 1280 x 720, 960 x 480, 704 x 480 / 928 x 576, 704 x 576
Frame Rate 480fps@1920 x 1080 / 480fps@1280 x 720/ 480fps@928 x 480
Live Resolution 1920 x 1080 (Full HD) / 1280 x 720 (HD) / 928 x 480 (WD1)
Multi Screen Display | 1/4/7/9/13/16/16A/Sequence/PIP
PERFORMANCE
Operating System | Embedded Linux
Compression H.264
NTSC: Up to 240fps@1920x 1080 / PAL : Up to 200fps@1920 x 1080
Record Rate NTSC: Up to 480fps@1280 x 720 / PAL : Up to 400fps@1280 x 720
NTSC : Up to 480fps@928 x 480 / PAL : Up to 400fps@928 x 480
Recording Mode NTSC: Manual, S(hedu\e(Cor?tmuous/E\/em), Event (Pre/Post),T'\meIapse(1~30fps)
PAL : Manual, Schedule (Continuous / Event), Event (Pre / Post), Time lapse (1 ~ 25fps)
Event Video loss, Motion (Level 1 ~ 10), Alarm, Tampering
Overwrite Modes Continuous
Pre-alarm Off / 5sec
Post-alarm Up to6hour (5,10, 20, 30sec, 1, 3,5, 10, 20min, 1, 2, 3,4, 5, 6hour)
Search Mode Date/Time, Event, Backup, Motion (*All search include preview function)
Search & Fast forward / backward (2x, 4x, 8x, 16x, 32x, 64x) *Backward play with i-frame only
Playback Playback Function | Slow forward / backward (1/2x, 1/4x,1/8x)
Step forward / backward (2x, 4x, 8, 16x, 32x, 64x) *Backward play with i-frame only
Transmission Speed | 4CIF /2CIF / CIF (NTSC: 120/ 240/ 480fps, PAL: 100/ 200 / 400fps)
Bandwidth Up to 32Mbps
Bandwidth Control Selectable
Z‘;\‘I‘L"V)‘”k Stream H.264 (4CIF / 2CIF / CIF selectable)

Max. Remote Users

Search 3/ Live unicast 10/ Live multicast 20

Protocol Support

TCP/IP, DHCP, PPPoE, SMTP, NTP, HTTP, DDNS, RTP, RTSP, SNMP, UPnP

Monitoring SmartViewer, Webviewer, Mobile viewer, SSM (CMS)
Platform Android, i0S
Smart Phone |Protocol Support RTP,RTSP, HTTP, CGI
Max. Remote Users Live 2, Play back 1
Internal HDD 1 SATAHDD
Storage USB (Backup) USB 2.0, 2 ports (Front 1, Back 1)
File Format (Backup) | BU (DVR player), EXE (Include player), AVI
. Password Protection | 1 Admin, 10 Group, 10 User per 1 group
Security o
Data Authentication | Watermark
INTERFACE
: VGA 1VGA (1280x 720, 1280 x 1024, 1920 x 1080)
Monitors
HDMI 1 HDMI (1280 x 720, 1280 x 1024, 1920 x 1080)
Inputs / Output 1CHlinein/ 1CH line out
Audio Compression G711
Sampling Rate 8KHz
Alarm Remote Notification | Notification via e-mail

Connections

Ethernet 1 RJ-4510/100 Base-T
Serial Interface RS-485
UsB USB 2.0, 2 ports (Front 1, Back1)

Application Support

Mouse, Remote controller

RS-485 Protocol

Samsung-T/E, Pelco-D/P, Panasonic, Phillips, AD, VICON, GE

Coax Protocol

NTSC/PAL : PTZ control via coaxial cable (Pelco-C (Coaxitron))
AHD (Coaxitron) : ACP (AHD Coax Protocol)

Cabling Distance

AHD Video Input

200m (656.17ft)

GENERAL

Electrical

InputVoltage / Current

12V DC adaptor, 100 ~ 250V AC £10%, 50/60Hz

Power Consumption

Max. 23W (With 1x HDD)

Environmental

Operating Temperature

+0°C ~ +40°C (+32°F ~ +104°F)

Operating Humidity

20% ~ 85% RH

Dimensions (WxHxD)

300.0x48.0x208.7mm (17.32"x 1.89" x 8.22")

Mechanical
CCNANCAL | \Weight (With hard disks) | 1.17Kg (2.58 o) (With No HDD)
English, French, German, Spanish, Italian, Russian, Polish, Czech, Turkish,
L Netherlands, Portuguese, Swedish, Danish, Rumania, Serbia, Croatia,
anguage

Hungary, Greek, Finnish, Norwegian, Korean, Japanese, Chinese
(Traditional), Thai, Taiwanese (25 Language)

*The lastest product information / sepecification can be found at http://security.hanwhatechwin.com
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WIseNeT HD*

SRD-894

8CH 1080p Analog HD Real-time DVR

Key Features

+8CH 1080p real-time DVR

«Up to 240/200(1080p)fps recording rate

« HDMI/VGA video output

«8CH audio inputs / 1CH audio output

» Max. 4 internal HDDs

- Coaxial cable (Pelco-C, ACP)

- Smart phone support (Android /iOS)

« Enhanced network bandwidth up to 64Mbps

Dimensions

384.8(15.15")
395.9(15.59")

440.0(17.32")
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SRD-894
DISPLAY
Inputs 8CH BNC, 1080p / 720p AHD camera, NTSC/PAL
Video Resolution 1920x 1080, 1280 x 720
NTSC:960 x 480/ 704 x 480, PAL:960x 576 /704 x 576
Frame Rate NTSC : 240fps / PAL : 200fps
Live Resolution 1920x 1080, 1280 x 720

Multi Screen Display

NTSC:960x 480/ 704 x 480, PAL: 960 x 576 / 704 x 576
1/4/7/9/Sequence/PIP

PERFORMANCE

Operating System | Embedded
Compression

Record Rate

Recording
Mode
Event
Overwrite Modes
Pre-alarm
Post-alarm
Search Mode
Search &
Playback
v Playback Function
Transmission Speed
Bandwidth
Network Bandwidth Control
(IPv4) Stream

Max. Remote Users
Protocol Support
Monitoring
Platform

Smart Phone |Protocol Support
Max. Remote Users

Linux
H.264

Up to 240fps@1920 x 1080/ Up to 200fps@1920 x 1080

Up to 240fps@1280 x 720 / Up to 200fps@1280 x 720

NTSC: Up to 240fps@928 x 480 / PAL : Up to 400fps@928 x 576
NTSC: Up to 240fps@704 x 480 / PAL : Up to 200fps@704 x 576
NTSC : Up to 240fps@704 x 240 / PAL : Up to 200fps@704 x 288
NTSC: Up to 240fps@352 x 240 / PAL : Up to 200fps@352 x 288

NTSC: Manual, Schedule (Continuous / Event), Event (Pre / Post), Time lapse (1~30fps)
PAL:Manual, Schedule (Continuous / Event), Event (Pre / Post), Time lapse (1 ~ 25fps)
Video loss, Motion (Level 1 ~10), Alarm, Tampering (Level - Low, Medium, High)
Continuous

Up to 30sec (5,10, 20, 30sec)

Up to 6hour (5,10, 20, 30sec, 1,3, 5,10, 20min, 1, 2, 3,4, 5, 6hour)
Date/Time, Event, Backup, POS (SD signal only), Motion

(*All search include preview function)

Fast forward / backward (2x, 4x, 8x, 16x, 32x, 64x) *Backward play with i-frame only
Slow forward / backward (1/2x, 1/4x, 1/8x)

Step forward / backward (2x, 4x, 8, 16x, 32x, 64x) *Backward play with i-frame only
Record stream : TM ~ 2M (NTSC : 240fps, PAL : 200fps), 4CIF (NTSC : 240fps, PAL : 200fps)
Network stream : 4CIF / 2CIF / CIF (NTSC: 120/ 240fps, PAL : 100/ 200fps)
Up to 64Mbps

Selectable

Record stream and network stream selectable (at monitoring viewer)
Search 3/ Live unicast 10/ Live multicast 20

TCP/IP, DHCP, PPPoE, SMTP, NTP, HTTP, DDNS, RTP, RTSP, SNMP
SmartViewer, Webviewer, SSM (CMS)

Android, i0S

RTP,RTSP, HTTP, CGI

Live 4, Search 1

Internal HDD Up to 4 SATAHDDs
Storage External (e-SATA Interface) | 2 ports
USB (Backup) USB 2.0, 2 ports (Front 1,Back 1)
File Format (Backup) | BU (DVR player), SEC (Include player), AV
Security Password Protection | 1 Admin, 10 Group, 10 User per 1 group
Data Authentication | Watermark
INTERFACE

VGA
Monitors HDMI
Spot Composite
Inputs / Output
Audio Compression
Sampling Rate
Alarm Inputs/ Output
Remote Notification
Ethernet
Serial Interface
UsB
Connections |Application Support

RS-485 Protocol

Coax Protocol

1VGA (1280 x 720, 1280 x 1024, 1920 x 1080)

1 HDMI (1280 x 720, 1280 x 1024, 1920 x 1080)

Digital spot (2CH) *Incldued OSD on screen, Multi mode support (1CH)
8CH line in (Built-in 4CH, Option : Audio extension cable) / 1CH line out
G711

8KHz

Terminal 8 inputs (NO/NC) / Terminal 4 relay outputs (NO/NC),
Rating:30VDC/2A, 250V AC/ 0.25A

Notification via e-mail

1 RJ-4510/100/1000 Base-T

RS-232/RS-485 (Full duplex) for PTZ, Samsung system keyboard

USB 2.0, 2 ports

Mouse, Remote controller

Samsung-T/E, Pelco-D/P, Panasonic, Phillips, AD,

DIAMOND, ERNA, KALATEL, VCL TP, VICON, ELMO, GE

NTSC/PAL : Pelco-C (Coaxitron), AHD : ACP (AHD Coax Protocol)

GENERAL

Input Voltage / Current
Power Consumption
Operating Temperature
Operating Humidity
Dimensions (WxHxD
Weight (With hard disks)

Electrical

Environmental

Mechanical

Language

100 ~ 240V AC £10%, 50/60Hz, Auto ranging

Max.31.6W (1 x 1THDD)

+0°C ~ +40°C (+32°F ~ +104°F)

20% ~ 85% RH

440.0 x 88.0 x 384.8mm (17.32"x3.46" x 15.15")

Approx. 5.11Kg (11.27 Ib)

English, French, German, Spanish, Italian, Russian, Polish, Czech, Turkish,
Netherlands, Portuguese, Swedish, Danish, Rumania, Serbia, Croatia,
Hungary, Greek, Finnish, Norwegian, Korean, Japanese, Chinese
(Traditional), Thai, Taiwanese (25 Language)

*The lastest product information / sepecification can be found at hanwha-security.com

18

SAMSUNG WISeNeT



WIseNeT HD*

SRD-893

8CH 1080p Analog HD Real-time DVR

Key Features

+8CH 1080p real-time AHD DVR

«Up to 240/200(1080p)fps recording rate

« HDMI/VGA video output

+ 1CH audio input/ 1CH audio output

«Max. 1 internal HDD

« Coaxial control (Samsung-T/E, Pelco-C, ACP)
«Smart phone support (Android, iOS)

« Enhanced network bandwidth up to 32Mbps

Dimensions

208.7 (8.22")
219.7 (8.65")

300(11.81")
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SRD-893
DISPLAY
Video Inputs 8CHBNC, 1080p / 720p AHD and analog camera
Resolution 1920 x 1080, 1280 x 720,960 x 480, 704 x 480/ 928 x 576, 704 x 576
Frame Rate 240fps@1920 x 1080/ 240fps@1280 x 720 / 240fps@928 x 480
Live Resolution 1920 x 1080 (Full HD) / 1280 x 720 (HD) / 928 x 480 (WD1)
Multi Screen Display | 1/4/7/9/Sequence/PIP
PERFORMANCE
Operating System | Embedded Linux
Compression H.264
NTSC: Up to 240fps@1920x 1080 / PAL : Up to 200fps@1920 x 1080
Record Rate NTSC: Up to 240fps@1280x 720 / PAL : Up to 200fps@1280 x 720
NTSC : Up to 240fps@928 x 480 / PAL : Up to 200fps@928 x 480
Recording Mode NTSC: Manual, S(hedu\e(Cor?tmuous/E\/em), Event (Pre/Post),T'\meIapse(1~30fps)
PAL : Manual, Schedule (Continuous / Event), Event (Pre / Post), Time lapse (1 ~ 25fps)
Event Video loss, Motion (Level 1 ~ 10), Alarm, Tampering
Overwrite Modes Continuous
Pre-alarm Off / 5sec
Post-alarm Up to 6hour (5,10, 20, 30sec, 1, 3,5, 10, 20min, 1, 2, 3,4, 5, 6hour)
Search Mode Date/Time, Event, Backup, Motion (*All search include preview function)
Search & Fast forward / backward (2x, 4x, 8x, 16x, 32x, 64x) *Backward play with i-frame only
Playback Playback Function | Slow forward / backward (1/2x, 1/4x,1/8x)
Step forward / backward (2x, 4x, 8, 16x, 32x, 64x) *Backward play with i-frame only
Transmission Speed | 4CIF / 2CIF / CIF (NTSC: 120/ 240/ 240fps, PAL: 100/ 200/ 200fps)
Bandwidth Up to 32Mbps
Bandwidth Control Selectable
Z‘;\‘I‘L"V)‘”k Stream H.264 (4CIF / 2CIF / CIF selectable)

Max. Remote Users

Search 3/ Live unicast 10/ Live multicast 20

Protocol Support

TCP/IP, DHCP, PPPoE, SMTP, NTP, HTTP, DDNS, RTP, RTSP, SNMP, UPnP

Monitoring SmartViewer, Webviewer, Mobile viewer, SSM (CMS)
Platform Android, i0S
Smart Phone |Protocol Support RTP,RTSP, HTTP, CGI
Max. Remote Users Live 2, Play back 1
Internal HDD 1 SATAHDD
Storage USB (Backup) USB 2.0, 2 ports (Front 1, Back 1)
File Format (Backup) | BU (DVR player), EXE (Include player), AVI
. Password Protection | 1 Admin, 10 Group, 10 User per 1 group
Security o
Data Authentication | Watermark
INTERFACE
: VGA 1VGA (1280x 720, 1280 x 1024, 1920 x 1080)
Monitors
HDMI 1 HDMI (1280 x 720, 1280 x 1024, 1920 x 1080)
Inputs / Output 1CHlinein/ 1CH line out
Audio Compression G711
Sampling Rate 8KHz
Alarm Remote Notification | Notification via e-mail

Connections

Ethernet 1 RJ-4510/100 Base-T
Serial Interface RS-485
UsB USB 2.0, 2 ports (Front 1, Back1)

Application Support

Mouse, Remote controller

RS-485 Protocol

Samsung-T/E, Pelco-D/P, Panasonic, Phillips, AD, VICON, GE

Coax Protocol

NTSC/PAL : PTZ control via coaxial cable (Pelco-C (Coaxitron))
AHD (Coaxitron) : ACP (AHD Coax Protocol)

Cabling Distance

AHD Video Input

200m (656.17ft)

GENERAL

Electrical

InputVoltage / Current

12V DC adaptor, 100 ~ 250V AC £10%, 50/60Hz

Power Consumption

Max. 23W (With 1x HDD)

Environmental

Operating Temperature

+0°C ~ +40°C (+32°F ~ +104°F)

Operating Humidity

20% ~ 85% RH

Dimensions (WxHxD)

300.0x48.0x208.7mm (17.32"x 1.89"x 8.22")

Mechanical
CCNANCAL | \Weight (With hard disks) | 1.13Kg (2.5 1b) (With No HDD)
English, French, German, Spanish, Italian, Russian, Polish, Czech, Turkish,
L Netherlands, Portuguese, Swedish, Danish, Rumania, Serbia, Croatia,
anguage

Hungary, Greek, Finnish, Norwegian, Korean, Japanese, Chinese
(Traditional), Thai, Taiwanese (25 Language)

*The lastest product information / sepecification can be found at http://security.hanwhatechwin.com
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SRD-494
4CH 1080p Analog HD Real-time DVR DISPLAY
Inputs 4CHBNC, 1080p / 720p AHD camera, NTSC/PAL
Video Resolution 1920x 1080, 1280 x 720
NTSC: 960 x 480/ 704 x 480, PAL: 960 x 576/ 704 x 576
Frame Rate NTSC : 120fps / PAL : 100fps
Live Resolution 1920x 1080, 1280 x 720
NTSC:960 x 480/ 704 x 480, PAL:960x 576 / 704 x 576
Multi Screen Display | 1/4/PIP
PERFORMANCE
Operating System | Embedded Linux
Compression H.264
Upto 120fps@1920 x 1080/ Up to 100fps@1920 x 1080
Up to 120fps@1280 x 720 / Up to 100fps@1280 x 720
Record Rate NTSC: Up to 120fps@928 x 480 / PAL : Up to 400fps@928 x 576
NTSC: Up to 120fps@704 x 480 / PAL : Up to 100fps@704 x 576
NTSC: Up to 120fps@704 x 240 / PAL : Up to 100fps@704 x 288
Recording NTSC: Up to 120fps@352 x 240/ PAL : Up to 100fps@352 x 288
Mode NTSC: Manual, Schedu\e(Cothmuous/ Event), Event (Pre / Post), Time lapse (1~30fps)
PAL:Manual, Schedule (Continuous / Event), Event (Pre / Post), Time lapse (1 ~ 25fps)
Event Video loss, Motion (Level 1~ 10), Alarm, Tampering (Level - Low, Medium, High)
Overwrite Modes Continuous
Pre-alarm Up to 30sec (5, 10, 20, 30sec)
Post-alarm Up to6hour (5,10, 20, 30sec, 1, 3,5, 10, 20min, 1, 2, 3,4, 5, 6hour)
Date/Time, Event, Backup, POS (SD signal only), Motion
Key Features Search & Search Mode (*All search include pre\/\'pevv ﬂmct'\ong)J :
Pi:/;ack Fast forward / backward (2x, 4x, 8x, 16x, 32x, 64x) *Backward play with i-frame only
+4CH 1080p real-time DVR Playback Function Slow forward / backward (1/2x, 1/4x,1/8x)
. Step forward / backward (2x, 4x, 8, 16x, 32x, 64x) *Backward play with i-frame only
+ Up to 120/100(1080p)fps recording rate Transission Soead | RECOTASTTEa 1M~ 2V (NTSC: 120fps,PAL:100fps), 4CIF (NTSC :120fps,PAL: T007p3)
«HDMI/VGA video output P Network stream : 4CIF / 2CIF / CIF (NTSC: 120fps, PAL : 100fps)
Bandwidth Up to 64Mbps
+4CH audio inputs / TCH audio output Network Bandwidth Control | Selectable
«Max. 2 internal HDDs (IPv4) Stream Record stream and network stream selectable (at monitoring viewer)
Max. Remote Users | Search 3/ Live unicast 10/ Live multicast 20
« Coaxial cable (Pelco-C, ACP) Protocol Support TCP/IP, DHCP, PPPOE, SMTP, NTP, HTTP, DDNS, RTP, RTSP, SNMP
. . Monitoring SmartViewer, Webviewer, SSM (CMS)
« Smart phone support (Android /iOS) ar— Android, 105
« Enhanced network bandwidth up to 64Mbps Smart Phone | Protocol Support RTP, RTSP, HTTP, CGI
Max. Remote Users Live 4, Search 1
Internal HDD Up to 2 SATAHDDs
Storage USB (Backup) USB 2.0, 2 ports (Front)
Dimensions Unit: mm (inch) File Format (Backup) | BU (DVR player), SEC (Include player), AV
Security Password Protection | 1 Admin, 10 Group, 10 User per 1 group
Data Authentication | Watermark
INTERFACE
T VGA 1VGA (1280 x 720, 1280 x 1024, 1920 x 1080)
Monitors HDMI 1 HDMI (1280 x 720, 1280 x 1024, 1920 x 1080)
Spot Composite Digital spot (2CH) *Incldued OSD on screen, Multi mode support (1CH)
Inputs / Output 4CH linein/ 1CH line out
Audio Compression G711
§ ;-—: Sampling Rate 8KHz
N Terminal 4 inputs (NO/NC) / Terminal 2 relay outputs (NO/NC),
2R Alarm Inputs / Output Rating : 30V DO/ 20,2500 ACI05A
o Remote Notification | Notification via e-mail
Ethernet 1 RJ-4510/100/1000 Base-T
Serial Interface RS-232/RS-485 (Full duplex) for PTZ, Samsung system keyboard
Ll USB USB 20,2 ports
f 370.0(14.57") 1 Connections |Application Support | Mouse
Samsung-T/E, Pelco-D/P, Panasonic, Phillips, AD,
—— - RS-485 Protocol DIAMOND, ERNA, KALATEL VCL TRVICON, ELMO, GE
”-m«md@o o = O EO‘ Coax Protocol NTSC/PAL : Pelco-C (Coaxitron), AHD : ACP (AHD Coax Protocol)
GENERAL
AT . Input Voltage / Current | 12V DC adaptor, 4A, 100 ~ 250V AC, 50/60Hz, 48watt
N Electrical N
ﬁ:]* Power Consumption | Max. 13.3W (1 x 1THDD)
33 . Operating Temperature | +0°C ~ +40°C (+32°F ~ +104°F)
< Environmental . o
Operating Humidity | 20% ~ 85% RH
) Dimensions (WxHxD) | 370.0 x44.0 x 320.0mm (14.57"x 1.73"x 12.6")
Mechanical . h h
Weight (With hard disks) | Approx. 2.68Kg (5.911b)
English, French, German, Spanish, Italian, Russian, Polish, Czech, Turkish,
Lan Netherlands, Portuguese, Swedish, Danish, Rumania, Serbia, Croatia,
guage

Hungary, Greek, Finnish, Norwegian, Korean, Japanese, Chinese
(Traditional), Thai, Taiwanese (25 Language)

*The lastest product information / sepecification can be found at hanwha-security.com
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WIseNeT HD*

SRD-493

4CH 1080p Analog HD Real-time DVR

Key Features

+4CH 1080p real-time AHD DVR

«Up to 120/100(1080p)fps recording rate

« HDMI/VGA video output

+ 1CH audio input/ 1CH audio output

«Max. 1 internal HDD

« Coaxial control (Samsung-T/E, Pelco-C, ACP)
«Smart phone support (Android, iOS)

« Enhanced network bandwidth up to 32Mbps

Dimensions

208.7 (8.22")
219.7 (8.65")

300(11.81")

F€ ®=|C € | FrsTEDITION 02-2016

SRD-493
DISPLAY
Video Inputs 4CH BNC, 1080p / 720p AHD and analog camera
Resolution 1920 x 1080, 1280 x 720,960 x 480, 704 x 480/ 928 x 576, 704 x 576
Frame Rate 120fps@1920x 1080/ 120fps@1280 x 720/ 120fps@928 x 480
Live Resolution 1920 x 1080 (Full HD) / 1280 x 720 (HD) / 928 x 480 (WD1)
Multi Screen Display | 1/4/PIP
PERFORMANCE
Operating System | Embedded Linux
Compression H.264
NTSC: Up to 120fps@1920x 1080 / PAL : Up to 100fps@1920 x 1080
Record Rate NTSC: Up to 120fps@1280x 720 / PAL : Up to 100fps@1280 x 720
NTSC: Up to 120fps@928 x 480/ PAL : Up to 100fps@928 x 480
Recording Mode NTSC: Manual, S(hedu\e(Cor?tmuous/E\/em), Event (Pre/Post),T'\meIapse(1~30fps)
PAL:Manual, Schedule (Continuous / Event), Event (Pre / Post), Time lapse (1 ~ 25fps)
Event Video loss, Motion (Level 1 ~ 10), Alarm, Tampering
Overwrite Modes Continuous
Pre-alarm Off / 5sec
Post-alarm Up to 6hour (5,10, 20, 30sec, 1, 3,5, 10, 20min, 1, 2, 3,4, 5, 6hour)
Search Mode Date/Time, Event, Backup, Motion (*All search include preview function)
Search & Fast forward / backward (2x, 4x, 8x, 16x, 32x, 64x) *Backward play with i-frame only
Playback Playback Function | Slow forward / backward (1/2x, 1/4x,1/8x)
Step forward / backward (2x, 4x, 8, 16x, 32x, 64x) *Backward play with i-frame only
Transmission Speed | 4CIF/2CIF/CIF (NTSC: 120/120/120fps, PAL: 100/ 100/ 100fps)
Bandwidth Up to 32Mbps
Bandwidth Control Selectable
Z‘;\‘I‘L"V)‘”k Stream H.264 (4CIF / 2CIF / CIF selectable)

Max. Remote Users

Search 3/ Live unicast 10/ Live multicast 20

Protocol Support

TCP/IP, DHCP, PPPoE, SMTP, NTP, HTTP, DDNS, RTP, RTSP, SNMP, UPnP

Monitoring SmartViewer, Webviewer, Mobile viewer, SSM (CMS)
Platform Android, i0S
Smart Phone |Protocol Support RTP,RTSP, HTTP, CGI
Max. Remote Users Live 2, Play back 1
Internal HDD 1 SATAHDD
Storage USB (Backup) USB 2.0, 2 ports (Front 1, Back 1)
File Format (Backup) | BU (DVR player), EXE (Include player), AVI
. Password Protection | 1 Admin, 10 Group, 10 User per 1 group
Security o
Data Authentication | Watermark
INTERFACE
) VGA 1VGA (1280x 720, 1280 x 1024, 1920 x 1080)
Monitors
HDMI 1 HDMI (1280 x 720, 1280 x 1024, 1920 x 1080)
Inputs / Output 1CHlinein/ 1CH line out
Audio Compression G711
Sampling Rate 8KHz
Alarm Remote Notification | Notification via e-mail

Connections

Ethernet 1 RJ-4510/100 Base-T
Serial Interface RS-485
UsB USB 2.0, 2 ports (Front 1, Back1)

Application Support

Mouse, Remote controller

RS-485 Protocol

Samsung-T/E, Pelco-D/P, Panasonic, Phillips, AD, VICON, GE

Coax Protocol

NTSC/PAL : PTZ control via coaxial cable (Pelco-C (Coaxitron))
AHD (Coaxitron) : ACP (AHD Coax Protocol)

Cabling Distance

AHD Video Input

200m (656.17ft)

GENERAL

Electrical

InputVoltage / Current

12V DC adaptor, 100 ~ 250V AC £10%, 50/60Hz

Power Consumption

Max. 12W (With 1x HDD)

Environmental

Operating Temperature

+0°C ~ +40°C (+32°F ~ +104°F)

Operating Humidity

20% ~ 85% RH

Dimensions (WxHxD)

300.0x48.0x208.7mm (17.32"x 1.89"x 8.22")

Mechanical
CCNANCAL | \eight (With hard disks) | 1.03Kg (2.27 ) (With No HDD)
English, French, German, Spanish, Italian, Russian, Polish, Czech, Turkish,
L Netherlands, Portuguese, Swedish, Danish, Rumania, Serbia, Croatia,
anguage

Hungary, Greek, Finnish, Norwegian, Korean, Japanese, Chinese
(Traditional), Thai, Taiwanese (25 Language)

*The lastest product information / sepecification can be found at http://security.hanwhatechwin.com
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WISeNeT HD* series

Head Office

86 Cheonggyecheon-ro Jung-gu Seoul 04541 Korea
Tel:+82.2.729.5277,5254 Fax : +82.2.729.5489
hanwha-security.com

Hanwha Techwin America

100 Challenger Rd. Suite 700 Ridgefield Park, NJ 07660
Toll Free: +1.877.213.1222 Direct : +1.201.325.6920
Fax:+1.201.373.0124

www.hanwhasecurity.com

Hanwha Techwin Europe

2nd Floor, No. 5 The Heights, Brooklands, Weybridge, Surrey,
KT13 ONY, UK

Tel:+44.1932.82.6700 Fax : +44.1932.82.6701
www.hanwha-security.eu

Hanwha Techwin Shanghai

32F, Blk B, New Caohejing International Business Center,
No. 391 Guiping Rd., Shanghai, China, 200233
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