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This report shall not be reproduced except in full, without the written approval of KES Co., Ltd. This document may be altered or revised by KES
Co., Ltd. personnel only, and shall be noted in the revision section of the document. Any alteration of this document not carried out by KES Co.,
Ltd. will constitute fraud and shall nullify the document.

Use of uncertainty of measurement for decisions on conformity (decision rule):

m No decision rule is specified by the standard, when comparing the measurement result with the applicable
limit according to the specification in that standard. The decisions on conformity are made without applying the
measurement uncertainty(“simple acceptance” decision rule, previously known as “accuracy method”).

o Other (to be specified, for example when required by the standard or client)
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1 Laboratory Information

1.1 Test Location

Category Details
Addres 473-21, Gayeo-ro, Yeoju-si, Gyeonggi-do, 12658, Republic of Korea
Telephone Number 031-883-5092
Facsimile Number 031-883-5169

The measurement facility is located at 473-21, Gayeo-ro, Yeoju-si, Gyeonggi-do, 12658, Republic of Korea. The
sites are constructed in conformance with the requirements of ANSI C63.4a-2017 and CISPR 16-1-4:2019

1.2 Laboratory Accreditations and Listings

Country Agency Scope of Accreditation Logo
EMI (3 m & 10 m Semi-Anechoic Chamber and
conducted test site)
KOREA RRA EMS (ESD, RS, EFT/Burst, Surge, CS, Magnetic,
Dips and interruptions)
KR0100
EMI (3 m & 10 m Semi-Anechoic Chamber and
. conducted test site)
International KOLAS EMS (ESD, RS, EFT/Burst, Surge, CS, Magnetic,
Dips and interruptions) ING E
KT489
USA Fce 3 m & 10 m Semi-Anechoic Chamber Conducted test ‘
site to perform FCC Part 15/18 measurements.
KR0100
Canada ISED 3 m & 10 m Semi-Anechoic Qhamber and
Conducted test site
JAPAN vCCl EMI(3m&10m Semi-Anechc_)ic Chamber and
conducted test site)
C-20136, T-20137,
R-20181, G-20176
EMI (3 m & 10 m Semi-Anechoic Chamber and
- - conducted test site)
Europe TUV SUD EMS (ESD, RS, EFT/Burst, Surge, CS, Magnetic,
Dips and interruptions)
CARAT 001633 0008
KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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2 Test Summary

2.1 Class and Voltage

Test Class Test Voltage

Class A AC 240V, 50 Hz, PoE

2.2 Summary of Test Results

Test Item Test Standard et Remark
Result
Conducted Emissions at Mains PASS NOTE 1
Power Ports
Conducted Emissions at
Tel ication Port PASS i
elecommunication Forts ASINZS CISPR 32:2015/AMD1:2020
Radiated Emissions(Below 1 GHz) PASS -
Radiated Emissions(Above 1 GHz) PASS -
* N/A: Not Applicable
(NOTE 1) PoE Power Mode is powered by the PoE port, POE port is considered to be wired network port, so
power-related test items are excluded.

2.3 Remarks when standards applied

- When the SFP port was connected during the Mode 1 test, the RJ-45 (Data) port did not operate,
so the port was excluded during the test.

2.4 Variant Model Differences
N/A

2.5 Device Modifications
N/A

KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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3 General Product Description
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4 EUT Setup and Operation Mode

4.1 EUT Configuration

Page 7 /35

Product Name Model Number Serial Number Manufacturer Remarks
HANWHA VISION
NETWORK CAMERA TNO-A45090R - VIETNAM COMPANY EUT
LIMITED
Channel Well
AC/DC Adapter 2ACB022F - Technology MS;PASI;EOI\QZCFWt
(Guangzhou) Co., Ltd.
PT-PSE109GBRO- Dongguan PROCET R-R-LJO-

Fiber PoE Injector

Network Technology

AH-S Co. Ltd PSE109GBRO-A02
Laptop P95G001 9JM8HT2 DELL INC. -
Chicony Power
Laptop Adapter HAB5NM130 - Technology(Suzhou) -
Co.,Ltd.
Micro SD Card #1 - - SanDisk -
Micro SD Card #2 - - SanDisk -
SFP Module #1 - - Finisar -
SFP Module #2 - - Finisar -
Headset - - Britz -
Phone LMQ510N - LG -
Button Alarm - - - -
LED Alarm - - - -
4.2 System Configuration
Product Name Model Number Serial Number Manufacturer Remarks
KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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4.3 External I/0O Cabling
Mode 1
Stard END Cable Spec
Description I/O Port Description Description 1/0 Port Description
DC 12V AC/DC Adapter DC Jack 0.8 U
RJ-45(Data) Laptop RJ-45 5.0 U
Micro SD Card Micro SD Card #1 Micro SD Card i )
Slot Slot
Micro SD Card Micro SD Card #2 Micro SD Card i )
EUT Slot Slot
3.5 mm 1.8 U
Headset
3.5 mm 1.8 U
AUDIO/ALARM
Button Alarm Line 3.2 U
LED Alarm Line 3.3 U
DC Jack pabiop DC Jack 1.6 s
Laptop apter
3.5 mm Phone 3.5 mm 0.8 U
Mode 2
Stard END Cable Spec
Description I/O Port Description Description 1/0 Port Description
RJ-45(PoE) Fiber PoE Injector RJ-45 5.0 U
Micro SD Card Micro SD Card #1 Micro SD Card i )
Slot Slot
Micro SD Card Micro SD Card #2 Micro SD Card i )
Slot Slot
FP FP Module #1 FP - -
EUT S S odule S
3.5 mm 1.8 U
Headset
3.5 mm 1.8 U
AUDIO/ALARM
Button Alarm Line 3.2 U
LED Alarm Line 3.3 U
SFP Module #1 SFP SFP Module #2 SFP 0.3 U
SFP Module #2 SFP Fiber PoE Injector SFP - -
Fiber PoE Injector RJ-45(Data) Laptop RJ-45 5.0 U
DC Jack Loptop DC Jack 16 s
Laptop apter
3.5 mm Phone 3.5 mm 0.8 U
* Unshielded=U, Shielded=S
KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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4.4 EUT Operating Mode(s)

Category Mode Operating
- Monitoring EUT Using Web Viewer, Ping Test
Mode 1 AC/DC Adapter
P - After testing, checked the recorded video stored on the micro SD
card.
Mode 2 Fiber POE Injector |- The operation status of the SFP was checked through the LED of the

Fiber PoE Injector.

45 Test operating S/W

Name Version Manufacture Company
Web Page - HANWHA VISION VIETNAM COMPANY LIMITED
KES-QP16-F01(00-23-01-01) KES Co., Ltd.

You can check the authenticity of this test report on the authenticity verification page on our website (www.kes.co.kr).



Report No. : KES-EM262104 Page 10/35

4.6 Configuration
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5 Measurement Procedure

- Conducted Emissions
The conducted emission levels were measured on each current-carrying line with the spectrum analyzer
operating in the CISPR quasi-peak mode (or peak mode if applicable). The initial step in collecting conducted
data is a spectrum analyzer peak scan of the measurement range. If the conducted emission exceed the
average limit with the instrument set to the quasi-peak mode, the measurements are made in the average
mode. The emission spectrum was scanned from 150 kiz to 30 M. The highest emission amplitudes relative

to the appropriate limits were measured and have been recorded. Quasi-peak readings are distinguished with
a"QP".

- Radiated Electric Field Emissions
The test was done at a SEMI ANECHOIC CHAMBER with quasi-peak detector. The final test data was
measured using a Quasi-Peak detector below 1 G at 10 m or 3 m distance and a Peak and Average detector
above 1 @ at 3 m distance. Test was proceeded worst case test mode and cable configuration.
Measurements were made with the antenna positioned in both the horizontal and vertical planes of polarization.
The antenna height was varied from 1 m to 4 m (Radiated Emissions(Below 1 6tz)) and 1 m (Radiated
Emissions(Above 1 Gz)) and the EUT was rotated 360° to find the maximum emitting point for each frequency.

Measurement procedures was In accordance with ANSI C63.4 or CISPR 32.

+ Calculation

- Conducted Emissions

QuasiPeak[dBuV] / CAverage [dBuV] = Reading Value[dBuV] + Corr. [dB]
QuasiPeak / CAverage : The Final Value

Reading Value : Not shown in the table.

Corr. : Correction values (LISN FACTOR + (Cable Loss + Pulse Limiter FACTOR))

- Radiated Emissions(Below 1 ()

Result(QP) [dB(4V/m)] = (Reading(QP)[dB(4V)] + c.f[dB(1/m)]

Margin(QP)[dB] = Limit[dB(4V/m)] - Result(QP) [dB(4V/m)]

Reading(QP) : Reading value, Result(QP) : Reading value + Factor value

Limit(QP) : Limit value, c.f : (ANT Factor + Cable Loss - Preamp Factor), Margin: Margin value

- Radiated Emissions(Above 1 ()

Result(PK/CAV) [dB(1V/m)] = (Reading(PK/CAV)[dB(.V)] + c.f[dB(1/m)]

Margin(PK/CAV)[dB] = Limit[dB(4V/m)] - Result(PK/CAV) [dB(4V/m)]

Reading(PK/CAV) : Reading value, Result(PK/CAV) : Reading value + Factor value

Limit(PK/CAV) : Limit value, c.f : (ANT Factor + Cable Loss - Preamp Factor), Margin: Margin value

KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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6 Test Item

6.1 Conducted Emissions at Mains Power Ports

6.1.1 Test Equipment

Page 12 /35

Equipment Name Nl\l/lj(r)ndbeelzr Manufacturer Serial No. Cal. Date [Next Cal. Date| Used
SHIELD ROOM #6 - DYMSTEC - - - |
EMC32 Measurement
Software EMC32 R&S 9.12.00 - -
EMI TEST RECEIVER ESR3 Rohde & 101783 2025-11-03 | 2026-11-03 | M
Schwarz
Rohde &
LISN ENV216 Schwarz 101787 2025-09-04 2026-09-04 |
ARTIFICIAL MAINS Rohde &
NETWORK ESH2-75 Schwarz 100450 2025-11-03 2026-11-03 |
Rohde &
PULSE LIMITER ESH3-72 Schwarz 101915 2025-11-03 2026-11-03 |
6.1.2 Test Location : SHIELD ROOM #6
6.1.3 Test Conditions :
Temperature Relative Humidity
(24.0 ~ 24.2) °C (50.7 ~ 50.9) % R.H.
KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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6.1.4 Test Result

o Test Date : 2026-06-16
o Test Mode : Mode 1

Test Report

Page 13/35

1/1
Test Description: Conducted Emission
Job No.: KES-EM262104
Phase: L
Mode: Mode 1
Operator Name: KES
100 T
8 |
s 60T
S
= *
o 404
5| ¢ L
-
& 2
20__
O__
150k 300 400 500 800 1M M 3M 4M 5M 6 8 10M 20M  30M
Frequency inHz
Final_Result
Frequency QuasiPeak CAverage Limit Margin | Meas. Time | Bandwidth Line | Corr.
(MHz) (dBuV) (dBuV) (dBuV) (dB) (ms) (kHz) (dB)
0.160000 — 31.42 66.00 | 34.58 1000.0 9.000 | L1 19.4
0.160000 48.56 — 79.00 | 30.44 1000.0 9.000 | L1 19.4
0.605000 — 23.55 60.00 | 36.45 1000.0 9.000 | L1 19.5
0.605000 31.93 — 73.00 | 41.07 1000.0 9.000 | L1 19.5
1.545000 — 18.90 60.00 | 41.10 1000.0 9.000 | L1 19.5
1.545000 25,54 — 73.00 | 47.46 1000.0 9.000 | L1 19.5
3.400000 — 14.85 60.00 | 45.15 1000.0 9.000 | L1 19.7
3.400000 24.94 — 73.00 | 48.06 1000.0 9.000 | L1 19.7
24.935000 — 25.54 60.00 | 34.46 1000.0 9.000 | L1 20.4
24.935000 34.59 — 73.00 | 38.41 1000.0 9.000 | L1 20.4
25.560000 — 24,81 60.00 | 35.19 1000.0 9.000 | L1 20.4
25.560000 33.86 — 73.00 | 39.14 1000.0 9.000 | L1 20.4
KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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o Test Date : 2026-06-16
e Test Mode : Mode 1

Test Report
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1/1
Test Description: Conducted Emission
Job No.: KES-EM262104
Phase: N
Mode: Mode 1
Operator Name: KES
100 T
& |
s 60T
S
£ “
5 a4
g .
¢ 4
20__
O__
150k 300 400 500 800 1M 2M 3M 4M 5M 6 8 10M 20M  30M
Frequency inHz
Final_Result
Frequency QuasiPeak CAverage Limit Margin | Meas. Time | Bandwidth Line | Corr.
(MHz) (dBuV) (dBuV) (dBuV) (dB) (ms) (kHz) (dB)
0. 155000 49.33 — 79.00 29.67 1000.0 9.000 | N 19.4
0.155000 — 32.01 66.00 33.99 1000.0 9.000 | N 19.4
0.165000 — 32.03 66.00 33.97 1000.0 9.000 | N 19.4
0. 165000 48.50 f— 79.00 30.50 1000.0 9.000 | N 19.4
0.215000 42.05 — 79.00 36.95 1000.0 9.000 | N 19.4
0.215000 — 27.40 66.00 38.60 1000.0 9.000 | N 19.4
1.620000 f— 20.59 60.00 39.41 1000.0 9.000 | N 19.6
1.620000 26.48 — 73.00 46.52 1000.0 9.000 | N 19.6
3.360000 25.77 — 73.00 47.23 1000.0 9.000 | N 19.7
3.360000 — 17.34 60.00 42.66 1000.0 9.000 | N 19.7
24.905000 33.92 — 73.00 39.08 1000.0 9.000 | N 20.5
24.905000 f— 25.82 60.00 34.18 1000.0 9.000 | N 20.5
6.1.5Remark
Complies with the test requirements.
KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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6.2 Conducted Emissions at Telecommunication Ports

6.2.1 Test Equipment

Equipment Name N'\ill%dtir Manufacturer Serial No. Cal. Date [Next Cal. Date| Used
SHIELD ROOM #6 - DYMSTEC - - - [ |
EMCSZS(';"ﬂ‘fA";‘;“ereme”t EMC32 R&S 9.12.00 - -
EMI TEST RECEIVER ESR3 ggm‘:‘ r‘i‘ 101783 2025-11-03 | 2026-11-03 | MW
LISN ENV216 Rohde & 101787 2025-00-04 | 2026-09-04 | W
ARTIEICAL MAINS ESH2-Z5 g™ 100450 2025-11-03 | 2026-11-03 | W
PULSE LIMITER ESH3-22 ggmzé‘ 101915 2025-11-03 | 2026-11-03 | MW
8-WIRE ISN CAT6 ENYBLCATE | aojoe & 101666 2026-02-24 | 2027-0224 | W
6.2.2 Test Location : SHIELD ROOM #6
6.2.3 Test Conditions :
Temperature Relative Humidity
(24.0 ~ 24.3) °C (50.7 ~ 50.8) % R.H.
KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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6.2.4 Test Result

o Test Date : 2026-06-16
o Test Mode : Mode 1

Page 16/ 35

Test Report

1/1
Test Description: Telecommunication Emission
Job No.: KES-EM262104
Mode : Mode 1
Speed : 1 000 Mbps
Operator Name: KES
100--\\\
&)_-
g ©7
S 1 ®
£ 5 4 &
© 47T
>
(0]
° 1
20__
O__
150k 300 400 500 800 1M M 3M 4M 5M 6 8 10M 20M  30M
Frequency inHz
Final_Result
Frequency QuasiPeak CAverage Limit Margin Meas. Bandwidth Line Corr.
(MHz) (dBuVv) (dBuVv) (dBuVv) (dB) Time (kHz) (dB)
(ms)
0.750000 48.94 f— 87.00 38.06 | 1000.0 9.000 | Single Line 19.3
0.750000 — 44.37 74.00 29.63 | 1000.0 9.000 | Single Line 19.3
0.770000 45.62 — 87.00 41.38 | 1000.0 9.000 | Single Line 19.3
0.770000 o 39.73 74.00 34.27 | 1000.0 9.000 | Single Line 19.3
1.505000 51.05 — 87.00 35.95 | 1000.0 9.000 | Single Line 19.3
1.505000 f— 46.07 74.00 27.93 | 1000.0 9.000 | Single Line 19.3
1.850000 — 41.05 74.00 32.95 | 1000.0 9.000 | Single Line 19.3
1.850000 46.59 — 87.00 40.41 | 1000.0 9.000 | Single Line 19.3
18. 160000 f— 40.34 74.00 33.66 | 1000.0 9.000 | Single Line 19.7
18. 160000 46.15 — 87.00 40.85 | 1000.0 9.000 | Single Line 19.7
18.340000 — 40.24 74.00 33.76 | 1000.0 9.000 | Single Line 19.8
18.340000 45.96 f— 87.00 41.04 | 1000.0 9.000 | Single Line 19.8
KES-QP16-F01(00-23-01-01) KES Co., Ltd.

You can check the authenticity of this test report on the authenticity verification page on our website (www.kes.co.kr).



Report No. : KES-EM262104

o Test Date : 2026-06-16
e Test Mode : Mode 2

Test Report

Page 17 /35

1/1
Test Description: Telecommunication Emission
Job No.: KES-EM262104
Mode : Mode 2
Speed : 1 000 Mbps
Operator Name: KES
100-&
&)_-
s 60T
Q »
R .
T 47T
>
(0]
o 1
20_
O__
150k 300 400 500 800 1M M 3M 4M 5M 6 8 10M 20M  30M
Frequency inHz
Final_Result
Frequency QuasiPeak CAverage Limit Margin | Meas. Bandwidth Line Corr.
(MHz) (dBuV) (dBuV) (dBuV) (dB) Time (kHz) (dB)
(ms)
0.760000 — 39.73 74.00 34.27 | 1000.0 9.000 | Single Line 19.3
0.760000 54.40 — 87.00 32.60 | 1000.0 9.000 | Single Line 19.3
0.795000 f— 40.15 74.00 33.85 | 1000.0 9.000 | Single Line 19.3
0.795000 53.67 — 87.00 33.33 | 1000.0 9.000 | Single Line 19.3
0.905000 f— 35.63 74.00 38.37 | 1000.0 9.000 | Single Line 19.3
0.905000 49.63 — 87.00 37.37 | 1000.0 9.000 | Single Line 19.3
0.930000 — 38.03 74.00 35.97 | 1000.0 9.000 | Single Line 19.3
0.930000 48.23 — 87.00 38.77 | 1000.0 9.000 | Single Line 19.3
11.805000 — 39.21 74.00 34.79 | 1000.0 9.000 | Single Line 19.6
11.805000 49.16 — 87.00 37.84 | 1000.0 9.000 | Single Line 19.6
12.020000 f— 39.49 74.00 34.51 | 1000.0 9.000 | Single Line 19.6
12.020000 49.22 — 87.00 37.78 | 1000.0 9.000 | Single Line 19.6
6.2.5 Remark
Complies with the test requirements.
KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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6.3

6.3.1 Test Equipment

Radiated Emissions(Below 1 Giz)

Page 18/ 35

ANTENNA

Equipment Name Nl\:ljcr)ndt?;r Manufacturer Serial No. Cal. Date |Next Cal. Date| Used
SEMI ANECHOIC CHAMBER
#4(10 m) - DYMSTEC - - -

EP5/RE Software EPS/RE TOYO 6.0.0 - - |
Rohde &

EMI TEST RECEIVER ESU26 S 100551 2026-02-12 2027-02-12 |
chwarz
Rohde &

AMPLIFIER SCU 01 Schwarz 100574 2026-04-24 2027-04-24 |

TRILOG-BROADBAND | \/; pg163 | Schwarzbeck 715 2024-11-08 | 2026-11-08 | W

6.3.2 Test Location : SEMI ANECHOIC CHAMBER #4(10 m) Measurement Distance : 03 m,m 10 m

6.3.3 Test Conditions :

Temperature

Relative Humidity

(24.2 ~ 24.6) °C

(57.7~57.9) % R.H.

KES-QP16-F01(00-23-01-01)

KES Co., Ltd.

You can check the authenticity of this test report on the authenticity verification page on our website (www.kes.co.kr).
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6.3.4 Test Result

o Test Date : 2026-06-16

o Test Mode : Mode 1
KES 4B [30 - 1 2050 hHz AE TESTHER B~2aC 84010 mil=>
BEC Adl1D m)
Yok b VES-EMZRZ 1L Stdard CEFR Pub 32 Cleas & 10m
Do, Wings Mcade | Ani, Facto T18[+6 B, KOLAS
Doawaior “ES
Hl:';ullu
[o8umi
ZCI5 PR
E —_— LimiioF
Bl <uipdn | _RE1G>
E e ™ e pac
T
B
T e
i E
3 & n
a0
d_."u-lh-J‘ i
20 - = f\:
g P -
0,000 30 000 150 500 060000 1600 050
i o Py [miHz]
Final Resuli
Wo. Frepmnoy  [(P) Aeading [P | RAasu Limit Wargin Haipht FAngla Aemark
1 ul ul u: .
[WHz] [dBluv)]  [d801/m)] [dBCuwdim)]  [dB{uvim]] [d] [zm] deq)
1 |.ea v 45 .6 2.8 3.8 40.0 6.1 1050 3030
2 45086 WV 44,3 -21.4 2.9 4.0 17 1080 25140
3 Io0,EE9 W 46,8 =224 24,4 41,0 15,6 1090  34B.0
4 14 824 H 4.5 -£5.1 19.4 4.0 2.6 B0 3330
5 hdees W .7 -14.5 40,7 47.0 6.3 1020 3460
G G5 005 W a6 7 | M3 470 .7 1030 2.0

X The data is the result measured by the detector in Quasi-Peak mode on the Peak graph.

KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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o Test Date ; 2026-06-16
o Test Mode : Mode 2

B (3 ) M-z A 8
ES-EVCR2 104 Standard CEFR Pub X2 Claas A 1Dm
'.\:-IA‘ Ant Factor 715146 an OLAS
(09
15PR .
o ode 2_FE
o0
- W E
N e A b 1 ]
_-A‘u"» z ,,!q,\“&\ W "
x W AN !
. W SRAY
W00 o 19 om0  smo0 @0 00 020
QL N
Final Result
No. Freguency (P) HAsading c.i Result Limit Vargin Height  Angle Remark
w 0 > U 4
[dB(uv)] [d8{1/m)] [B{u/m)] [dB(u [d8) deg|
1 v 49,2 2.7 x5 40 13.5 291.0
2 V 5.0 2.9 L 7.1 K!
3 V 52.4 2.8 40 10,2
4 H 49.9 24.8 40 15.2
5 H 51,0 6.5 47 10,5 Q
6 H 3.8 2.5 47, 14.5 3460 2470

X The data is the result measured by the detector in Quasi-Peak mode on the Peak graph.

6.3.5Remark

Complies with the test requirements.

KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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6.4 Radiated Emissions(Above 1 6t)

6.4.1 Test Equipment

Page 21/ 35

Equipment Name N'\l/lj(r)ndlfel:r Manufacturer Serial No. Cal. Date [Next Cal. Date| Used
SEMI ANECH#OSIC CHAMBER i SY Corporation i ) i -
ES10/RE Software ES10/RE TOYO 2022.01.000 - - |
Rohde &

EMI TEST RECEIVER ESU26 Schwarz 100552 2026-02-12 2027-02-12 |
PREAMPLIFIER 8449B HP 3008A00538 2026-04-29 2027-04-29 n
HORN ANTENNA BBHA 9120 | SSWARZBEC| 9190p.1802 | 2025-11-05 | 2026-11-05 |

ATTENUATOR 8491B HP 23094 2026-02-12 2027-02-12 n
6.4.2 Test Location : SEMI ANECHOIC CHAMBER #5
6.4.3 Test Conditions :
Temperature Relative Humidity
(25.5 ~ 25.8) °C (47.0 ~ 47.2) % R.H.
KES-QP16-F01(00-23-01-01) KES Co., Ltd.

You can check the authenticity of this test report on the authenticity verification page on our website (www.kes.co.kr).
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6.4.4 Test Result

o Test Date : 2026-06-17
e Test Mode : Mode 1

X The data is the result of measured by the detector in PK and CISPR Average on the Peak graph.
X The Average of the test data is the cispr average result.

KES-QP16-F01(00-23-01-01) KES Co., Ltd.

You can check the authenticity of this test report on the authenticity verification page on our website (www.kes.co.kr).
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o Test Date : 2026-06-17
o Test Mode : Mode 2

X The data is the result of measured by the detector in PK and CISPR Average on the Peak graph.
X The Average of the test data is the cispr average result.

6.4.5Remark

Complies with the test requirements.

KES-QP16-F01(00-23-01-01) KES Co., Ltd.

You can check the authenticity of this test report on the authenticity verification page on our website (www.kes.co.kr).
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7 Test Setup Photos and EUT Photographs
7.1 Test Setup Photos

<Conducted Emissions at Mains Power Ports - Rear> Mode 1

KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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<Conducted Emissions at Telecommunication Ports - Rear> Mode 1

KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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<Conducted Emissions at Telecommunication Ports - Rear> Mode 2

KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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<Radiated Emissions(Below 1 €lz) - Front> Mode 1
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<Radiated Emissions(Below 1 Gliz) - Rear> Mode 1

KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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<Radiated Emissions(Below 1 Gliz) - Rear> Mode 2
KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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<Radiated Emissions(Above 1 6z) - Front> Mode 1
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<Radiated Emissions(Above 1 Gliz) - Rear> Mode 1

KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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<Radiated Emissions(Above 1 6z) - Front> Mode 2
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<Radiated Emissions(Above 1 Gliz) - Rear> Mode 2

KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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7.2 EUT Photographs

<EUT External Photographs - Top>

<EUT External Photographs - Bottom>

KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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<Components>

<Port-1>

KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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WARINING
'
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<Port-2>

<Port-3>

KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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<EUT Internal Photographs>

KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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7.3 Label
Name . Hanwha Vision Co., Ltd.
Product item . NETWORK CAMERA
Model name : TNO-A45090R
The End.
KES-QP16-F01(00-23-01-01) KES Co., Ltd.
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