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X . Hanwha Vision
Series xnB-6001

XNB-6001 P
.
LY ZRBEAAS : !
BRIK
RIRE 1920x1080, 1280x1024, 1280x960, 1280x720, 1024x768, 800x600, 800x448, 720x576,
720x480, 640x480, 640x360, 320x240
Max. Framerate H.265/H.264 60fps/50fps(60Hz/50Hz)
MJPEG 30fps
Video Out CVBS: 1.0 Vp-p / 75Q composite for installation,
USB: Micro USB Type B. Preview and installation ONLY. Requires WiFi dongle.
LY X
Optional Lens SLA-T1080F, SLA-T2480, SLA-T2480V, SLA-T4680, SLA-T4680V
R 8e
Day & Night Auto(Electrical)
Backlight Compensation BLC, HLC, WDR, SSDR
Wide Dynamic Range (dB) 120
Digital Noise Reduction SSNRV
Digital Image Stabilization HR— k
E0RE HR—k
E— 3 ViRl Quantity 8ea
Shape 8point Polygonal zones
Privacy Masking Quantity 32ea
Shape 4point Quadrangle zones
Color / Option Ik, 4% Red 5, B B, EY1Y
A i & 7.5
ROA RNV R ATW, AWC, &), EH, ES
LDC HR—-
Electronic Shutter B=[F BRINERKTFYFIUYH-—
Speed Range 2~1/12,000sec
EF# O FLIPE— |, =5 —, Hallway view(90°/270°)
Alarm Interface In/Out Input lea, Output lea
Alarm Triggers S Ry D=t 7S —LAD
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Hanwha Vision

X HE

Alarm Events When Alarm Trigger Occurred

File upload(image): e-mail/FTP,

Notification: e-mail,

Recording: SD/SDHC/SDXC or NAS recording at event triggers, 7 5 — A /3,
Handover: PTZ preset

=T FANN Selectable(mic in/line in)
F—FT1«FHH Line out
Pl
DFARY b BE ERIFFRE, E—Y a Vg, 9> INU VT, 7+ 7&H, BBi&d, Virtual area(Lotering,
Intrusion, Enter/Exit, Appear/Disappear), Virtual line(Crossing, Direction), ¥ % )l 74 —
FESyEVT
Ry bI=7
Ethernet RJ-45(10/100BASE-T)
PRIR 4 H.265/H.264: Main/Baseline/High, MJPEG
Audio Compression G.711 u-law /G.726 selectable,G.726(ADPCM) 8kHz,G.711 8kHz,
G.726: 16kbps,24kbps,32kbps,40kbps,
AAC-LC: 48kbps at 16kHz
Smart codec F&jj, WiseStream Il
EvklL—=taryrO-Jb H.265/H.264: CBR or VBR,
MJPEG: VBR
Streaming Unicast BX201-Y-—
RIVFFvR HR—k
Multiple Streaming BX107O0774)
Jora IPv4, IPvé6, TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS,
SSL/TLS, DHCP, FTP, SMTP, ICMP, IGMP, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS, QoS,
UPNP, Bonjour, LLDP, SRTP(TCP, UDP Unicast), PIM-SM
Application ONVIF s,G T
Programming Interface
ZDfth SUNAPI(HTTP API), Hanwha Vision Open Platform

Direct Cloud Connection

Optional (needs gateway)

FalUFq

0S / Firmware Protect
d—-Y—FREE

Network authentication
Secure Communication
Access Control

Data Protect

Audit

Secure Storage

Encrypted firmware, Secure boot, Signed firmware

A4 RS

IEEE 802.1X(EAP-TLS, EAP-LEAP)

HTTPS, SRTP

IP-based access control

Encryption credentials, Encrypt compress for live recording file export
Access / System / Event Log management

SDcard partition encrypt(AES-256)
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—#8
AEY RAM 1GB
JSwvw¥a 256MB
Edge Storage Micro SD/SDHC/SDXC Max. 256GB x 1slot

Environmental & Electrical

BFESRM BE -10°C~+55°C(+14°F~+131°F)
EE 0~90% RH(non-condensing)
REFH BE -30°C~+60°C(-22°F~+140°F)
=E 0~90% RH(non-condensing)
Input Voltage PoE(IEEE802.3af, Class3), 12vDC
HEEN PoE Max. 6.5W
12vDC Max. 6W
Mechanical
h35-— Ivory
L TSAFYY
Product Dimensions 131.1(W)x28(H)x86(D)mm(5.16x1.1x3.39")
Product Weight 245g(0.541b)
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Compatible lenses

the specifications for lenses

SLA-T2480 SLA-T1080F SLA-T2480V SLA-T4680 SLA-T4680V
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WISENET

CAD Unit: mm [inch]
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