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12MP Al IR Fisheye Camera
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e 1/2.3"12MP CMOS

¢ 1.08mm fixed focal lens

* H.265,H.264, MJPEG codec supported

¢ Original view, Single panorama, Double panorama, Quad view
¢ On board dewarping, Digital PTZ

¢ extreme WDR (120dB), WiseStreamlll(Based on Al engine)
* WiselR, IR viewable length 8m

* Virtual channel support

¢ Plugin support, selectable 1/0 port

¢ Video Analytics, Heatmap, People counting

* Queue management

¢ Hard coated dome cover

¢ Motion detection, Handover, IP66/IK10/NEMA4X

* Mobile use available, supports M12
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Video

Gorintiileme Aygiti

Cozunirluk

En Fazla Kare hizi

Min. Aydinlatma (Liiks)

Video Cikigi

Boyut

Tar

H.265/H.264
MJPEG
Renk(1/30sn, 30IRE)

SB(1/30sn, 30IRE)

1/2,3"

CMOS

3584x2688, 3584x1792, 3584x896, 3008x3008, 1920x960, 1920x480, 1792x1344,
1792x896, 1504x1504, 1080x1080, 1024x768, 960x960, 800x600, 768x768, 720x720,

704x576, 640x640, 640x480, 640x320, 640x160, 480x480

30fps/25fps(60Hz/50Hz)
30fps(@9MP En Fazla 5fps)
0.39

0.039

CVBS: kurulum igin 1.0 Vp-p / 75Q kompozit,

USB: Mikro USB Tip B

Lens

Odak Uzunlugu (mm)

Maks. Diyafram Agikhigi
Orani (F numarasi)

Acisal Gortis Alani

Min. Nesne Mesafesi

Odak Kontrolii

Genis

Yatay
Dikey

Diyagonal

1.08

22

187°
187°
187°
0.5m(1.64ft)

Kolay odak

Pan/ Tilt / Déndiirme

Pan / Tilt / Déndirme
Araligi

Déndirme

Lens rotation

isletimsel

Gindiz ve Gece

Arka Isik Dengeleme

Genis Dinamik Aralik (dB)

Dijital Guriilti Azaltma

Otom. (ICR)
BLC, HLC, WDR, SSDR
120

WiseNR Il (YZ motoru bazinda), SSNRV
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isletimsel
Hareket Algilama Miktar 8
Sekil 8 nokta Poligonal bolge
Gizlilik Maskesi Miktar 32
Sekil 4 nokta Dorgen bolge
Renk / Segenek Gri, Yesil, Kirmizi, Mavi, Siyah, Beyaz, Mozaik
Kazang Kontrolii Kapali, En Fazla Kazang, Manuel
Beyaz Dengesi ATW, NarrowATW, AWC, Manuel, ig Mekan, Dis Mekan
Elektronik Obtirator Mod Minimum, Maksimum, Kirpisma Onleme, Tercihli obtaratsr kontroli (YZ motoruna
dayah)
Hiz Araligi 1/5~1/12.000 sn
Video Dondiirme Gevirme, Ayna
Alarm Arayiizii Girig/Cikig 2 yapilandirilabilir G/C portu

Alarm Tetikleyiciler

Alarm Tetikleyici Gergeklestiginde Alarm Olaylan

Analiz Araglari, A§ baglantisi kesme, Alarm girisi, Uygulama olayi, Zaman programi,
MQTT aboneligi

Dosya yiikleme(resim): e-posta/FTP/SFTP,

Dosya yiikleme(video Klip): FTP/SFTP,

Bildirim: e-posta,

Kayit: Olay tetiklemelerinde SD / SDHC / SDXC veya NAS kaydi,Alarm gikigl,
Devir: PTZ 6nayar,HTTP/HTTPS/TCP ile mesaj gonderme,Ses klibi oynatma,
MQTT: yayinlama

Ses Girisi Segilebilir (mik. girigi/hat girigi), Entegre mik.
Ses Cikisi Hat ¢ikigl

Isik Tard IRLED

Isik Goranttilenebilir IR WiselR 8m(26.25ft)(PoE), 13m(42.65ft)(PoE+)
Uzunlugu

IR Dalga Boyu 850 nm

Analiz Araglar

Siniflandinimig Nesne Tiirii Kisi, Yuz, Arag, Arag plakasi

Oznitelikler Arag Tur(araba, otobis, kamyon, motosiklet, bisiklet)
Kiiciik resim DetectionShot

Analiz Araglan Olaylari

Ticari Bilgi Toplama

Al Motoru Bazinda

Normal

Al Motoru Bazinda

Nesne algilama, Sanal gizgi(Gegme/Y&n), Sanal alan(Aylak Dolasma/izinsiz giris/Girig/
Cikig), Hareket algilama

Odak bozuklugu algilama, Kurcalama, Sis algilama, Ses algilama, Ses siniflandirmasi,
Sanal alan(Gériinme/Kaybolma)

insan sayma, Kuyruk yénetimi, Isi Haritasi, Arag sayma

Ag
Ethernet Metal kilifli RJ-45 (10/100BASE-T)
Video Sikistirma H.265/H.264: Ana/Temel/Yiiksek, MJPEG
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Ag

Ses Sikistirma

Smart Codec

Bit Hizi Kontroli

Yayin akisi Unicast
Multicast
Coklu Yayin Akigl

Protokol

Uygulama Programlama = ONVIF
Arayiizi
Diger

Direkt Bulut Baglantisi

G.711 u-law /G.726 segilebilir,G.726(ADPCM) 8kHz,G.711 8kHz,
G.726: 16kbps,24kbps,32kbps,40kbps,

AAC-LC: 16 kHz'de 48 kbps

Manuel, WiseStreamlI|

H.265/H.264: CBR veya VBR,
MJPEG: VBR

20 kullaniciya kadar

Destek

10 profile kadar

IPv4, IPv6, TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS,
SSL/TLS, DHCP, FTP, SFTP, SMTP, ICMP, IGMP, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS,
QoS, UPnP, Bonjour, LLDP, CDP, SRTP(TCP, UDP Unicast), MQTT

S,.G,T.M

SUNAPI(HTTP API), Hanwha Vision Acik Platform

Destek

Guvenlik

iS / Yerlesik Yazihm Korumasi
Kullanicr kimlik dogrulamasi
Ag kimlik dogrulamasi
Giivenli iletigim

Erisim Denetimi

Veri Korumasi

Denetim

Aygit Kimligi

Guvenli Depolama

Givenlik Sertifikasi

Sifrelenen yerlesik yazilim, Giivenli nyiikleme, imzali yerlesik yazihm

Digest kimlik dogrulamasi, Kaba kuvvet saldirilarini nleme

IEEE 802.1X(EAP-TLS, EAP-LEAP, EAP-PEAP, MSCHAPV2)

HTTPS, WSS(WebSocket Giivenli), SRTP

IP bazl erigim denetimi

Sifreleme kimlik bilgileri, Canli kayit dosya disa aktarimi igin sifreleme sikigtirma
Erigim / Sistem / Olay Gunlagi yénetimi

Cihaz sertifikasi(Hanwha Vision Root CA)

TPM (Gavenilir platform modila), HTPM (Hanwha Giivenilir Platform Moddil(i), SDcard
bélme sifreleme (AES-256)

FIPS 140-2 dlizey2 ile TPM 2.0

Genel

Bellek RAM
Flag

Kenar Depolama

Mikro SD/SDHC/SDXC

4GB
512MB

En Fazla 512GB x 2 yuva (Toplam 1TB)

Cevresel ve Elektriksel

Calisma Kosulu Sicakhk
Nemlilik
Depolama Kosulu Sicaklik
Nemlilik
Giris Voltaji

-40°C~+60°C(-40°F~+140°F)
%0~95 BN(yogusmayan)
-50°C~+60°C(-58°F~+140°F)
%0~90% BN(yogusmayan)

PoE(IEEE802.3af, Sinif3), POE+(IEEE802.3at, Sinif4), 12VDC
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Cevresel ve Elektriksel

Giic Tiketimi PoE PoE mode: Max 12.95W,typical 9.4W,

PoE+ mode: Max 23.0W,typical 9.4W,
12VDC PoE mode: Max 12.9W,typical 9.0W,

PoE+ mode: Max 22.0W,typical 9.0W

Mekanik

Renk Beyaz

Malzeme Aliminyum

RAL Kodu RAL9003

Uriin Boyutlan
Uriin Agirhg:

Uyumlu Coklu Kutu

2160x72mm(26.30x2.83")
1170g(2.58 Ib)

Tek, Gift, 4" Sekizgen, Kare

Sertifikasyonlar ve Standartlar

EMC FCC 47 CFR 15 Alt Bslim B Sinif A, ICES-3(A)/NMB-3(A), CE/UKCA - EN55032 Sinif A, EN
50130-4, EN 61000-3-2, EN 61000-3-3, VCCI CISPR 32 Sinif A, RCM AS-NZS CISPR 32
Sinif A, KS C 9832 Sinif A, KS C 9835

Emniyet UL 62368-1, CAN/CSA C22.2 NO. 62368-1, IEC 62471

Ortam IEC/EN 63000, IEC 60529 IP66, IEC 62262 IK10, NEMA 250 type 4X

DORI (EN62676-4 standardi)

Algilama (25PPM/ 8PPF) = Genis 34.9m(114.49ft)
Goézlemleme (63PPM/ Genig 13.9m(45.60ft)
19PPF)

Tanima (125PPM/ Genis 7.0m(22.96ft)
38PPF)

Tanimlama (250PPM/ Genis 3.5m(11.48ft)
76PPF)

Design and specifications are subject to change without notice. The latest product information / specification can be found at
Hanwha Vision is formerly known as Hanwha Techwin

© Hanwha Vision CO., LTD. All rights reserved. Ver 202409 5/6


https://www.hanwhavision.com/en/
https://www.hanwhavision.com/en/

X . O Hanwha Vision
SeriesS xnr-9013Rrv

XNF-9013RV =N

12MP Al IR Fisheye Camera Q o °

CAD Unit: mm [inch]

f 3
= 1 2
Ol I | 1 XNF-9013RV '22.04.12
B No. MODEL NAME DATE
© Hanwha Techwin Co.,Ltd. All rights reserved. Uni t :mm[ inch] ‘SCALE:I/ 1’ @ Henwhs Techwin

Design and specifications are subject to change without notice. The latest product information / specification can be found at HanwhaVision.com
Hanwha Vision is formerly known as Hanwha Techwin.

© Hanwha Vision CO., LTD. All rights reserved. Ver 202409 6/6


https://www.hanwhavision.com/en/
https://www.hanwhavision.com/en/

